FAST: a scintillating tracker for antiproton cross section measurements by Mozzanica, A
UNIVERSITA` DEGLI STUDI DI MILANO
Facolta` di scienze Matematiche Fisiche e Naturali
Ph.D. Thesis in Physics
FAST: a scintillating tracker
for antiproton cross section
measurements
Author: Aldo Mozzanica
Supervisor: Prof. Ileana Iori























1 Cross section measurement at the Cern AD 3
1.1 The antiproton discovery . . . . . . . . . . . . . . . . . 3
1.2 The low energy antiproton challenge . . . . . . . . . . 5
1.3 The p¯ interaction at low energies: an open problem . . 7
1.4 The Antiproton Decelerator beam . . . . . . . . . . . . 10
1.5 The layout of the measurement . . . . . . . . . . . . . 13
2 Fast timing scintillating fiber trackers 19
2.1 Physics of scintillating fiber detectors . . . . . . . . . . 19
2.1.1 Light production and collection . . . . . . . . . 19
2.1.2 Light to charge conversion . . . . . . . . . . . . 27
2.2 Existing fiber trackers . . . . . . . . . . . . . . . . . . 36
2.2.1 The UA2 fiber detector . . . . . . . . . . . . . . 36
2.2.2 The D0 Scintillating Fiber Central Tracker . . . 37
3 Detector design and simulation 41
3.1 Defining the detector module . . . . . . . . . . . . . . 41
3.1.1 The photodetector . . . . . . . . . . . . . . . . 42
3.1.2 The fibers and their layout . . . . . . . . . . . . 42
3.2 The detector electronics . . . . . . . . . . . . . . . . . 47
3.2.1 The frontend ASICs . . . . . . . . . . . . . . . 47
3.2.2 The frontend boards . . . . . . . . . . . . . . . 49
3.2.3 Post production board characterization . . . . . 57
3.2.4 The repeater boards . . . . . . . . . . . . . . . 59
3.2.5 Completing the DAQ system . . . . . . . . . . . 61
3.3 Test of a stereo prototype at the Beam Test Facility . . 63
3.3.1 The prototype and the beam line . . . . . . . . 63
3.3.2 Results of the stereo prototype beam test . . . . 65
3.4 The FAST detector . . . . . . . . . . . . . . . . . . . . 69
3.4.1 The tracker assembly . . . . . . . . . . . . . . . 69
3.4.2 Montecarlo simulation of the detector . . . . . . 72
iv CONTENTS
4 FAST commissioning and physics expectations 79
4.1 The cosmic ray run . . . . . . . . . . . . . . . . . . . . 79
4.1.1 Adapting FAST for cosmic ray detection . . . . 79
4.1.2 Time resolution . . . . . . . . . . . . . . . . . . 81
4.1.3 Efficiency . . . . . . . . . . . . . . . . . . . . . 84
4.1.4 Cross talk . . . . . . . . . . . . . . . . . . . . . 85
4.1.5 Hit reconstruction and resolution results . . . . 87
4.2 Data taking at the ASACUSA beam line . . . . . . . . 92
4.2.1 The ASACUSA beam line . . . . . . . . . . . . 92
4.2.2 The experimental setup . . . . . . . . . . . . . 94
4.2.3 Tuning the antiproton beam . . . . . . . . . . . 97
4.2.4 Towards the cross section measurements . . . . 102
5 The FAST system in other physics fields 107
5.1 Sampling logic for a neutron Time of Flight . . . . . . 107
5.1.1 Neutrons from radiotherapic accelerators . . . . 107
5.1.2 The detector . . . . . . . . . . . . . . . . . . . . 108
5.1.3 Flux measurements . . . . . . . . . . . . . . . . 111
5.1.4 Arrival time measurements . . . . . . . . . . . . 112
5.1.5 Montecarlo simulation . . . . . . . . . . . . . . 112
5.2 VLSI readout of a GEM detector . . . . . . . . . . . . 115
5.2.1 The GEM detectors: principles and properties . 115
5.2.2 The ASACUSA frontend board for the GEM
readout . . . . . . . . . . . . . . . . . . . . . . 116
5.2.3 Results at the Frascati BTF . . . . . . . . . . . 117
5.3 The scintillating fiber profilometer . . . . . . . . . . . . 120
5.3.1 The profilometer assembly . . . . . . . . . . . . 121
5.3.2 The results at the Frascati BTF . . . . . . . . . 123
5.3.3 Results on the SPS H8 beam line . . . . . . . . 125
Conclusions and outlooks 129
A An apparatus for p¯ studies: the OBELIX detector 133
B The FAST DAQ software 139
List of acronyms 143
List of figures 150
List of tables 151
Introduction
The dynamics of the antiproton-nucleus (p¯A) interaction and the struc-
ture of the nucleus appear to affect in an unexpected way the be-
haviour of the p¯A annihilation cross section (σann) at low energies.
In light nuclei the p¯D and p¯ 4He annihilation cross sections at a p¯
momentum below 60 MeV/c drop to the p¯-p level, whereas at higher
momenta they increase regularly with the number of nucleons in the
nuclei. Low statistics measurements of both the p¯ 20Ne and the p¯ 3He
annihilation cross section at around 60 MeV/c show a saturation effect
of σann with the mass number A at decreasing p¯ momentum, suggest-
ing a strong dependence on the nucleus structure.
The goal of our group, as a part of the ASACUSA collaboration
(AD3, CERN), is to reach a better understanding of the behaviour
of σann(p¯A) through p¯ annihilation cross section measurements able
to confirm the existing low statistics results (for 3He and 20Ne) and
with new measurements to be performed with heavier nuclei and at
even lower energies.
The Antiproton Decelerator machine, the only slow antiproton facil-
ity now running, has been designed and tuned for the antiHydrogen
production and spectroscopy measurements: it delivers a very high
intensity p¯ bunch (up to 5 × 107 particles) in a 200 ns time window,
with a repetition period of 120 s.
This beam structure places some major constraints on the cross sec-
tion measurement and on the detector requirements; in particular the
detector has to:
• Provide a time separation between the on-target annihilations
and the huge background produced when the antiproton bunch
reaches the end wall of the system
• Perform an annihilation vertex reconstruction to separate in-
target events from wall events given by the beam halo
• Cover a fiducial volume large enough to contain (in the transverse
direction) not only the beam core but also the beam tails.
2 Introduction
To meet these requirements a scintillating fiber tracker (FAST, Fiber
Antiproton Scintillating Tracker) has been developed; this PhD The-
sis will discuss the design, the development, the commissioning of the
FAST detector and the results of the data taking.
The first Chapter of this work is a review of the most interesting re-
sults in Antiproton Physics during the last 50 years, with a particular
focus on the status of the low energy cross section experiments; for a
better analysis of the problems involved in this kind of measurements,
the most recent experimental apparatus, the OBELIX detector, is de-
scribed (Appendix A).
The second Chapter focuses on detectors; since the detector chosen
for our experiment is a scintillating fiber tracker, in this Chapter the
most advanced fiber detection systems are reviewed. To introduce the
topic, a general summary on the scintillating fiber physics is presented
showing the pros and cons of this kind of detector.
The third Chapter describes the ASACUSA detector, a 2500 channel
scintillating fiber tracker readout by 42 multianode photomultipliers
and Very Large Scale of Integration (VLSI) electronics. The choice of
the design has been validated both with montecarlo simulations and
with dedicated beam tests on prototypes. More in detail, the results
obtained with the prototypes have been used to check the detector per-
formance and to obtain the figures used by the simulation to define
the geometrical constraints of the device. The assembly and testing
procedures of both the sensor and the electronics boards are reported
too.
The tracker has been tested with cosmic rays to characterize the ef-
ficiency, the time resolution and the spatial resolution. The fourth
Chapter describes this detector commissioning phase and reports the
results of the data collected on the Antiproton Decelerator beam line.
In the last Chapter some applications of the system developed for the
p¯-nucleus measurement in different physics fields are shown.
In particular the frontend electronics has been used in Medical Physics,
allowing a Time of Flight neutron detection in a radiotherapic environ-
ment, and in imaging applications, connected to a GEM pad detector.
A modified version of the detector module has been used as a beam
profile monitor with a large energy range and high rate capabilities at
the CERN SPS H8 beam line.
For each application an overview of the framework and its specific
problems, with a particular focus on the advantages of our system
with respect to traditional ones, will be given and the results of the





This Chapter, after a brief historical introduction on the antiproton
physics, will give a review of the existing data regarding the antiproton
annihilation cross section at low energy, with particular focus on the
theoretical problems that are still open and that cannot be solved for
the lack of experimental data.
In the second half of the Chapter the measurement that has been
proposed, with the aim of solving these ambiguities, will be presented:
the Antiproton Decelerator machine and the constraints it places on
the measurement will be described; then the layout of the experiment
itself will be reported in detail.
1.1 The antiproton discovery
The concept of antimatter has been introduced by Dirac in 1927: his
new equation for the electron had a second positively-charged solu-
tion; even if, at the beginning, the proton was used to explain this
extra solution, he finally arrived to the concept of antimatter, pre-
dicting a positively charged counterpart of the electron, the so called
anti-electron [1].
Four years after Dirac’s prediction, in 1932, the first positron tracks
have been experimentally observed by Anderson in the cosmic rays,
with the help of a cloud chamber placed in a magnetic field. Ander-
son himself detected the first electron–positron pair production from
a high energy γ ray (from a Thorium source) [2].
On the wave of this exciting discovery, the idea of antimatter has
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Figure 1.1: The first antiproton annihilation event detected with the emulsion-
stack, at the Bevatron, a few days after the antiproton discovery (based on mo-
mentum and velocity measurements). The antiproton enters from the top of the
image and travels about 400 µm before hitting a proton. Nine charged particles
are emitted from their mutual annihilation.
been promptly extended to the strong interaction domain, with the
assumption that, for any hadron, a corrisponding anti-hadron should
exist, with the same mass and spin but opposite electric charge.
Searches for the antiproton, the proton counterpart, were soon per-
formed in the cosmic rays by means of cloud chambers and photo-
graphic emulsions. Although a few tracks that could be identified as
antiprotons were detected, these measurements couldn’t say the last
word on the antiproton existence [3][4][5].
The existence of the antiproton was definitively demonstrated, in
1955, at the Bevatron accelerator at Berkeley; the antiprotons were
produced by sending a 6 GeV proton beam on a solid target and were
detected by measuring independently the momentum (with a mag-
netic quadrupole spectrometer) and the velocity (with a ToF system
and a Cherenkov discrimination) [6]; soon after, the measurement was
confirmed by the detection of the annihilation ”star” signature in the
emulsion-stack detector (see Fig. 1.1).
One year after, the existence of the neutron counterpart, the antineu-
tron, was experimentally demonstrated again at Berkeley [7].
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1.2 The low energy antiproton challenge
Soon after the discovery of the antiproton, beams consisting in these
”new” particles were produced trying to use the antiprotons to inves-
tigate the annihilation physics. Already in the early ’60s, stopping the
antiprotons in bubble chambers filled with Hydrogen, the first data on
the annihilation on protons or neutrons were obtained at Brookhaven
[8][9][10], at CERN [11] and at KEK [12][13]. These experiments, thus
demonstrating that the p¯-p annihilation is a powerful tool to study me-
son resonances, used partially separated antiproton beams produced
from an external target; as a result they were characterized by a low
rate of stopped antiprotons over large volumes and by a large contam-
ination of undesired particles, like muons, pions and electrons. These
facts limited the statistics and the accuracy of these early experiments.
For this reason, and thanks to the progresses in the antiproton collec-
tion and cooling techniques pushed by the necessities of the 300 GeV
CERN proton-antiproton collider (Spp¯S), several methods to obtain
slow antiprotons have been developed, resulting in the Low Energy
Antiproton Ring (LEAR) construction at CERN in the ’80s [14]. In
the following the sequence of operations performed by the decelerator
is described (see Fig. 1.2).
A 109 p¯ bunch, coming from the Antiproton Accumulator (AA)
serving the Spp¯S, was injected in the Proton Synchrotron ring every
30 minutes; the antiprotons were decelerated by the PS machine at
600 MeV/c and then transferred to the LEAR ring. Here successive
phases of deceleration and stochastic cooling were applied to slow the
beam down to 300 MeV/c. To reach even lower energies maintaining
a low momentum dispersion, an electron cooling technique was used:
with this method the antiprotons transfer their energy to a cool elec-
tron beam, comoving with the p¯, which is continuously injected in the
beam line; the electron beam is then dumped bringing away the en-
ergy surplus of the antiprotons. This system allowed to obtain, with
the LEAR machine, particles as slow as 105 MeV/c (5 MeV of kinetic
energy).
The LEAR facility could deliver to the experiments antiproton beams
with a typical momentum spread ∆p/p ' 0.1% and a very slow ex-
traction that enabled essentially DC beams to be produced, with spills
lasting up to hours, intensities in the range 104 ÷ 106 p¯/s and a 100%
beam purity.
In the 13 years of operation of the LEAR machine, from 1983 to 1996,
several experiments were carried out, among which the most important
are ASTERIX, in the first phase, and OBELIX and Crystal BARrell
(CBAR) in the second one; these experiments have brought many,
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Figure 1.2: The PS complex and the LEAR machine. The protons from the Linac
were pre accelerated by the PS Booster (PSB) before being injected into the PS.
After the acceleration up to 26 GeV/c the protons hit the target used for the
p¯ production. Antiprotons were collected by the Antiproton Collector (AC) and
stored into the Antiproton Accumulator (AA). AA and AC were two concentric
rings. Then the beam was transferred to the PS for being decelerated, and finally
delivered to LEAR for the last deceleration phase.
very high precision and sometimes surprising, antiproton physics re-
sults.
While a detailed review of the experiments held at LEAR is beyond
the goal of this work, a description of the OBELIX detector with
an example of an annihilation cross section measurement is given in
App. A.
After the closure of the LEAR facility, CERN has continued its in-
volvement in the low energy antiproton physics with the construc-
tion of the Antiproton Decelerator (AD). However, this machine (see
Sec. 1.4 for a description) is not devoted to the intense experimental
study of low energy antiproton annihilation processes: in fact the goal
of AD is the production of trapped antiHydrogen and the formation
of light antiprotonic atoms.
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Figure 1.3: Antiproton annihilation cross section for p, D, 3He, 4He and Ne for in-
cident momenta between 200 MeV/c and 800 MeV/c. The momentum is expressed
in the laboratory frame. See text for references.
1.3 The p¯ interaction at low energies: an open
problem
The measurements, performed during the ’80s at LEAR, of p¯ and n¯ an-
nihilations on nuclei in the 200÷600 MeV/c momentum range showed
a dependence of the cross section from the target mass of the kind
σann ' σ0A2/3 [15][16]. Moreover the behaviour of σann with the inci-
dent momentum is independent from the target nucleus, and is similar
to the p¯-p one (see Fig 1.3). This seems to suggest that the most im-
portant reaction process is the nucleon-antinucleon interaction, and
that the nucleon can be considered quasi-free; the ”surface” A2/3 term
can be explained, in this scenario, with the fact that only the sur-
face nucleons are involved. As far as antineutron data are concerned,
this situation can be extended to the lower energy region, down to
∼60 MeV/c, at least for medium heavy (Z>4) target nuclei [17][18].
On the other hand the p¯ annihilation cross section on light nuclei
seems to be rather weakly dependent on the mass of the target nuclei
in the low momentum range (<100 MeV/c) [19][20][21].
Fig. 1.4 shows a summary of the available data for antiproton and
antineutron cross sections at momenta below 100 MeV/c. A few in-
teresting behaviours can be noticed: the data for p¯-4He and p¯-D in-
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Figure 1.4: Antiproton annihilation cross section for p, D, 3He, 4He and Ne for
incident momenta below 100 MeV/c. Full stars and empty stars correspond re-
spectively to p¯ and n¯. The momentum is expressed in the laboratory frame. See
text for references.
tersect the p¯-p trend in the momentum region between 40 MeV/c and
60 MeV/c, so that the cross section for these nuclei is higher than the
proton one at high incident momenta but becomes lower reducing the
momentum. Moreover, the Neon σ value is not as high as expected:
in fact, once the Coulomb contribution is subtracted, the Neon cross
section is as small as the p¯-p one [21]. Finally, the 3He values are
twice as large as the 4He ones at the corresponding energies. Such a
large rate in 3He can be explained only by a special role played by the
structure of this nucleus. Within errors, the 3He cross section is the
sum of the Deuteron and Hydrogen cross sections, suggesting that in
the 3He case, the role of the extra proton with respect to the Deuteron
case, is of key relevance [22].
On the interpretation side, different theoretical predictions actually
exist as far as the cross section dependence on the atomic number is
concerned.
For strongly absorbed particles such as low-energy antiprotons, disre-
garding the Coulomb potential, it can be assumed that a total absorp-
tion occurs if the projectile has an impact parameter smaller than the
radius R of the nucleus or, equivalently, if it has an orbital angular
momentum smaller than lmax, where semiclassically lmax + 1/2 = kR
(k being the particle momentum). However, due to the focusing effect
of the attractive Coulomb potential, also particles with impact param-
1.3 The p¯ interaction at low energies: an open problem 9
eters larger than R interact with the nucleus, thus causing the cross
section to increase. If the low energy Coulomb problem is treated in
a semiclassical approach, assuming that total absorption occurs in all
partial waves for which the distance of closest approach is smaller than













where e is the electric charge, µ is the reduced mass of the p¯-nucleus
system, Z is the atomic number and h¯ is the reduced Planck constant.
At very low energy the last bracket of the second term is >> 1, so
that lmax >> kR due to the focusing effect of the Coulomb potential.
Since the contribution of each partial wave to the cross section is equal
to the area of the annulus with radius equal to the impact parameter
b = l/k:
∆σl = pi((b+∆b)
2 − b2) = pi
k2
(2l + 1) (1.2)









Eq. 1.1 can be used to compute the total cross section. Substituting








At very low energy (low k) the second term within the brackets, which
represents the Coulomb focusing effects, becomes dominant; in this
case, given that the radius of the nucleus R ∝ A1/3, the cross section
has a ZA1/3 dependence.
Unfortunately this simple picture seems to be hardly compatible with
the existing data: in fact, ZA1/3 should give a greater separation
(among various nuclei) with respect to the A2/3 behaviour that fits the
experimental points at high energies, which is not the case (Fig. 1.4
shows indeed an opposite trend).
Moreover, if a computation of the total annihilation cross section is
performed within an optical potential model, the results have a strong
dependence on the free parameters, and can be very different: for Pro-
tasov et al. [24][25][26] the A2/3 behaviour should still be valid in this
momentum range (if the light nuclei are excluded), while for Gal et al.
[27][28] the correct dependence is determined by a saturation effect
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such that the ZA1/3 behaviour is restored only for very high A values.
Because of the low statistics for the 20Ne and 3He targets1 and be-
cause of the lack of information for heavier nuclei, it is impossible
to disentangle the problem just using these experimental data: sev-
eral theoretical predictions are simply compatible with the measured
points.
For this reason our group, in the framework of the ASACUSA (Atomic
Spectroscopy And Collisions Using Slow Antiprotons) experiment, has
proposed a new measurement of the antiproton annihilation cross sec-
tion to be performed at the CERN Antiproton Decelerator.
1.4 The Antiproton Decelerator beam
The Antiproton Decelerator (AD) has been developed for (laser in-
duced) spectroscopy experiments [29]: given the moderately short life-
time of the studied states and since the laser power is limited, such
experiments can be performed at best with a high intensity bunched
beam, so that the laser (or lasers) can be fired against the highest
number of antiprotonic targets.
As a result, the Antiproton Decelerator is designed to extract all
the accumulated particles (up to 108) in a single bunch (or in a few
bunches) a few hundreds of nanoseconds long.
A cross section measurement like the one proposed by ASACUSA was
classically performed (for example at LEAR) with the so called ”slow
extraction” of the beam: a small fraction of the particles circulating
in the ring was extracted at each revolution. In this way isolated par-
ticles were reaching, with a poissonian time distribution, the target
and the detectors.
In the case of the AD machine, this kind of extraction is impossible by
design. This fact makes a cross section measurement far more prob-
lematic: for this reason, the detector and the measurement method
itself have been developed trying to overcome the limits created by
the extremely high intensity of the Antiproton Decelerator bunch. It
is worth to remember that AD is the only running machine that is
capable to deliver a low energy antiproton beam, and this is not going
to change before the start up of FLAIR2, the next generation machine
for antiproton studies, foreseen in 7-10 years.
These limits and the proposed solutions will be discussed in Sec. 1.5,
while in the following the AD working principles are described.
The intense beam from the Proton Synchrotron (1.5 × 1013 protons
1The 20Ne cross section has been computed observing 7 annihilation events [21].
2The Facility for Low-energy Antiproton and Ion Research in development at the GSI research
center.
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Figure 1.5: The plan of the Antiproton Decelerator, with the main ring, the in-
jection line and the transfer lines to the three experimental areas: ASACUSA,
ATRAP and ALPHA (formerly ATHENA).
in 500 ns) impinges, with a 26 GeV/c momentum, on a target [30]
producing antiprotons with a wide momentum spectrum: particles
with 3.57 GeV/c are focused by a magnetic horn into the transfer line
which delivers the beam to the AD ring (Fig. 1.5).
After the injection, the Antiproton Decelerator Cycle begins (Fig. 1.6).
It consists of the following steps:
• The beam is debunched so that it can be stochastically cooled:
this cooling phase lasts ∼20 s
• The beam is bunched again and decelerated by the Radio Fre-
quency (RF) cavity down to 2 GeV/c
• A second stochastic cooling is performed (∼15 s); this is needed
to keep the momentum spread inside the acceptance of the RF
cavity
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Figure 1.6: The Antiproton Decelerator cycle. Times are indicative, since they
may vary with the efficiency of the cooling system. From [30].
• The (bunched) beam is decelerated down to 300 MeV/c
• The beam is debunched and the electron cooling is applied, for
10 s
• The RF system bunches the beam and slows it down to 100 MeV/c
(5 MeV of energy)
• A second electron cooling is applied for a few seconds
• At this point the low energy beam is cool and ready for the ex-
traction phase.
The effects of the decelerations and the coolings on the beam emit-
tance3 and momentum spread is shown in Tab. 1.1. Just before the
extraction the RF cavity is switched on: depending on its frequency,
from one to six bunches can be obtained (namely 1,2,3,6 bunches are
allowed). At this point the bunches are travelling into the AD ring:
a magnetic septum (i.e. a fast dipole), which is turned on just before
the crossing of a bunch and turned off soon afterwards, can extract
the bunches, one after the other, and send them to the transfer line
that delivers the beam to the experimental areas.
The bunch time length is ∼200 ns for the single bunch, and it de-
creases if the number of bunches increases, to reach ∼200/6 ns if 6
bunches are extracted.
The total length of the Antiproton Decelerator Cycle is about 120 s:
3The emittance is defined as the area of the smallest ellipse that effectively contains, in the
phase space, the particles of the beam.
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Momentum Emittance Momentum Spread
(GeV/c) (pimm·mrad) (%)
3.75 before s.c. 200 1.5after s.c. 5 0.1
2.0 before s.c. 9 0.18after s.c. 5 0.3
0.3 before e.c. 33 0.2after e.c. 2 0.1
0.1 before e.c. 6 0.3after e.c. 1 0.01
0.1 bunched 1 0.1
Table 1.1: Transverse emittance and momentum spread during the various phases
of the AD cycle. S.c. and e.c. stand respectively for stochastic and electron
cooling. Just before the ejection the beam is compressed in space (bunched) by
the RF, so the momentum spread increases. Data from [31].
during this time a fraction of the injected p¯s is lost, so that from 5% to
30% of the incoming particles are actually reaching the experiments.
This wide range of values shows how sensitive the AD machine is to
the tuning of the parameters. At its best, ∼ 3× 107 p¯s were measured
by the Shotcky pick-up placed on the transfer line just before the ex-
perimental areas (with one extracted bunch) [31].
It is worth to note, even if this comment is already evident from the
cycle description, that the Antiproton Decelerator is a very complicate
machine, with more than 120 high current high stability (at a 10−4
level) magnets, a decelerating Radio Frequency, a wide band stochastic
cooling and an electron beam used for the cooling at low momentum:
all these components have to be switched with a perfect timing several
times during the deceleration cycle.
As a further example, to avoid beam losses and momentum spreads
due to the multiple scattering on the residual gas molecules, the vac-
uum inside the AD ring is 5× 10−13 bar, ten times lower than the one
used in the PS complex [32].
A description of the ASACUSA beam line is presented in Sec. 4.2.1.
1.5 The layout of the measurement
As reported in the previous paragraph, the Antiproton Decelerator
could deliver to the ASACUSA experimental area up to 6 high in-
tensity bunches, with a duration as short as few tens of ns, every
2 minutes. This sets a number of constraints on the measurement
scheme:
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• When the bunch arrives at the blank flange at the end of the ap-
paratus pipe (end wall in the following), the antiprotons promptly
annihilate and a huge number (more than 106) of charged pions
are emitted: even if the end wall is located a few meters apart,
the fraction of these particles that reaches the detector is enough
to saturate it. This means that the annihilation events have to
occur and to be detected before this time
• The previous point implies that the shortest possible bunch has
to be preferred. But a short bunch means that, for a given time
resolution of the detector, less annihilation events per bunch can
be identified: the target ”thickness” has to be reduced, so also
the statistics is reduced
• No kind of beam collimation can be used near the detector, since
secondary pions would impinge on the tracker, with a high prob-
ability to saturate it
• For the same reason, the tails and the halo of the beam must not
reach the pipe and the vessel walls: the beam has to be small in
size, and well centered
• No beam monitor can be placed upstream or in correspondence of
the detector: a solid one would stop completely the beam and a
grid one would produce too many secondary particles. As a con-
sequence the previous point is hard to accomplish. In principle,
a beam monitor could be placed near the end wall
• The thickness of the target itself has to be limited, since the
multiple scattering on a thick target could increase the beam
divergence and so the probability that a particle, after the scat-
tering, is bended torwards the walls: if more than a tiny fraction
(10−4 ÷ 10−5) of the particles hits the pipe walls, the tracking
becomes impossible
• The incoming particles cannot be counted, so only integral mea-
surements are available for the intensity, limiting the accuracy in
case of absolute cross section measurements.
To overcome these issues, the measurement setup of Fig. 1.7 has been
proposed.
An ultra high vacuum pipe, with two valves and the pumping system,
is directly connected to the AD beam pipe; the diameter is kept large,
to avoid as much as possible any collision of the beam tails with the
pipe walls. The target element is sputtered on a < 1 µm thick mylar4
4Commercial name of biaxially-oriented polyethylene terephthalate.
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Figure 1.7: Scheme of the proposed experimental setup. The antiproton bunch
reaches the target where a few annihilations occur: the outcoming pions (the thick
lines) are detected by the tracker, to reconstruct the vertices and count the events.
When the front of the antiproton cloud reaches the end wall, a huge number of
pions is produced, so the tracker is completely saturated. The FWHM length of
the p¯ bunch is here represented, assuming a ∼20 ns r.m.s. bunch as suggested by
the AD experts. The multiple scattering on the target enlarges the transverse size
of the beam.
foil tightened on an iron circular frame, which is placed in the middle
of the pipe. When the antiproton cloud crosses the target, one (or
very few) in flight annihilation can occur. To count them, the pipe is
surrounded by a tracking detector which is able to reconstruct the an-
nihilation vertices. After the target, the vessel diameter is increased,
to reduce the probability that the diverging particles hit the pipe walls,
so that almost every particle can reach the end wall, located quite far,
at 2.3 m from the target. Here a huge number of particles is created:
the large size of the pipe does not allow the efficient use of any lead
shielding, so the tracker detector is completely saturated as soon as
the antiproton cloud front reaches the end wall. A detector with high
dynamic range is placed near the end wall, to monitor the incoming
antiproton multiplicity and the time structure of the beam.
It is clear that the measurement critically depends on the bunch
length: all (or most of) the particles have to cross the target before its
front hits the end wall. If the bunch is longer than the target–end wall
distance, the tracker is saturated before it can detect any annihilation
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in the target itself.
Given the antiproton speed of ∼3.0 cm/ns (at 5 MeV) and assuming a
gaussian time structure of the beam, a safety margin should be guar-
anteed by the 20 ns r.m.s. time spread foreseen by the AD experts:
when the 3σ head of the p¯ cloud reaches the end wall, the center of
the cloud is ∼50 cm after the target (180 cm from the end wall).
The thinnest mylar foil that can be used for the target is 0.9 µm, a non
negligible thickness for low energy antiprotons: it already accounts for
half of the maximum acceptable scattering material (for a divergence
small enough to avoid most of the wall background).
For this reason, and given the problems in the antiproton number
evaluation, the proposed measurement is only relative: the idea is to
compare the number of in flight annihilations on the mylar+X (X=Ni,
Sn, Pt) samples with respect to those on the mylar alone. The main
constituent (in terms of atom number, not weight) of mylar is Hydro-
gen. Thus, the measurement will allow to compare the cross section
of Hydrogen with respect to higher Z materials (up to Platinum). An
automatic or manual system to change the target has to be provided.
The detector requirements
The scheme just described sets a number of requirements on the track-
ing detector for the in flight antiproton cross section measurement.
Before listing them, it is useful to explain why a tracking detector was
needed to count the annihilation events. In each p¯-p annihilation an
average number of 3.1 charged pions with a < 900 MeV/c momentum
(∼ 300 MeV/c is the most probable value) are emitted [33].
In principle, one could think to perform the measurement with some
kind of counting detector, and evaluate the annihilation number on
an average basis. Anyway, without a full track reconstruction it is im-
possible to distinguish between the annihilations on the target and on
the wall, which are supposed to be not completely avoided. Moreover,
the background is expected to be high, since any small loss of a bunch
of 106 particles, for example in the transport line, will likely produce
a number of secondary particles.
As a consequence, a tracking detector with the following features is
needed:
• A space resolution for the annihilation vertices of the order of
1 cm, to allow a good separation between wall and target events
• A time resolution as high as possible, to associate the recon-
structed hits and tracks with the correct physics event. In par-
ticular this is useful in case of a high background: if the time res-
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olution is not good enough, the tracks generated by background
events will superimpose to the annihilation ones, hiding them
• A good overall efficiency, since the repetition rate of the Antipro-
ton Decelerator is low
• A low duty cycle: the detector has to be active for some hundreds
of nanoseconds six times every two minutes
• A moderately fast readout time: the 6 bunches are extracted from
AD at one second distance
• Easy to install on the beam line, since different experiments share
the ASACUSA beam line, so a short time for the switch over is
available
• Easy to operate, since it should be operated by a small crew
• Whenever possible, a conservative design should be used, given
the short time available from the design phase to the data taking.
In fact, for the ASACUSA program, the measurements at 5 MeV
should end by 2007: after, with the RFQD5 always operating,
only lower energy antiprotons will be available
• A limited cost.
As a last consideration, the detector design has to consider two future
measurement configurations, for which it should meet the require-
ments with no or little modifications:
• A measurement at 5 MeV with a gas target: in this case the
annihilations can occur at any position inside the pipe, so the
detector should have a large fiducial volume. Moreover the lateral
spread is increased due to the multiple scattering effects in the
entrance window and in the gas itself. The detector should be
large enough to house a larger gas vessel
• A measurement with 1 keV antiprotons produced by the ASA-
CUSA MUSASHI6 decelerator: since the slow p¯s exiting from the
RFQD+MUSASHI apparatus are randomly distributed in a few
seconds time interval, the sampling gate of the detector has to be
increased by orders of magnitude. On the other hand, the sam-
pling resolution can be decreased, since the events are isolated in
time.
5Radio Frequency Quadrupole Decelerator, that is the apparatus used by the ASACUSA
collaboration to slow down the antiprotons to ∼50 keV.
6Monoenergetic Ultra-Slow Antiproton Source for High-precision Investigations.

Chapter 2
State of the art of fast
timing scintillating fiber
trackers
Already in the late ’50s, soon after the development of scintillators as
a detector medium for charged particles and for gamma spectroscopy,
lots of efforts have been put in trying to use them for tracking, follow-
ing the idea that a longitudinally segmented scintillator, where light
is forced to travel in a given direction by the internal reflections, can
give the projected optical image of the particle track at the detector
face [34][35]. This idea, which is the basis of all scintillating fiber
trackers, found a real application only in the ’80s, taking advantage
of the developments in the field of optical fibers and light detection
techniques [36].
The goal of this Chapter is to report the last 20 years of developments
in scintillating fiber detectors.
The first part is dedicated to an introduction on the scintillating fiber
physics and on the different light detection methods.
In the second part, a review of some of the most important present
and past fiber trackers is presented.
2.1 Physics of scintillating fiber detectors
2.1.1 Light production and collection
In order to understand the properties of plastic scintillating fibers,
a short introduction on the mechanism of light production inside an
organic scintillator will be given.
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Scintillation mechanism
Given the fact that scintillating fibers have essentially the same prop-
erties of plastic scintillators as far as the interaction with radiation is
concerned, in the following only the scintillation mechanism in organic
scintillators will be considered. An analysis of the scintillation process
in inorganic scintillators can be found in [37].
Differently from the inorganic scintillator case, where the whole crys-
talline structure participates to the light production process, in the
organic materials light emission is an intrinsic molecular property of
the aromatic hydrocarbons they consist of.
The basic component (∼98% in weight) of a plastic scintillator is a
polymeric material such as polystyrene, polyvinyltoluene (PVT) or
polymethylmethacrylate (PMMA) and gives to the scintillator its op-
tical and mechanical properties; furthermore it absorbs the energy of
the ionizing particles to be detected and transfers it with a rather good
efficiency to the benzene rings of the dye via a nonradiative dipole-
dipole interaction known as Forster Transfer [38]. An energy deposit
of about 5 eV is required to excite a base molecule of the material and
the efficiency of the transfer process is of the order of 3% [39].
The benzene rings are systems with a large number of vibrational
levels for the pi electrons, as shown in Fig. 2.1. If a ionization process
occurs (e.g. a ionizing particle crosses the molecule), the electron is
likely to be excited to a higher energy state with a random vibrational
state; in a very short time (10−12 s) a vibrational relaxation, with the
exchange of energy with neighbouring molecules, occurs, bringing the
electron to the lowest of the excited states from which it decays in a
few ns emitting a photon (this phenomenon is known as fluorescence).
In principle the photon can be absorbed by another benzene ring,
but this process is suppressed since the average photon energy is not
enough to put the electron in one of the available vibrational states.
Thus the primary photon can travel inside the scintillator for a few
millimeters before being self-absorbed. For most applications the light
path from the production point to the scintillator exit wall is longer
than a few millimeters, so a second fluorescent component is added in
the material compound.
This component (waveshifter) absorbs the primary scintillation light
with a high cross section and re-emits light of longer wavelength; be-
ing the absorption cross section very large for the primary γs, a small
concentration (0.01-0.1%) can be used so that the probability of re-
absorption is very low. As a result, the attenuation length λatt of the
secondary light is large enough (λatt ≥2 m) to let the light reach the
photodetector. The properties of the most common waveshifters are
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Figure 2.1: Energy states for a pi electron in an organic molecule. S0 is the ground
state, S1 is the first singlet excited state and T1 the first triplet state, while S00-
S0n are the vibrational sublevels. Note that the fluorescence transition S1 →S0
has a lower average energy than the transition S0 →S1, thus reducing the self
absorption effect. The decay time of the T1 states (phosphorescence) is an order
of magnitude larger than the fluorescence decay time. For this reason materials
with low phosphorescence probability are chosen for detectors.
Short name Full name λpeak (nm) Decay time (ns) Q.E.
PBD phenyl-biphenyl-diazole 360 1.1 0.92
POPOP p-bis-phenyloxazolyl-benzene 410 1.4 0.93
bis-MSB p-bis-methylstyryl-benzene 420 1.3 0.94
3HF 3-hydroxyflavone 510 <1 0.36
Table 2.1: Properties of the most widespread waveshifters; the quantum efficiency
(Q.E.) is the ratio between the number of absorbed and emitted photons. The
attenuation length varies with the concentration; the 3HF, given the very small
overlap between emission and absorbtion spectra, can be used in higher concen-
trations, so it is a good candidate for small diameter fibers.
listed in Tab. 2.1.
Tab. 2.2 reports the properties of a general purpose polyvinyltoluene
plastic scintillator.
Light collection in scintillating fibers
In bulk scintillators the light reaches the readout system (e.g. a photo-
multiplier) undergoing reflections on the detector walls; the efficiency




Light output ∼8000 photons/MeV
Rise time 0.9 ns
Decay Time 2.4 ns
Wavelength of maximum emission 424 nm
Attenuation length 250 cm
C atom density 5.23·1022 1/cm3
H atom density 4.74·1022 1/cm3
Table 2.2: Bicron BC-400 plastic scintillator properties (from datasheet).
depends on the scintillator dimension, on the geometry and on the
ratio between the photodetector window and the material walls: typ-
ically from 10% to 20% of the emitted photons can reach the pho-
todetector, while the remaining photons are absorbed in the volume
for the finite attenuation length or at the walls for inefficiencies in the
reflections.
In the case of fibers the situation is more complex. A scintillating
fiber is made of an inner polystyrene core, acting as the scintillating
material, and an outer cladding region made of a material of lower
refractive index (Fig. 2.2). The light remains inside the fiber itself
due to the total reflection (Snell law) at the core cladding interface.
To increase the light collection properties, a second cladding with an
even lower refractive index can be used. The intermediate cladding is
needed also to provide mechanical bonding between the polystyrene
and the outer cladding. In principle the thickness of the cladding
could be reduced to a few multiples of the wavelength needed to con-
tain the exponentially decreasing electromagnetic wave; in practice,
the cladding extends to some tens of µm, so that it can provide me-
chanical resistance and protect the core from chemical attacks.
Polystyrene has a lower mechanical strength if compared to PVT or
PMMA, materials widely used in bulk scintillators, so it is easier to
bend; moreover it can be easily extruded, simplifying the fiber pro-
duction process.
If a charged particle crosses the scintillating fiber (Fig. 2.3), it releases
energy along its whole path; the energy is locally converted in primary
scintillation light, which is isotropically emitted from the points of the
track. The concentration of the secondary fluorine is kept higher than
in bulk scintillators, so this primary light can only travel for a fraction
of millimeter before being absorbed. The wavelength shifter promptly
re-emits the light again isotropically.
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Figure 2.2: Cross section of a single and a double cladding scintillating fiber, with
a total diameter of 830 µm. From [40].
The light emitted on the fiber axis is collected by the fiber if it is
emitted within a cone whose aperture angle is α = (pi/2 − θc) (Fig.




; the rest of the light exits from the fiber and should be
absorbed by an extra mural absorber (EMA) to avoid cross talk effects
in the nearby fibers. The solid angle defined by the cone is given by
2pi(1 − cosα), so the fraction ² of the light collected in the forward








The typical refractive index of Fig. 2.2 gives θc ' 70◦ and ² ' 3.2%
for a single clad fiber and ² ' 4.9% for a double clad fiber. It is worth
noting that α ' 30◦ is also the angle of the light cone emitted at the
end face of the fiber towards the photodetector.
Moving away from the axis, the collected light doesn’t identify a
cone anymore but a more complex shape. In fact the rays emitted in
the plane containing the fiber axis are still collected within the cone,
but out of this plane a bigger angle is accepted; these out of axis
rays (skew rays) describe an approximated helical path around the
fiber axis. The attenuation of the light on these longer paths partially
cancels the increase in the acceptance angle. The net effect, exper-
imentally measured, is a 10-30% increase of the collected light with
respect to the value expected for a point-like source on the fiber axis
[41].
Another feature of the skew rays is the weak dependence of the col-
lected light from the distance between the particle track and the fiber
axis. Increasing the distance, the crossed scintillating material de-
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Figure 2.3: When a particle crosses a fiber, an isotropic flux of primary fluorescence
photons is emitted along the whole path. This light is immediately absorbed by
the waveshifter centers, and re-emitted in all directions: only the fraction within
the trapping cone is collected by the fiber. From [41].
Figure 2.4: The light emitted on the fiber axis is collected within a cone whose








, while the γs outside this cone escape
from the fiber. The refractive indeces of Fig. 2.2 are used. Angles are not to scale.
creases, but the collection efficiency gets higher because of the contri-
butions of the skew rays: as a result the total light yield is approxi-
mately constant over more than 80% of the fiber diameter.
The light collection mechanism becomes much more inefficient when
the fiber diameter is reduced; if the attenuation length λatt of the
primary scintillation light (that is of the order of 0.5 mm) becomes
comparable with the fiber radius r, a large fraction of that light es-
capes from the fiber before being absorbed by the secondary fluorine,
so that, in the limit in which λatt À r, the collection efficiency drops
from ² to ²2. A reflective layer (e.g. Aluminum) outside the fiber
cladding, that reflects back the primary scintillation light into the
fiber more and more times, could solve the problem, but it is mechan-
ically difficult to implement on small fibers. It is possible to increase
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to a certain extent the secondary fluorine concentration to reduce the
attenuation length of the primary light, but the self absorption effect
then becomes important reducing the transport properties of the fiber
itself. As a result, the smallest diameter for a scintillating fiber of
useful length (∼1 m) and good efficiency is of the order of 500 µm.
The number of photons that reach the photodetector for a minimum
ionizing particle (m.i.p.) crossing a 1 mm diameter fiber can be com-
puted taking into account all the steps of the process. For the following
calculations the data of Tab. 2.3, which refers to the Bicron BCF-10
fibers used in this thesis work, are considered. The energy release of
Core Refractive Index 1.60
Inner Clad Refractive Index 1.49
Outer Clad Refractive Index 1.42
Core Density 1.05 g/cm3
Inner Clad Thickness 3% of fiber ø
Outer Clad 1% of fiber ø
Trapping Efficiency ² ∼5%
Light Output ∼8000 photons/MeV
Decay Time 2.7 ns
Wavelength of maximum emission 432 nm
Attenuation length 220 cm
Table 2.3: Bicron BCF-10 scintillating fiber properties. The core is made
of polystyrene, the inner clad of acrylic, the outer one of fluor-acrylic (from
datasheet).





, and the average path
of one particle (considering a uniform flux of particles perpendicular
to the fiber axis) is pi
4
× diameter = 786 µm, so the average energy
deposited in the scintillator is < E >'157 keV. The number of gen-
erated photons can be computed if both the efficiency of the energy
transfer to the primary fluorine and the one of the wavelength shifting
processes are known; the producers generally don’t give these num-
bers separately, but the product of the two, the so called light output,
which for the BCF-10 is ' 8000 photons
MeV
.
Of the ∼ 1250 emitted γs, a fraction ², corresponding to 62 γs (for
double cladding fibers), is trapped in the fiber and moves towards the
photodetector, while the same amount propagates in the opposite di-
rection. This light can be reflected back if the end face of the fiber is
aluminized, with a good improvement in the light yield.
In the path from the track point to the photodetector (at a distance
z), the light is attenuated by a factor e
− z
λatt with λatt ' 2 m for BCF-
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Figure 2.5: The basic element of a scintillating fiber detector is the fiber doublet
ribbon, where the upper layer is offset by half the pitch; with this configuration
both good efficiency and good spatial resolution are obtained.
10 fibers. In case of a 1 m long fiber, ' 38 γs arrive to the exit wall
near the photodetector; at this interface a fraction (' 0.1) of the light
is reflected and lost. At the end of the process no more than 35 γs
reach the photodetector.
The fibers as detector building blocks
Scintillating fibers can be arranged in different ways to build the basic
detection element of a tracking system.
The simplest way is to put the fibers one beside the other on a single
plane, but this configuration is characterised by dead areas in the re-
gion between fibers. The distance between the sensitive volumes is in
fact at least twice the cladding thickness (∼ 50 µm) and if tracks are
too far from the fiber axis the energy release is too small to generate
a detectable signal. A much better configuration is the fiber doublet
ribbon of Fig. 2.5: dead areas are avoided, the crossed material is
rather constant with the transit position, and a better spatial reso-
lution can be achieved. In this configuration, with individual fiber




, where p is the readout pitch, since the hits giving
signals on 2 fibers are localized in a well defined overlapping region.
The spatial resolution of a 830 µm diameter fiber doublet, with a
415 µm readout pitch, measured during the D0 detector commission-
ing, can be as good as 100 µm [42].
It is important to note that no increase in the resolution can be
achieved exploiting the analog information of the fiber (that is the
signal proportional to the number of incoming γs), for two reasons:
the number of photons is usually so low that statistical fluctuations
are the dominant effect, and the light yield has a very small depen-
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dence on the track to axis distance, as shown in the previous section.
Better resolutions can be obtained only reducing the size of the fiber,
or using more fiber planes.
A different configuration can be used if square fibers are available,
since they can provide a more uniform space coverage at the expense
of a worse light transmission property: the dead region due to the
cladding can be avoided with a moderate tilt if a single fiber layer is
used. The square shape is ideal for multi layer detectors, reaching in
this way a very good resolution with high efficiency. With 10 layers of
0.5 mm square fibers and a shift between planes of 50 µm, a resolution
as good as 25 µm has been obtained for a low divergence beam (Fig.
2.6) [43]. The shorter attenuation length of square fibers limits their
use to compact detectors made of fibers shorter than 1 m.
(a) (b)
Figure 2.6: (a) Microscope picture of a (scratched) 500 µm square fiber. (b) Draw-
ing of a square fiber configuration, where the fibers hit by a particle are highlighted;
10 planes of staggered 500 µm fibers allow a 25 µm resolution with ∼ 100% effi-
ciency.
2.1.2 Light to charge conversion
The small number of photons reaching the readout interface has been
probably the biggest challenge for the development of scintillating fiber
trackers. In fact, to maintain a reasonable efficiency, the light conver-
sion system should give an electric signal for a number of incoming
photons of a few tens. Moreover, the ideal photoconverter should have:
• A good spectral matching between the scintillation light and the
photodetector sensitivity window
• A time resolution below the ns level to fully exploit the good time
resolution of the fiber itself
• A small dead time to allow high rates per channel
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• An output signal large enough to avoid preamplification and noise
issues
• Compactness, because a large number of channels has to be con-
nected not far from the tracking volume
• The capability to work in a magnetic field
• A low cost.
Of course no real system exists with all these properties, but these are
the terms different devices are compared on. It is important to note
that the device linearity with the incident light is not always requested;
the number of photons is given by statistics, so usually the system can
be operated in threshold mode without any substantial loss. The most
widespread photoconverters for scintillating fiber readout can be di-
vided into vacuum based (Photomultipliers, Micro Channel Plates)
and solid state (Avalanche Photodiodes, Visible Light Photon Coun-
ters, Silicon Photomultipliers) devices. The following sections describe
their features.
Charge Coupled Devices (CCD) with light intensifier
A compact and cost-effective1 multichannel readout system for a scin-
tillating fiber tracker can be assembled using a multi stage light inten-
sifier with a CCD chip collecting the secondary light; a Micro Channel
Plate is usually inserted in the intensifier chain to provide fast time
gating. A scheme of a two stage photodetector is presented in Fig. 2.7.
The electrons converted at the photocathode are accelerated and fo-
cused on a first phosphor screen, which lights a second photocathode.
Photoelectrons are multiplied with a Micro Channel Plate and hit a
second phosphor screen and a lens system conveys the light to a CCD
device. There is no need of a 1 to 1 matching between the scintillating
fibers and the CCD pixels, since the low cost per channel of the CCD
allows a much easier oversampling of the fiber face, with the light of
a single fiber readout by more than one pixel. Such a system exploits
both the high gain of the image intensifier and the high granularity of
the CCD devices; the last feature in particular allows the use of fiber
diameters as small as 25 µm [44]. One major drawback of this type of
photodetector is the poor timing capability; the full frame readout of
a single CCD needs up to 10 ms, so no fast signals such as the ones
used for trigger are available. Even if an independent trigger is used
and the trigger rate is low enough, the image intensifier system has
an intrinsic time resolution dominated by the phosphor decay time
1Considering the cost per channel.
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Figure 2.7: The image intensifier system with CCD readout developed for the K2K
scintillating fiber detector; the total gain in the photoyield is ≈ 5000. From [45].
(τ ∼40 ns), so that the good gating capability of the Micro Channel
Plates can’t be fully exploited.
The focusing system is negatively affected if a too strong magnetic
field is applied, but the device can still work for moderate magnetic
fields and the metal shielding of the low number of image intensifiers
is possible. Other drawbacks are the low radiation hardness of the
CCD chip and eventually the degradation of the MCP performances
due to age.
The Multianode Photomultipliers
A standard photomultiplier readout, while commonly used for fiber
readout for example in calorimetry, is not feasible for the large num-
ber of channels of a tracking system. To overcome this problem, since
the late ’80s, the major PMT producers have developed the so called
Multianode Photomultiplier. A Multianode PMT is a single vacuum
tube with a flat photocathode, a dynode system with many different
channels for electron multiplication and a segmented anode (Fig. 2.8);
in this way the device behaves like many different PMTs sharing the
same case and the same voltage divider thus greatly increasing com-
pactness and cost effectiveness. The performances of a Multianode
Photomultiplier, summarized in Tab. 2.4, are similar to the standard
photomultiplier ones, except for a slightly reduced gain. In particular
they provide a very fast response with a dispersion on the pulse rise
times better than 0.5 ns, so they can fully exploit the timing capabili-
ties of the fiber systems. Two important issues of these devices are the
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(a) (b) (c)
Figure 2.8: (a) A picture of the front face of the Hamamatsu H7546 Multian-
ode Photomultiplier, used for the FAST detector. (b) Drawing of the face itself.
(c) Scheme of the multiplication process inside a MA-PMT; at the end of each
dynode chain the electrons are collected by different pads.
channel by channel gain dispersion and the cross talk between adjacent
pads. The first effect can be taken into account with a calibration and
channel by channel threshold correction. The latter, which is harder
to solve, needs to be treated more in detail.
The light on a cell of the photocathode can give an electric signal on
Number of channels 8×8
Anode size 2×2 mm2
Cathode sensitivity 70 µA/lm
Quantum Efficiency at peak wavelength 0.21
Gain 3.0×105
Anode Dark Current 0.2 nA
Rise Time 1.0 ns
Transit Time Spread 0.3 ns
Table 2.4: Main parameters of a Hamamatsu R7600-M64 photomultiplier (from
datasheet). More parameters are listed in Tab. 3.1.
a nearby pad because of three different processes [46]:
• The light can reach the wrong region of the photocathode and
produce a photoelectron that will be multiplied in the wrong dyn-
ode chain; this is possible given the divergence of the light exiting
from the fiber and the thickness of the entrance glass window that
separates the fiber light emitting surface from the photocathode
layer. To obtain a relative sturdiness with the planar geometry
of the device this thickness cannot be reduced below ∼1 mm. It
is worth to remember that the light exits a fiber with a highly
diverging cone
• A photoelectron created in a region of the cell near the cell bound-
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ary can be focused on the wrong first dynode; this depends on
the shape of the electric field in the boundary region, which can
only have a small component parallel to the photocathode plane
• Some of the electrons can be collected by the wrong dynode dur-
ing multiplication, in a sort of leakage of a fraction of the whole
charge to all nearby channels.
The last effect, which is usually referred to as ”electrical” cross talk,
gives rise to an electric signal much smaller (∼2% in charge for the
H7546 tube) than the single photoelectron (p.e.) one and can be an
issue only for calorimetry applications; on the other hand the first
two processes, referred to as ”optical” cross talk, produce a ∼1 p.e.
signal that is totally indistinguishable from a true signal, so a wrong
hit might be detected on the tracking system. The level of the optical
cross talk depends on the geometry of the photocathode lighting; the
datasheet values and the ones reported in Tab. 2.5 refer to a lighting
from a 1 mm diameter round fiber placed in the center.




Table 2.5: Optical cross talk measurements for the Hamamatsu H7546 photomul-
tiplier, evaluated as the number of times a wrong cell is triggered with ∼0.5 p.e.
normalized to the counts on the central cell, if the central cell is lighted with a
1 mm round fiber at the center, one photon at a time. From [46].
magnetic fields, so µ-metal shieldings are needed also if moderate fields
are involved.
The Avalanche Photodiodes
The quantum efficiency of a PMT or of an image intensifier photo-
cathode is smaller than 25% in the spectral region of interest. The
higher quantum efficiency of a silicon photodiode could be helpful to
detect the few photons collected by the fiber system, but the generated
electron-hole pairs (one per photon) don’t produce an electric signal
strong enough.
The avalanche photodiode (APD) is a silicon photodiode that pro-
vides an intrinsic multiplication process of the electric signal. The
photons are converted in the depletion region (Fig. 2.9), producing
hole-electron pairs; the electrons drift to the high field multiplication
region and start the avalanche process. The APD can be operated
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Figure 2.9: Scheme of an avalanche photodiode. The intrinsic region converts
the light into hole-electron pairs, while the high field region at the n-p junction
provides the multiplication stage.
in proportional mode or in Geiger mode; in the first case the gain is
limited to a few hundreds, so an external low noise amplification sys-
tem is needed. If the bias voltage is raised over the breakdown limit
(usually ∼ 200 V) the device enters in the Geiger region; every elec-
tron that reaches the multiplication region starts a discharge current
that lasts until the voltage drop on the bias resistor lowers the APD
voltage below breakdown. The effective gain is given by the voltage
drop and the capacitance of the APD junction and can easily reach
∼106. In this case the passive quenching introduces a dead time of
the order of tens of µs, that can be reduced with an active quenching
scheme.
The dark count rate at room temperature is proportional to the de-
vice volume and, for the size needed for a fiber readout, it is too high
given the long dead time of a Geiger mode APD. For this reason the
Geiger mode APD has to be cooled down to ∼-50◦C; in addition a
light concentrator can be used to reduce the size of the detector and
so the count rates [47].
On the other hand, the proportional APDs can in principle sustain
a high count rate; anyway, cooling the APD enhances the gain of the
detector, since the lower temperature reduces the number of phonons,
and phonon interactions slow down the electrons during the avalanche
process. At ∼-50◦C the APD can be used, in proportional mode, for
a scintillating fiber readout with a high detection efficiency [48][49].
A low noise VLSI electronics is still needed for further amplification,
and this limits the timing properties of the detection system.
For the Geiger mode APDs the rise time of the signal can be short
(e.g. 2 ns) since both the electron drift in the depletion region (with
a speed of 5
ps
µm
) and the avalanche development are fast processes.
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Figure 2.10: Scheme of a Silicon Photomultiplier. Each single cell is a scaled-down
version of the APD of Fig. 2.9.
A cross talk can be present if arrays of Geiger mode APDs are used
on the same substrate. During the avalanche, electrons with relatively
high energy can be released and the subsequent electron thermaliza-
tion generates optical photons that can travel to the nearby APD cells;
this can be solved increasing the distance between the pixels, decreas-
ing compactness.
APDs are not sensitive to magnetic fields and are rugged and compact
devices.
The Silicon Photomultipliers
Silicon Photomultiplier (SiPM) is the common name of the Geiger
mode multipixel avalanche photodiode, developed for the first time
in 1999 by CPTA2. They are arrays of tiny (as small as 15×15 µm2)
Geiger mode avalanche photodiodes connected in parallel, with indi-
vidual quenching resistors, so that the photodiode signal is the sum
of all the fired pixels (Fig. 2.10) [50].
Since the cells are operated in Geiger mode, the amplitude of a sin-
gle pixel signal does not depend on the number of collected photons
in this pixel. Each pixel acts as a binary (on/off) device, but the
multipixel photodiode as a whole unit is an analog detector with a
dynamic range limited by the finite number of pixels of the detector
itself. Typical silicon photomultipliers are manufactured with areas
ranging from 0.5 mm2 to 2 mm2 and with a number of pixels in the
range 200-2000 [51][52]. The probability for single photon detection
(PDE) is the product of the quantum efficiency and the ratio between
the effective area and the total area, which is limited by the dead
2Center of Perspective Technologies and Apparatus, Moscow.
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space between neighbouring pixels. A PDE of 40% can be reached in
optimized devices. The bias resistor (∼10 MΩ) is normally grown in
polysilicon and placed in the cell boundary; in practice it is the biggest
limitation for the increase of the effective area. A possible solution is
the use of a transparent high resistive layer for the bias. If this bias
scheme is used the devices are also called Metal Resistive layer Semi-
conductor APDs, or MRS-APDs; anyway, the increase in the sensitive
area is compensated by the light absorption in the resistive layer, with
little or no increase in the PDE.
The dark count rate at room temperature is still very high (∼1 MHz)
but the advantage of the SiPMs with respect to the conventional APD
is that, if the single photon sensitivity is not needed, it is possible to
set the threshold at a higher level (e.g. 1.5 p.e.) with a big suppression
of the dark count rate, since the dark counts of two cells are unlikely
to be in coincidence.
The dead time of the single cell is given by the pixel capacitance charg-
ing constant through the bias resistor, which is in general of the order
of a fraction of µs. Only the pixels involved in the avalanche processes
are blind during this time, so the effective dead time can be much
lower if the baseline shift can be handled.
The cross talk due to the photon production during the avalanche is
still present at a 5% level [53]; the effect is a degradation of the lin-
earity of the device and an increased dark count rate with a 1.5 p.e.
threshold, but it is not an issue if the SiPMs are used for fiber readout.
Summarizing, the SiPMs may be the choice for the fiber tracking de-
tectors of the next future, given the following figures:
• Overall PDE greater than 40%
• Sensitivity extended on a wide spectral range
• Time resolution better than 400 ns for single p.e. detection
• Low voltage operation (∼ 40V), no cooling
• Insensitive to magnetic fields
• Compactness, when arrays of SiPMs will be available
• Low cost per channel.
The Visible Light Photon Counters (VLPC)
The VLPCs, developed by the Rockwell International Science Center,
are silicon diodes designed to convert photons into many thousands
of electrons with a high quantum efficiency exploiting an avalanche
multiplication process [54][55]. A scheme of the device is shown in
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Figure 2.11: Scheme of the Visible Light Photon Counter detector. The whole
thickness is less than 500 µm.
Fig. 2.11. The photon enters the VLPC through an antireflection
coating and a transparent anode metalization, and creates an electron-
hole pair across the standard valence-to-conduction band gap in the
intrinsic (non-doped) zone. The hole drifts until it reaches the high
field depletion region (Gain region in Fig. 2.11) where it collides with a
neutral donor, freeing an electron which starts an avalanche by impact
ionization. The gain region is doped with a high donor concentration
(up to 1017cm−3), so that the Fermi level is situated only 50 meV
below the conduction band; in this way the multiplication process is
accomplished by only one type of carrier (the electrons) giving a very
low gain dispersion and a good confinement of the avalanche itself.
The avalanche process is self-limiting for space charge effects and the
gain saturates at a few 104. If n photons hit the device at the same
time, different avalanches are created, so that the total signal is n
times the single photon one making the VLPC an almost ideal photon
counter. In particular it can provide a very high quantum efficiency
(up to 85% at 543 nm) over all the visible light spectrum [56]; further
on, the avalanche develops and the signal is collected in a time as short
as 4 ns, so VLPCs can offer the time resolution needed to fully exploit
the timing properties of a fiber system [57].
Given the small gap between the impurity band and the conduction
band in the multiplication region, VLPCs have to be operated at cryo-
genic temperatures as low as 6 K to avoid the thermal excitation of
the impurities into the conduction band. Moreover the infrared back-
ground has to be strongly suppressed because the device is sensitive
to a wavelength up to 30 µm.
VLPCs are manufactured in small arrays (4 by 2) of detectors of mod-
erate large size (1 mm diameter) as shown in Fig. 2.12; 16 to 32 arrays
are then enclosed in a single cassette providing the liquid Helium cryo-
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Figure 2.12: Close-up of a chip with a 2 by 4 VLPC array. The diameter of each
detector is 1 mm.
genic system, a preamplifier array and the optical coupling to 128 or
256 fibers.
VLPCs can be operated in magnetic fields but are sensitive to radia-
tion damage. For this reason and considering the clearances due to the
cooling system, they are usually placed rather far from the detection
zone; anyway the very high efficiency of VLPCs compensate for the
light attenuation in the transport fibers.
2.2 Existing fiber trackers
In the following sections two large scale tracking applications of the
scintillating fibers are presented:
• The UA2 Scintillating Fiber Detector, developed in the early ’80s,
which is the first application of the scintillating fiber technology
to a collider
• The D0 Central Fiber Tracker, a tracking-triggering detector with
70000 channels representing the state of the art of the technology
in the year 2000.
2.2.1 The UA2 fiber detector
The first important application of the scintillating fiber technology in
tracking is the Scintillating Fiber Detector (SFD) of the UA2 experi-
ment at the CERN SPS collider. The detector was used for the outer
tracking and for the electron/pi preshower identification [58][59][60].
It was composed of more than 60000 fibers of 1 mm diameter and
∼240 cm length arranged in a cylindrical geometry with a 41 cm mean
radius. A total of 24 fiber layers was used, with 6 stereo triplets (angle
0, ±15.8◦) before a 1.5 X0 lead converter3 and the remaining 2 stereo
3The radiation length X0 is the mean distance over which a high energy electron loses a
fraction 1− 1
e
of its initial energy.
2.2 Existing fiber trackers 37
triplets (0, ±21.0◦) placed after the lead for the preshower measure-
ment (Fig. 2.13).
The scintillating fibers had a core of polystyrene, with a POPOP
waveshifter and a polyvinylacetate single cladding, and a sputtered
Aluminum layer acting as extra mural absorber. The fiber light was
readout by 32 image intensifier + CCD modules. Since the detector
was operated in no magnetic field, a 2 stage electrostatic focus, with a
total demagnifying factor of 0.08, could be used, allowing the mapping
of a large number of fibers in a single CCD chip. The system could
be triggered at 100 kHz and readout at a maximum rate of 100 Hz.
The efficiency of the single fiber layer was found to be ∼91%, a good
(a) (b)
Figure 2.13: (a) The geometry of the UA2 Scintillating Fiber Detector, with the 32
image intensifiers with CCD readout at both ends. (b) The 24 fiber layers crossed
by a particle coming from the interaction point. From [40].
value considering this is a real single layer and not a fiber doublet rib-
bon. The resolution of the single layer is σ=350 µm (Fig. 2.14a), with
a small degradation with respect to the binary resolution due to the
presence of distorsions in the electrostatic focusing system that could
induce cross talk [61]. Considering the 18 layers of the inner tracking
altogether, a track efficiency of 96% was achieved, with a track reso-
lution of σ=150 µm.
The preshower system allowed a clear separation between pi and e con-
sidering the total pulse height of the fibers after the lead converter, as
shown in Fig. 2.14b. For 40 GeV particles a pi rejection factor of 15
could be obtained, with an electron detection efficiency of 98%.
2.2.2 The D0 Scintillating Fiber Central Tracker
A Central Fiber Tracking detector has been assembled as a part of
the upgrade of the D0 experiment for the operation at Tevatron with
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(a) (b)
Figure 2.14: (a) Single layer track residuals. Data are fitted with a gaussian with
σ=350 µm. (b) The total pulse height (in m.i.p. units) collected by the preshower
fiber layers for electrons and pions, at 40 GeV. From [61].
the new high luminosity Main Injector (Tevatron Run II, from 2002).
With the increase in luminosity and with the reduction of the bunch
crossing period with respect to Run I (from 3.5 µs to 132 ns), an ex-
tensive upgrade of the D0 detector was necessary.
For the calorimetry and the muon system a new frontend electronics
with bunch tagging capabilities has been designed, while a completely
new tracking system has been developed, focusing on the following
points: momentum measurement with a 2T solenoid; large pseudo-
rapidity4 tracking coverage (η=±3); capability to extract a first level
trigger; fast detector response and no dead time; radiation hardness
[62][63].
The tracking system is composed of the inner Silicon Tracker and the
outer Central Fiber Tracking detector (CFT) (Fig. 2.15). The CFT is
made of 8 fiber superlayers, each one composed of 2 fiber doublet rib-
bons either with zu or zv orientations (the angle for the stereo layers
v,u is ±3◦). Each doublet consists of two layers of 830 µm diameter
multiclad fibers with 870 µm spacing (as in the right part of Fig. 2.2)
and is held in place by a carbon fiber support.
The Kuraray SCSF-3HF fiber has been used, featuring a polystyrene
core doped with 1.25% p-terphenyl and with 1500 ppm 3HF. This
waveshifter, having a low self-absorption probability, increases the at-







where θ is the angle between the
particle track and the beam axis.
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Figure 2.15: Overview of the D0 detector upgrade; 4 layers of the CFT, each one
containing 2 superlayers, are referred as SCI-FI in the picture. From [62].
tenuation length λatt up to 5.5 m, a fundamental characteristic, since
the fibers are 1.7-2.5 m long.
The scintillating fibers are optically coupled to clear fiber waveguides
∼11 m long that carry the light to the photodetectors, placed outside
the sensitive volume of the detector itself. This distance is compa-
rable with the attenuation length of the clear fibers, which has been
measured to be λatt=10.5 m.
A VLPC array, which is kept at 7-9 K by a cryogenic system, allows
to readout each fiber, for a total of 77000 channels. To minimize
the light loss during the transport to the photodetector, the diameter
of the clear fiber is intermediate between the scintillating fiber one
(830 µm) and the VLPC one (1 mm); in this way the system is less
sensitive to alignment errors.
Given the very high Q.E. of the VLPC detectors, the average number
of photoelectrons collected by each fiber doublet is still high (∼8.5 p.e.,
see Fig. 2.16a) allowing an efficiency greater than 99.9%. The spatial
resolution of the doublet, as shown in Fig. 2.16b, is better than 100 µm
in the φ direction. The signals from the ∼36000 axial fibers of the CFT
detector are digitized and sent to a FPGA system in order to provide
the trigger information; in less than 100 ns the system can compute
a Level 1 trigger decision with a sharp threshold on the transverse
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(a) (b)
Figure 2.16: (a) Pulse height collected by a D0 fiber doublet with VLPC readout;
with a 0.5 p.e. threshold the efficiency is greater than 99.9%. (b) Residuals of the
hit on the fiber doublet from the fitted track. A ”digital” computation of the hit
position has been used, assigning the fiber center in case of one hit and the mean
point in case of two neighbouring hits. From [63].
momentum PT (at around PT=1.5 GeV/c), a high efficiency and a no




Sec. 1.3 has described the importance of the antiproton cross section
measurements and the requirements from the physics point of view.
This Chapter translates these requirements in a real detector, that is
the scintillating fiber tracker of the ASACUSA experiment. The dif-
ferent steps of the detector development are described focusing on the
three main aspects of the tracker design:
• The different fiber and photomultiplier configurations, that have
been tested and characterized to choose the optimal building
block for the tracker
• The development of a custom frontend electronics and a dedicated
DAQ system; a stereo prototype of the detector has been tested
with the full electronics chain at the Frascati Beam Test Facility
• The definition of the detector geometry with the help of a mon-
tecarlo simulation.
The Chapter ends with a description of the final FAST detector.
3.1 Defining the detector module
The starting point for the detector module development is represented
by the constraints given by the photodetectors, by the total volume
to be covered by the tracker and by the cost limitation.
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3.1.1 The photodetector
The choice of the photodetector has been almost straightforward: the
need for a good time resolution with triggering capabilities and low
dark counts limited the range to the multianode photomultipliers and
the VLPCs. The VLPCs, whose cost per channel would be otherwise
competitive, require the construction and the operation of an expen-
sive 4 K cryogenic system.
The multianode photomultiplier featuring by far the lowest cost per
channel (∼30 $
ch
) is the Hamamatsu R7600-M64 tube. It is a 12 stage
64 channel multianode photomultiplier, with a 2 × 2 mm2 anode size
(see Fig. 3.1) and a bialkali photocathode with a Q.E. greater than
20% in the 300÷500 nm range. The other specifications are listed
in Tab. 3.1 and a picture of the device, from the photocathode side,
is shown in Fig. 2.8. The R7600-M64 is endowed with an insulated
plastic case with integrated voltage divider, which simplifies the PMT
housing and the high voltage connections.
Anode size (mm2) 2×2
Effective area (mm2) 18.1×18.1
Spectral Range (nm) 300÷650
Peak wavelength (nm) 420
Q.E. at 390 nm 0.21
Window material Borosilicate glass
Maximum HV (V) -1000
Gain at -800 V 3·105
Anode gain uniformity 1:2.5
Transit time (ns) 12.0
Transit time spread (ns) 0.38
Dark counts per ch. at 25 C◦ (Hz) ∼50
Table 3.1: Main properties of the R7600-M64 photomultipliers. The values are
typical unless differently indicated (from datasheet). For the cross talk figure see
Tab. 2.5.
3.1.2 The fibers and their layout
The sensitive volume of the detector is given primarily by the diameter
of the vessel pipe: for a good containment of the beam tails, consider-
ing the multiple scattering on the target material, this has to be of the
order of 10 cm in radius. As a result the inner radius of the tracker
should be greater than 11 cm; given this value, the requirement on
the solid angle sets a lower limit on the detector length, which in our
case is of the order of 50 cm, for a total surface per layer greater than
2pi × 11 × 50 cm2 ∼ 3500 cm2. Moreover, 3 layers (2 stereo and 1
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(a) (b)
Figure 3.1: (a) The R7600-M64 anode placement and numbering. (b) Relative
efficiency of a given anode as a function of the incoming light position. The center
of the anode is in (2 mm, 2 mm). The efficiency is greater than 80% over a
1.6×1.6 mm2 square. Since the anode spacing is 2.3 mm a small overlap is present
(from H7546B datasheet).
axial, see Fig. 3.17a) should be used to identify a single hit in space
with a good hit-ghost separation (in case of medium occupancy), so a
minimum of 6 fiber layers is needed.
The fiber configuration has been selected to fully exploit the anode
size, thus covering such a large area with a still limited number of
channels. Following this criterium, two configurations have been in-
vestigated and tested [66]: one ø=2 mm fiber per anode, with a single
layer placement, or four ø=1 mm fibers per anode, arranged in a dou-
blet ribbon. In both cases the effective readout pitch is 2 mm, so the
total number of channels remains the same. The goal of the tests was
to measure the time resolution of the fiber+PMT system and, at the
same time, to verify the detection efficiency.
A prototype with 16 fibers 50 cm long and with ø=2 mm, produced
by PolHiTech1, has been assembled with a Hamamatsu R7600-M16, a
16 channel multianode photomultiplier with specifications similar to
the 64 channel version apart from a 10 times greater gain which allows
a standard NIM electronics readout. The fibers have been wrapped
with a white teflon tape (∼70 µm) acting as an extra mural absorber.
The coupling and alignment between fibers and multianode pixels has
been accomplished by a drilled rubber mask fixed to the PMT, with
each hole diameter smaller than the fiber one.
The analog signals from the photomultiplier were digitized with a
1Pol.Hi.Tech. Srl S.P. Turanense km. 44,400 67061 Carsoli (AQ).
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Figure 3.2: (a) Distribution of the hit arrival times as measured by the TDC,
showing a r.m.s. of 2.1 ns. (b) Source position as a function of the measured
arrival time. The slope of the linear fit P2=12.6±0.3 cm/ns gives the propagation
speed of light inside the fiber.
LeCroy 623A NIM discriminator (threshold 30 mV), converted to ECL
and sent to a CAEN V775 (12 bit Time to Digital Converter with a
35 ps least significant bit (LSB) resolution). A PMT voltage of 950 V
has been set for all the measurements described in this section.
A 60Co source has been used for the time resolution measurement: it
emits 2 synchronous photons (of 1.17 MeV and 1.33 MeV); one hits
the fibers and the other a plastic scintillator, with a time resolution
better than 500 ps, used as a timing reference. The TDC has been
used in common stop mode, with the delayed scintillator acting as the
stop signal. Different data samples have been taken moving the source
on the fiber axis. The overall results, for all the fibers, are shown in
Fig. 3.2a. The time resolution is of the order of 2 ns, well within the
expected range. A linear fit of the position of the source as a function
of the arrival time (Fig. 3.2b) gives the transmission speed of light in
the fiber. The measured value (1.26×108 m/s) is lower than c × n−1
because of the multiple reflections the light undergoes during its path.
An efficiency measurement has been performed using cosmic rays;
in this setup a tracking device was needed to select the particles that
really were crossing the fibers.
A Silicon tracking system made of 4 planes (2 X-Y) of 9.5×9.5 cm2
strip detectors [68] has been placed under the fiber prototype. The
strip physical pitch is 121 µm and the readout pitch is 242 µm, for
a total of 384 channels per plane (for a description of Silicon strip
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Figure 3.3: (a) 2D profile of 3 scintillating fibers, as reconstructed by the Silicon
tracking system. (b) Efficiency of one scintillating fiber as a function of the dis-
tance between the track and the fiber axis. It is computed as the fraction of the
tracks reconstructed by the tracking system which are detected also by the fiber
acquisition system.
detectors with capacitive charge division see [69][70]). A spatial reso-
lution on the fiber plane better than 50 µm in both directions could
be obtained with this system and the analysis methods described in
[71].
The trigger signal was provided by a pair of 10× 10 cm2 plastic scin-
tillators, positioned above the fiber module. The acquisition system
was the same as the one used for the time resolution measurement,
and a fiber was considered hit if its TDC signal was within a 30 ns
window around the mean time value. More than 40000 events have
been collected, corresponding to ∼ 1000 particles per fiber.
Fig. 3.3a shows the reconstructed image of a sample of 3 scintillating
fibers; the hits out of the fiber region are errors in the track recon-
struction (e.g. due to multiple scattering for the low energy particles)
and negligible in number. The efficiency has been evaluated, averag-
ing over thin (∼200 µm) slices in the fiber axis direction, as the ratio
between the number of tracks giving signals in the fiber channel and
the total number of tracks in the slice. Fig. 3.3b shows the results
for one fiber: in the central region the efficiency is nearly 100%, but,
due to the low performance of the lateral regions, it falls down to an
average value of ∼80% if the whole 2 mm diameter is considered.
This value of the efficiency is far too low: in fact a hit in space
would be reconstructed with the 2 stereo and the axial layers with a
(0.8)3=50% efficiency, with only 2 layers in the ∼40% of cases and
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Figure 3.4: (a) Experimental setup for the cosmic ray efficiency measurement: the
ø=1 mm fiber prototype is placed between the scintillators used for the trigger and
the Silicon detectors providing the tracking. These are enclosed in an Aluminum
dark box. Apart from the fiber module, the setup was the same for the measure-
ments with the ø=2 mm prototype. (b) Efficiency as a function of the transverse
position on the fiber module. The average efficiency of the central region is greater
than 99%. The module is ∼25 mm wide.
would have a probability of being missed greater than 12%.
For this reason the ø=2 mm fiber design has been rejected and further
tests on the ø=1 mm fiber ribbon doublet configuration have been
performed.
48 BCF-10 multiclad fibers 70 cm long have been glued, positioned
as in Fig. 2.5, on a plastic support and sent, in groups of 4 fibers,
to 12 channels of the R7600-M16 photomultiplier. As in the previous
prototype, a teflon tape has been used as EMA. A time resolution
measurement with the 60Co source has been performed, obtaining a
2 ns r.m.s. resolution as in the ø=2 mm fiber case.
The efficiency evaluation has been performed with the cosmic ray setup
shown in Fig. 3.4a. Since the fibers are grouped and could not be
identified anymore, the efficiency has been computed averaging on the
whole detector region. Fig. 3.4b shows a transverse efficiency profile,
corresponding to a very high efficiency if the edge regions of the de-
tector are excluded. A fit of the plateau gives a value of ∼99% for the
efficiency.
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3.2 The detector electronics
The electronics acquisition system has been developed with the fol-
lowing scheme:
• The analog signals from the multianode photomultipliers are am-
plified, shaped and discriminated
• The discriminated signals are sampled with a high frequency clock
by a Field Programmable Gate Array (FPGA)
• The outcoming bits are stored on the local memory
• Once the memory is full, the FPGAs are sequentially readout,
transferring the data, through the so called repeater boards, to
the VME input/outputs (I/O) and finally to the personal com-
puter.
In the next subsections the different stages of the signal processing are
described in detail.
3.2.1 The frontend ASICs
Since the gain of the multianode photomultiplier is of the order of
105, a single photoelectron generates a pulse corresponding to an inte-
grated charge of ∼10 fC; such a low value requires a device with a low
noise amplification stage and a discriminator on the same die. The
VA64TAP2.1, produced by IDEAS 2, is a 64 channel low noise ASIC,
built in 0.35 µm N-well CMOS technology with a low gain preampli-
fier, a fast shaper, a tunable threshold discriminator and a parallel
digital output.
The channel architecture is shown in Fig. 3.5: the output of the
charge sensitive preamplifier feeds, through a pole zero cancellation
filter (tunable by changing VPZ), the shaping amplifier, whose time
constant can be adjusted in the 50÷70 ns range acting on VFS.
The shaper output OS is filtered and feeds the comparator circuit;
changing the trim DAC (one per channel) current i, it is possible to
tune the reference voltage of the comparator to a value Vth±Ri where
Vth is the global threshold voltage and R=400 Ω. In other words, the
4 bit DAC can set, channel by channel, the comparator threshold in
a Vth ± 7 mV range.
The comparator output OC polarity can be reverted if negative signals
(like the photomultiplier ones) are used. If the channel is not disabled
the comparator output triggers a monostable circuit whose width can
2Gamma Medica - Ideas (Norway), http://www.ideas.no/
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Figure 3.5: The single channel architecture of the VA64TAP2.1 ASIC (from
datasheet). See text for a functional description and for the naming convention.
The sample and hold circuitry is not shown.
be adjusted by trigWbi. The output of the monostable is sent to the
output pad (OT) and, if the Teston2 signal enables the channel, to the
Tout line, that is the wired OR of all the discriminated signals.
The shaper output OS feeds also a sample and hold circuit whose
stored signal can be accessed by a demultiplexer: clocking the register
that controls the demultiplexer the signals of the 64 channels appear
one after the other at the differential analog outputs outp and outn.
A global hold signal for all the channels has to be provided.
Most of the parameters of the VA64TAP2.1 are encoded in the con-
figuration shift register that should be loaded in the device at any
power-on or configuration change. In particular the register, which
is 396 bit long, sets the trim DACs for all the channels (4 bit/ch),
enables the digital outputs, decides if negative or positive signals are
used, enables the test mode and routes the test signals to the desired
channel.
In test mode a known electrical pulse can be sent to any channel, and
both the analog signal OS (on the outp and outn pads) and the digital
one can be investigated. A 65th channel with no input pad is present
for further testing purposes.
The most important ASIC specifications are listed in Tab. 3.2.
The sequential control inputs and outputs have been designed in such
a way that different VA64TAPs can be connected in daisy chain, so
that, in analog mode, all the ASICs of the chain can be readout one
after the other. As far as the configuration registers are concerned,
the last bit of the (n− 1)th chip is connected to the first bit of the nth
chip, in order to have a single shift register n× 396 bit long.
The parallel outputs of the VA64TAP2.1 are open-drain so they can’t
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Peaking time (ns) 50 ÷ 75
Lowest threshold (fC) ∼10
Noise level ENC, no load 440 e−
Noise level ENC, 50 pF 2200 e−
Maximum rate (MHz) 2.5
Gain after shaper stage (mV/fC) ∼11
Linear Range (fC) -200 ÷ +160
Analog readout clock (MHz) 10




Table 3.2: The main VA64TAP2.1 specifications (from datasheet and private co-
munications). Some of the working parameters are also listed.
feed a FPGA as they are. For this reason a level shifter ASIC, the
LS64 2 by IDEAS, has been used to convert the signals to low voltage
TTL (LV-TTL). The chip, with 64 inputs and 64 outputs, is quite
simple requiring only the bias and no control signals for its operation.
A close picture of the ASICs pair bonded to the board is shown in
Fig. 3.6.
3.2.2 The frontend boards
The prototype
A prototype board has been designed and assembled to test the VA64-
TAP2.1 connected to a R7600-M64 photomultiplier module and to
verify the digital readout scheme of the ASIC by a FPGA. The board,
shown in Fig. 3.7, is a FR43 Printed Circuit Board (PCB) housing
a VA64TAP2.1 + LS64 2 pair and an Altera Cyclone 2 FPGA. The
ASIC biases and control signals are provided by a 50 pin ERNI con-
nector, while 8 input bits and 16 output bits for the FPGA control
are routed, through LVDS drivers and receivers, to the scotchflex con-
nectors interfacing the board to the readout system.
The bias for the digital part (1.2 V, 1.5 V and 3.3 V) is provided by
a 10 pin scotchflex connector; a second 10 pin connector is needed for
the JTAG4 programming of the Cyclone 2 chip. A 10 MHz quartz is
used as a clock reference for the FPGA.
The link to the photomultiplier is provided by four 26 pin ERNI con-
3Flame Resistant 4, a composite resin epoxy reinforced with a woven fiberglass mat, used in
the production of PCBs.
4Joint Test Action Group, common name for the IEEE 1149.1 standard, a serial protocol to
access a chain of integrated circuits on a printed circuit board.
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Figure 3.6: The VA64TAP2.1 (left) and the LS64 2 (right) bonded to the PCB
with Aluminum wires. To match the different pitch between the VA output and
the LS input pads a fan-shaped bonding was required.
nectors and some resistive and capacitive networks are inserted be-
tween these connectors and the inputs of the VA64TAP2.1: the tested
networks included a direct link, a capacitive coupling with or without
50 Ω ground termination and a resistive network with -6 dB attenua-
tion.
The FPGA is an Altera Cyclone 2 EP2C8Q208C7, whose specifica-
tions are listed in Tab. 3.3. The chip is a low power, low cost device
with a ∼164 kbit on board RAM memory, which can store more than
2000 sampled bits per channel.
The two Phase-Locked Loops (PLLs) clock generators, with a max-
imum multiplier factor of 32, can provide (from the 10 MHz quartz
on the PCB) the 320 MHz clock needed for the fast sampling. The
number of Logic Elements (LEs) is much greater than the one needed
to handle the sampling and readout logic.
The board assembly, from the ASIC gluing and bonding to the FPGA
soldering, has been performed by Mipot5.
The following steps have been undertaken to characterize the board,
on both the analog and digital sections [67]:
• The bias networks have been tuned to set the ASIC currents to
nominal values
5Mipot S.p.A. - Via Corona, 5 - 34071 Cormons (GORIZIA) - Italy.
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Figure 3.7: Picture of the first prototype VA64TAP2.1 board. The 2 ASICs can
be seen at the low right corner of the Altera Cyclone 2. Different resistive and
capacitive networks, connecting the VA64TAP2.1 inputs to the 4 ERNI connectors,
can be mounted.
Number of Logic Elements 8256
Total RAM bits 166000
I/O pins 138
PLLs 2
Max. PLL multiplier 32
package plastic quad flat pack
package pins 208
Table 3.3: The Altera Cyclone 2 EP2C8Q208C7 specifications (from datasheet).
• The configuration registers have been loaded, monitoring the ef-
fects on the chip behaviour
• The ASIC biases have been checked for different register config-
urations
• Using the ASIC in test mode, which allows to monitor the shaper
analog output (OS) with an electric calibration pulse, the ampli-
fier parameters have been tuned to minimize the peaking time
and the undershoot
• The best resistive network has been chosen maximizing the S/N
ratio with the analog readout and asynchronous hold (pedestal
mode): since the direct link demonstrated to be the best solu-
tion, no more input networks have been used in the following
production
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• Several test designs have been implemented on the Cyclone 2 to
check its functionality
• 64 scalers have been fitted on the FPGA to perform the threshold
scans and verify the FPGA-LS64 2 comunication
• Threshold scans have been performed both with electric pulses
on the calibration circuit and with light pulses hitting a PMT
channel
• A sampling logic has been loaded on the Altera and tested with
a delay unit
• The sampling logic has been used to measure the time resolution
of a prototype fiber module with a cosmic ray run.
The most important results of the characterization procedure are de-
scribed in the following subsections.
Noise and uniformity characterization
To evaluate the noise figure, different pedestal sets have been collected
in different configurations. The pedestal, that is the baseline of the
frontend and readout electronics, is obtained averaging a certain num-
ber (e.g. 200) of random trigger acquisitions. The noise is defined as
the r.m.s. of the pedestal distribution and describes, in practice, the
pedestal fluctuations.
An example of the pedestal distribution of a board connected with a
biased photomultiplier is shown in Fig. 3.8a: the r.m.s. noise before
and after the common mode subtraction is computed. The common
mode is a global fluctuation of all the ASIC channels in the same di-
rection, due to global events like bias noise or radio pick-up: the single
channel total noise can be seen as an intrinsic noise plus the common
mode contribution. In this case the two contributions are comparable
in size.
A structure can be identified in the noise plot: the noise increases
every 16 channels. The explanation for this effect has been found in
the 26 pin ERNI cable connections towards the photomultiplier. Each
cable transfers 16 signals, and the first and last channels are located
on the cable edges, unscreened. The noise is still at a moderate level,
so no possible solutions have been investigated.
Pedestal sets taken with different configurations allowed to extract the
following information:
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Figure 3.8: (a) Example of pedestal plots, with the prototype board connected to
the photomultiplier biased with 850 V. The upper plot shows the average pedestal
value as a function of the channel number, the lower one shows the pedestal fluc-
tuations before (black) and after (red) common mode subtraction. A region with
higher noise can be identified at the edges of the 16 channels blocks corresponding
to different ERNI cables. (b) The 8 × 8 led matrix used for the threshold scans.
The Altera FPGA, controlled by a VME I/O, selects which led has to be used,
while a pulsed signal on the lemo connector controls the lighting timing. The led
spacing is 2.54 mm, so a pitch adapter (to 2.3 mm) built with 1 mm clear fibers
is inserted between the led matrix and the PMT.
• The main contribution to the noise is given by the cables capaci-
tance: with unconnected cables the noise falls well below 2 ADC
(compare with Fig. 3.8a)
• The photomultiplier anode capacitance adds only a few percent
contribution
• There is no dependence on the PMT voltage (i.e. gain).
The last statement is particularly important, since it means that, in-
creasing the voltage, the S/N ratio can be arbitrarily increased. Any-
way, the absolute value of the noise is small, so S/N ratios of the order
of 10 (for 1 p.e. signals) are achievable with a PMT bias well under
700 V.
The led matrix of Fig. 3.8b has been used to test the digital section
of the ASICs: a scaler array implemented on the FPGA counted the
number of detected pulses as a function of the threshold voltage, light-
ing one channel after the other. The measurements have been repeated
changing the photomultiplier voltage (Fig. 3.9a).
At a fixed PMT bias, for each channel the threshold at which the rate
was half of the input one has been computed. The results are shown
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Figure 3.9: (a) Threshold scans on one channel for different PMT biases. 100 led
pulses were sent on the PMT anode. (b) Threshold levels at which the count rate
is half of the nominal one, as a function of the ASIC channel. The red line refers
to data collected with all the channels enabled, while for the black one, only the
channel under test has been enabled. The PMT bias was 640 V.
in Fig. 3.9b, where fluctuations are dominated by the gain dispersion
of the photomultiplier anodes.
To verify the presence of a digital cross talk at the ASIC level, the
measurement has been done both enabling all the VA64TAP2.1 in-
puts and enabling only the probed channel, obtaining the 2 sets of
Fig. 3.9b. The differences are within 10%, evidence of a low digital
cross talk effect.
Time resolution of the digital sampler
A VHDL design to perform the readout scheme described in the fol-
lowing has been written and loaded on the Cyclone 2 chip. 128 RAM
based 256 bit deep shift registers are created, so that each input chan-
nel from the LS64 2 is connected to two of them. Once in the idle
condition, the FPGA waits for a trigger signal and when it receives it,
the 320 MHz clock generated by the PLL is sent to 64 shift registers,
to start the digital sampling. An opposite polarity clock is sent to the
remaining 64 registers, so they can sample the same signals but with
a half period time shift. In this way an effective sampling clock of
640 MHz is obtained, meaning a 1.57 ns LSB. The total sampling gate
is 512×1.57 ns= 800 ns. Two more registers, which sample a digital
input instead of the LS64 2 signals, are present for synchronization
and debug purposes.
After 256 clock counts, the FPGA changes to the busy condition, dis-
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Figure 3.10: Time diagram for one hit channel, as seen by the FPGA: the trigger
signal arrives after the fiber one, so only the falling edge of the monostable is
detected. The number of sampled bits is not to scale.
abling the clocks of the registers and waiting for the transfer to the
DAQ of the data stored in the registers themselves. Having 16 output
bits, 4 read cycles (switched by 2 input bits) are needed to transfer the
64 channel data of one register position; then the registers are clocked
and another position is accessed. The other 64 opposite clock registers
are then read, and the data are interleaved via software.
During the busy phase the last bit of the register is connected to the
first, closing the ring, so that data can be transferred an indefinite
number of times. This is needed because all the boards receive, in
broadcast, the same input signals, and, from the point of view of fron-
tend boards, there is no way to know which board is accessed: in
practice, each board sends the data many times, but these data reach
the VME I/O only once.
A reset signal, that can be sent at any time, sets the FPGA again in
the idle state, waiting for the next trigger.
A fiber module 30 cm long has been assembled with Bicron BCF-10
1 mm in diameter fibers matched to a R7600-M64 tube, to perform
a measurement of the time resolution in the digital sampling config-
uration. The signal from a 10×10 cm2 plastic scintillator (< 500 ps
resolution) has been used as a trigger and timing reference, but, be-
cause of the delays in the level adapters, it reached the FPGA after
the signals from the fiber module. So, the time jitters have been mea-
sured on the falling edge of the VA64TAP2.1 monostable circuits, as
shown in the time diagram of Fig. 3.10. A PMT voltage of 880 V and
a threshold of 140 mV have been used.
The results are shown in Fig. 3.11, where the distribution of the ar-
rival times measured by the digital sampler has been fitted with a
gaussian with σ=3.5 ns. This value is given by the square sum of
three contributions:
56 Detector design and simulation
Constant   656.2
Mean  0.9337
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Figure 3.11: Arrival time distribution of the fiber hits as measured by the Altera
FPGA, with a gaussian fit superimposed. An offset has been subtracted to center
the distribution peak in zero.
• The intrinsic resolution of the fiber+PMT system, 2.1 ns as mea-
sured in Sec. 3.1.2
• The digital resolution of the sampler given by 1.57√
12
ns='0.5 ns
• The error introduced, inside the VA64TAP2.1, by the constant
level discrimination of a shaped signal (with a ∼50 ns constant)
of variable amplitude.
Since the first two contributions are known, the last, which is the main
one, can be evaluated to be ∼3 ns.
The final version
Thanks to the information collected during the prototype board tests,
the final PCB has been designed.
It is a 125×230 mm2 FR4 board which hosts, closely packed, two full
frontend chains (Fig. 3.12a). A block diagram of the board is shown in
Fig. 3.12b. The VA64TAP2.1s are connected in daisy chain, so a single
50 pin ERNI connector provides the bias and the control and allows
the analog readout of both ASICs. The 2 FPGAs share the LVDS I/O
connection with the rest of the DAQ system; both the 16 inputs and
the 16 outputs are connected in parallel. To avoid conflicts, when an
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output from one Altera is on, the outputs from the other must be in
a high impedance state (tristate). The value of one of the input bits
decides which device is sending the output, and a different design has
to be loaded in the two FPGAs to accomplish this task. The Altera
can be programmed both with the JTAG, useful for a fast debugging,
and with the Active Serial method, that loads the design in a dedicated
flash memory allowing a power on auto configuration.
The biases for the digital section are locally generated so that only a
3.3 V source has to be provided on the 10 pin scotchflex connector.
3.2.3 Post production board characterization
All the boards have been verified with the following procedure:
• Digital bias voltages and currents measurement
• FPGAs programming and verification test
• FPGAs functionality test with a simple loop-back design
• ASIC bias check, for digital and analog sections
• Test of the analog readout in pedestal mode, with and without
ERNI cables connected
• Parallel outputs functionality verification, counting the noise trig-
gers (with a very low Vth) on the FPGA scalers
• Dead channels identification
• Threshold scans for all the 128 channels of the board to compute
the gain and offset figures. This procedure will be described in
the following.
All the boards successfully passed the procedure, and the total number
of dead channels is well under 10, for the complete production (that
is 3200 channels).
The threshold scans have been a fundamental tool to check the be-
haviour uniformity of all the boards, given that thresholds have to
be set in the final DAQ. Starting with the lowest threshold, a pulse,
generated with a fixed voltage step on a 1 pF capacitor, has been in-
jected into the channel through the on chip analog multiplexer. After
one hundred pulses the scalers on the FPGA have been readout, the
threshold has been increased and the operations repeated, obtaining
a scan like the one in Fig. 3.13a. The data have been fitted with an
error function, to measure the corresponding value, in DACs, of the
injected pulse (that is the inflection point).
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(a)
(b)
Figure 3.12: (a) The VA64TAP2.1 board, housing 2 VA64TAP2.1+LS64 2 ASICs
and 2 FPGAs, can readout two multianode photomultipliers. The ASICs (under
the black covers) are controlled and biased by the 50 pin ERNI connector, while
the 64 pin ERNI connector handles the digital comunication with the two FPGAs.
(b) Block diagram of the board itself.
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Figure 3.13: (a) Example of a threshold scan for one channel, for an injected charge






One DAC corresponds to 1.71 mV. (b) Gain and offset distributions for all the 25
boards produced. The gain dispersion is σ=4.1%. Values are computed from the
threshold scans as described in the text.
Scans with different voltage steps (1 mV, 2.5 mV and 3.5 mV) have
been performed. A linear fit of the DAC pulse values as a function
of the voltage step gives both the offset and the gain of the channel.
Fig. 3.13b shows the distribution of these values over all the board
production; to obtain a gain in mV/pC the voltage steps have been
converted into the corresponding injected charge (multiplying for the
capacitance) and the DAC values have been converted to voltages. The
gain dispersion is within 4% r.m.s., and can be considered negligible
with respect to the gain variations of the multianode photomultiplier;
the offset values and their dispersions are also very low, of the order
of 0.1 fC, a few percent of a 1 p.e. signal at a 800 V PMT bias.
3.2.4 The repeater boards
To handle the more than 20 frontend boards needed for the FAST
detector, an intermediate board, called repeater board, placed between
the frontend and the VME system has been developed and built. A
single board, shown in Fig. 3.14, can control up to 6 frontend boards,
performing the following tasks:
• It provides the biases and digital controls to the ASICs through
the 50 pin ERNI cables. Most of the signals are broadcast to all
the boards at the same time, while the configuration registers are
serially loaded in one VA64TAP2.1 after the other
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Figure 3.14: A stack of 4 repeater boards, that handles up to 24 frontend boards.
The cabling toward the VME system is not present in the photo.
• It demultiplexes the differential analog signals from the frontend
boards
• It amplifies the differential signals and routes the amplified signals
to the VME flash ADC
• It sets the threshold voltages Vth, one per board
• It receives and discriminates the analog trigger signals, one per
board
• It handles the comunication between the 12 frontend FPGAs and
the VME I/Os, broadcasting the signals to the boards and de-
multiplexing the signals back from them
• It broadcasts the trigger and synchronization signals to the boards.
The digital data multiplexing and demultiplexing is performed by an
Altera Cyclone 2 FPGA, which controls also the analog multiplexer
for the analog readout mode and the DAC for the threshold selection.
The FPGA is connected to a VME Input Output (INFN Trieste) with
two 34 pin flat cables, while 4 lemo inputs are available for the trigger
and synchronization signals.
The common control signals for the frontend ASICs are generated by
a VME sequencer (INFN Trieste) and transmitted through a 16 pin
scotchflex cable, that is shared between other boards if more than one
repeater is used.
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Figure 3.15: Connection scheme for the complete DAQ chain.
The board generates the biases for the ASICs and for the frontend FP-
GAs (starting from ±5 V inputs), thus simplifying the biasing scheme.
More than 250 digital input output connections are present on each
board; this has been made possible by the use of 16 channel TSSOP6
drivers and receivers with integrated termination resistors, and by the
extensive use of surface mounting (SMT) components.
3.2.5 Completing the DAQ system
This section describes the complete DAQ system both from the analog
and digital point of view. Fig. 3.15 shows the connection scheme of
the DAQ for the whole FAST tracker.
The VME sequencer is connected to the four repeaters in parallel,
with a 16 pin flat cable, that provides the control signals for the ASICs,
such as the reset signal and the readout clock. In analog mode, after
a trigger signal has been received, the board sends 768 clock counts
(at a maximum rate of 5 MHz) to the repeater, which forwards the
first 128 to the 1st frontend board, the second 128 to the 2nd one and
so on, and connects the differential output of the right board to the
flash ADC. The sequencer provides also a NIM clock signal for the
flash ADC; the delay between the ASIC clock and the ADC one can
6Thin-Shrink Small Outline Package, a package standard with a 0.65 mm pin pitch.
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Figure 3.16: Diagram of the I/O–FPGA via repeater board comunication. The
working principle is explained in the text.
be fine tuned to compensate the delay due to the cables. Moreover,
the sequencer can generate a random trigger signal for the pedestal
acquisition. During a digital run this board is inactive.
The fast hold board is a modified Input Output board (INFN Trieste)
that, if not busy, generates a hold signal immediately after it receives
a trigger. The board is polled by the DAQ software to detect an event
occurrence, and needs a software reset to recover from the busy state
after a trigger. This board is needed, in analog mode, to avoid that
a hold signal is sent before the full system is ready to accept data.
For a digital run the hold output is inhibited, and the board is only
used by the software to detect an event. For the pedestal acquisition
the random trigger generated by the sequencer is used as an input by
the fast hold board. The hold signal is sent to the repeaters with a
custom 16 pin scotchflex cable shared with the sequencer.
Two dual channel 12 bit flash ADCs are used to sample the analog
signals. A differential lemo cable connects each repeater board to its
slot on the ADC. Both Caen V550 and VFAS7 ADCs have been used.
Each repeater is connected to a VME Input Output board by two 34
pin flat cables; since LVDS signals are used, 16 bits are available for
the input and 16 for the output (Fig. 3.16). The first 8 bits of the
repeater input are used to encode the ASIC registers (2 bits), to set
the DAC threshold values (3 bits) and to select the frontend board
to be read (3 bits, for a 0÷5 range). The last 8 bits are broadcast
to the frontend board as they are, and they are used during the data
transfer procedure. The output of the repeater is directly connected to
the input of the selected frontend board. A copy of the trigger signal is
7Developed by LEPSI, Strasbourg.
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sent to the lemo input of the 4 repeaters, so it can be forwarded to the
frontend FPGAs; synchronization signals can be sent to the FPGAs
in the same way. A SBS8 Bit3 620 VME to PCI optical link allows
the comunication between the VME system and the data acquisition
PC.
The system can sustain with no dead time a trigger rate higher than
3 kHz in analog mode and higher than 1 Hz in digital mode, where
more than 1.5 Mbit of data are collected for each trigger.
A mixed analog and digital readout can be performed: anyway, since
the hold signal freezes the input of the comparator of the VA64TAP2.1,
no more digital hits will appear after the hold is sent. For this reason
this mixed mode is only useful with physics events well defined in time
(e.g. cosmic rays) and for debug purposes.
3.3 Test of a stereo prototype at the Beam Test
Facility
A fiber module prototype with a single multianode photomultiplier
has been built and tested on an electron beam at the Beam Test Fa-
cility (BTF) of the INFN Frascati National Laboratories [72]. The
goal was to study the performances of a fiber module as close as pos-
sible to the final tracker building block readout by the final electronics.
3.3.1 The prototype and the beam line
The 64 channels of the PMT have been divided into 16 channels for the
longitudinal fibers and 24 channels for each of the stereo (±20◦) layers,
obtaining a fiducial area of 144×32 mm2, as shown in Fig. 3.17. The
fibers (ø=1 mm Bicron BCF-10 with multicladding and white EMA)
have been glued on a 5 mm PVC support starting from the axial layer
and the total thickness of the detector is 6 mm.
The mask for the alignment of the fibers with the multianode pho-
tomultiplier is shown in Fig. 3.18a. It is a 3 mm thick iron foil with
a grid of 2× 2 mm2 square holes obtained by electrophoresis and it is
identical to the ones used for the whole tracker. The PMT has been
connected to a frontend board and to a repeater board, thus assem-
bling a small scale version of the DAQ system described in Sec. 3.2.5:
both the analog and digital readouts were possible.
The Beam Test Facility is a positron/electron beam line with tunable
energy (30÷750 MeV) and multiplicity. The beam, from the high
8SBS Technologies, Inc., US, http://www.sbs.com
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(a)
(b)
Figure 3.17: (a) Schematic view of the prototype, with the fiducial area (high-
lighted), that is the area covered by all the layers. The total length of the fibers is
∼70 cm. (b) Picture of the prototype before its enclosure in a light tight envelope.
The mechanical support of the PMT is visible on the left, while the sensitive area
is on the far right.
(a) (b)
Figure 3.18: (a) The iron mask for the fiber-PMT alignment. The holes, which
are 2 × 2 mm2 in size, are produced by electrophoresis. The spacing between 2
channels is slightly larger than 0.2 mm. (b) Detail of the same mask after the
fibers have been inserted, glued, cut and polished. The fibers are enlightened from
the side, so the differences in light emission is due to the fiber position in space.
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current linac serving the DAΦNE e+e− collider, is steered, at 50 Hz,
against a W target; the set of (tunable) magnets and collimators of
the extraction line collects, from the particles of the shower, the ones
within a given energy window and takes them into the user area. Other
collimators can be used to reduce the beam intensity obtaining a one
particle multiplicity and a beam spot size of a few mm (r.m.s.).
The module has been placed on the beam after a Silicon strip tracking
system identical to the one described in Sec. 3.1.2.
The trigger was provided by the linac itself and a delay unit allowed
a fine tuning of the delay.
3.3.2 Results of the stereo prototype beam test
The events with only one single particle detected in all the 4 layers of
the Silicon detector have been selected and, among these events, the
tracks which were crossing the active region of the fiber module have
been chosen. For this subset of events the following analysis has been
performed on the fiber analog data:
• The pedestal values have been subtracted, channel by channel,
from the raw data, obtaining the pulse height value in ADC units
• The channels with a pulse height value 20 times greater than
their pedestal r.m.s. noise were selected, as shown in Fig. 3.19a;
this is the so called pull cut, being the pull defined as the ratio
between the pulse height and the r.m.s. noise of the channel with
the maximum signal in the event
• The channels with a pulse height greater than 400 ADC (pulse
height cut) were added to the selected ones; this avoids ineffi-
ciencies that would occur in case of very noisy channels, where
20 times the r.m.s. noise is comparable with the ADC dynamic
range (see Fig. 3.19b). The two cuts (pull and pulse height)
have been selected trying to obtain a smooth beam profile plot
(Fig. 3.20b)
• All the fibers corresponding to the selected channels have been
used for the reconstruction.
The efficiency ²n of each layer can be evaluated directly from the
plots in Fig. 3.20a, representing the number of hit fibers per event,
for the three layers. An inefficiency occurs when zero fibers are hit, so
the following efficiencies can be computed: ²1=92.9%, ²2=84.4% and
²3=91.7% (for layer numbering see Fig. 3.17a).
The lower efficiency of layer 2 can be explained with the bad placement
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Figure 3.19: (a) Pull distribution for the fiber prototype, with a 850 V bias: the
pull is defined as the ratio between the pulse height and the r.m.s. noise and it
is evaluated, event by event, for the channel with the maximum signal. (b) Pulse
height distribution for the same events and channels. In both plots the cuts used
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Figure 3.20: (a) Distributions of the number of hits per layer. When 0 fibers are
detected (in red) an inefficiency has occurred. High multiplicity can happen if the
electron starts a shower in the detector volume. (b) Beam profile plots on the
three detector layers.
of at least 8 fibers at the PMT–fiber interface, as a visual inspection
after the beam test has shown. It is worth to note that the ratio be-
tween one hit and two hit events (∼ 40%) is mainly due to the fiber
doublet ribbon geometry and the 4 fiber–1 PMT channel readout (that
would account for 33%).
A particle that crosses the three layers generates a signal, neglecting
the inefficiencies, on three or more fiber quartets. With the approxi-
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Figure 3.21: When a particle crosses the detector plane in the position indicated
by the red marks, three channels, corresponding to the grey fiber quartets in figure,
detect a signal. The three axes of the quartets, in black, identify a triangle, whose
barycenter (blue cross) is the reconstructed hit position. If more than 3 fibers are
above threshold, the smallest among all the reconstructed triangles is chosen.
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Figure 3.22: Distribution of the heights of the smallest reconstructed triangle,
with a gaussian fit superimposed. The sigma of the gaussian, σ=0.71 mm, is well
within the 2 mm width of the single channel.
mate assumption that the fiber quartets lay on the same plane (which
is not the case since the three layers are positioned one above the
other) their three axes identify a triangle, as shown in Fig. 3.21. Once
the hit fibers have been selected, to extract the transit position the
following operations have been performed:
• All the triangles formed by any fiber combination have been con-
sidered
• For each triangle the height has been computed; since all the
triangles are similar (with angles 20◦, 20◦ and 140◦), the height
can be used to estimate the quality of the reconstruction
• The triangle with the minimum height is selected (Fig. 3.22 shows
the resulting height distribution), and the transit point is com-
puted as the triangle centre of gravity.
Only events with at least one hit on each layer have been used: this
reduces the sample to 70% of the total. Anyway, this fraction would
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Figure 3.23: Prototype residuals from the Silicon detector tracks, in both direc-
tions, fitted with a gaussian curve. The σ for the x residual is in perfect agreement




=0.58 mm. The theoretical relation σy =
σx
tan20◦
is also verified (with
a <1% error).
have been much greater if the efficiency ²2 of layer 2 were as high as
those of the other layers.
To evaluate the spatial resolution the residuals have to be computed.
They are defined as the distance between the Silicon strip detector
track projected on the fiber module and the transit point as recon-
structed by the fiber module itself. The sigma of the gaussian fit,
shown in Fig. 3.23, is the spatial resolution of the prototype: the ex-
perimental values (σx=0.57 mm, σy=1.59 mm) are in very good agree-
ment with the theoretical expectations (σx=0.58 mm, σy=1.59 mm).
Summarizing, the results on the prototype tests at the Frascati Beam
Test Facility have demonstrated the feasibility of a ±20◦–0◦ stereo
fiber detector with 2 mm pitch and the good performance of the read-
out electronics.
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3.4 The FAST detector
With the results of the work previously reported, all the building
blocks of the detector have been defined, and the constraints that
they introduce well understood, allowing to complete the design of
the scintillating fiber detector and to verify it with the montecarlo
simulation.
Even if, from a chronological point of view, the simulation took place
before the construction, these two items are described the other way
round to let the details be understood.
3.4.1 The tracker assembly
The FAST tracker consists of nearly 104 scintillating fibers of different
lengths organized in 2 axial and 4 stereo layers, assembled on 2 cylin-
drical shells (an inner and an outer one). The supports of the shells
are two cylinders of plexiglass: the inner one is 3.4 mm thick and has
an external radius of 115 mm and a length of 50 cm while the outer
one, with a radius of 150 mm and the same length, is 4.4 mm thick.
The assembly phase of the FAST detector has required several steps:
• Fiber bundles, with 16 fibers each, have been assembled with
the help of the tools shown in Fig. 3.24a. Bicron BCF-10 fibers
(ø=1 mm) with multicladding and white EMA, the same of the
stereo prototype, have been used
• The inner shell has been mounted on a flange to allow the support
rotation and the needed stiffness (Fig. 3.24b)
• Following the 20◦ reference marking lines drawn on the cylinder,
the bundles have been stuck, with the help of glue and bi-adhesive
tape, to the cylinder surface
• Once one layer had been completed (see Fig. 3.25a), another layer
of tape fixed it, and a transparent polycarbon layer 250 µm thick
was used to prepare a smooth surface for the next layer to be
placed
• After the 3 layers of the inner shell had been placed, a black
tape has been used to increase the mechanical resistance of the
ensemble and to provide a screening for the ambient light
• The complete procedure was repeated for the outer shell.
In Tab. 3.4 the most important geometrical parameters of the 6 fiber
layers are summarized. The values have been measured during and
after the layers assembly. A sketch of the (sliced) FAST detector is
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(a)
(b)
Figure 3.24: (a) Fibers have been glued, with the help of correctly shaped iron
rods, in bundles made of 16 fibers each that have been then positioned and fixed
on the cylindrical support. (b) The 3.4 mm thick plexiglass cylinder used as the
inner shell support for the fiber placement. A second bigger one has been used for
the outer shell.
represented in Fig. 3.26.
The two shells have been inserted in the Aluminum mechanical
Shell Layer mean radius (mm) stereo angle α number of ch.
1
1 117.9 +20◦ 88.4◦ 333.5
2 121.7 -20◦ -85.5◦ 344.5
3 125.5 0◦ 0◦ 377
2
4 151.8 0◦ 0◦ 460.5
5 155.6 +20◦ 66.8◦ 436.5
6 159.5 -20◦ -65.2◦ 451
Table 3.4: Geometrical parameters of the six fiber layers. The angle α is the
one covered by the single fiber path in the φ projection. A positive stereo angle
identifies a right-handed screw. Each channel is made of 4 fibers, so that the
0.5 value in the total number of channels corresponds to 2 remaining fibers. The
number of electronics channels is rounded to the next integer.
frame of Fig. 3.25b: it is a rectangular box with two 80×70 cm2 faces
(12 mm thick) and 75 cm long, and with 42 holes to house the PMT–
fiber alignment masks in the front face. The box is 10 cm larger than
the outer layer radius, to allow a future upgrade of the detector with
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(a) (b)
Figure 3.25: (a) The innermost stereo layer soon after completion, before the
polycarbon layer placement. The second layer is positioned directly on top of
it. (b) The 6 completed layers, inserted in the mechanical box. The black tape
delimits the area of the detector capable of coherent tracking; outside this region
the fiber position is not known. The lateral panels are not in place.
Figure 3.26: An exploded view of a slice of the FAST detector, with its 6 layers.
The direction of the fibers is indicated.
an external layer. The front and back faces are light tight while four
removable panels avoid the light to enter from the detector side.
All the fibers have been inserted in the alignment masks, they have
been glued and the masks have been screwed to the detector front
face (see Fig. 3.27a). The mechanical constraints on the fiber bending
allowed an ordered fiber insertion only for a subset of the PMTs; for
the others, the fibers have been inserted in the only possible way from
the mechanical point of view, so that 42 maps have been created to
extract the fiber number information from the position on the PMT.
Once the masks were fixed on the support (a bi-component epoxy glue
has been used), the fibers have been cut with a diamond fly cutter,
then leveled with sandpaper and polished with abrasive powder.
After this operation was concluded, the photomultiplier support has
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(a) (b)
Figure 3.27: (a) The fibers soon after the insertion in the alignment mask. After-
wards they were glued, cut, smoothed to the mask level and polished. Since the
total number of fibers is not a multiple of 64, empty holes are sometimes present
in the masks. (b) Detail of the PMT support plate with the screwed PMT holders
allowing the alignment with the fiber mask. The PMT backsides with the anode
pins are visible.
been put in place. It is a 2 cm thick Aluminum plate, to which 42
PMT holders are screwed. As shown in Fig. 3.27b, the screw system
cannot drive the movement like in a micrometric positioning system
but is only designed to keep or release the holder. So each holder
should be manually moved in the right position and there fixed.
To simplify the alignment, a dummy PMT has been built: it is a box
with the PMT dimensions, no backside and an empty alignment mask
in place of the front face. When it is inserted in the holder the mask
with the scintillating fibers can be seen under the empty mask, and
the holder can be moved until the two masks are aligned. Then the
holder is fixed and the dummy PMT replaced with a real one. An
estimated positioning precision of 50÷75 µm can be obtained in this
way.
After this last step the FAST detector (see Fig. 3.28) was completed
and prepared for the integration with its electronics, which will be
described in Sec. 4.1 and in Sec. 4.2.
3.4.2 Montecarlo simulation of the detector
The montecarlo (MC) simulation of the tracker has been a fundamen-
tal benchmark to validate the geometrical properties of the scintillat-
ing fiber detector design.
In particular the goal of the MC simulation was to evaluate the ver-
tex reconstruction efficiency and the resolution of the FAST detector,
as well as the dependence of these parameters on the position of the
3.4 The FAST detector 73
Figure 3.28: View of the assembled FAST scintillating fiber tracker.
vertices inside the sensitive volume.
The montecarlo simulation has been developed in GEANT 3.2.1 [73].
Since a simulation at the single fiber level was too heavy and beyond
the goal of the investigation, the geometry of the detector has been
sketched in the following way: each fiber layer has been simulated
with a uniform cylindrical shell of plastic scintillator with a thickness
of 1.57 mm, that is equal to the average thickness of a fiber doublet
ribbon. The approximation is accurate from the point of view of the
multiple scattering effects and of the radiation matter interactions and
provides all the needed information for the efficiency and resolution
studies. Moreover, the fibers which gave signal could be analytically
computed from the hit (r,φ) positions on the layer itself, thus allowing
to test the hit reconstruction capabilities of the stereo geometry.
A 3 mm thick Aluminum vessel with a 10 cm radius is also present,
as well as all the plastic material needed for the scintillating fiber
support; the thicknesses of these plastic layers are equal to those ef-
fectively used in the detector assembly. On the other side, the region
where the scintillating fibers are no more aligned because of the bend-
ing towards the photomultipliers is not described by the simulation.
Since the focus was on the detector performances, the whole antipro-
ton beam line has not been simulated in this phase; on the contrary
the antiprotons have been generated, with a negligible momentum,
inside a Hydrogen filled pipe with a 10 cm radius positioned on the
detector axis. In this way they annihilate only a few µm around the
generation position but, since the Hydrogen pressure is kept very low
(a fraction of mbar), the trajectories of the pions are not influenced.
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The geometrical reconstruction efficiency has been evaluated count-
Number of emitted charged pi 2 4 6
Percentage 49.7% 47.9% 2.4%
Number of detected tracks ≤1 2 3 4 ≥5
Percentage 14.0% 37.4% 16.5% 19.5% 1%
Table 3.5: Number of charged mesons emitted from the p¯–H annihilation and
detected by all the 6 layers of the tracker.
ing the number of times in which at least 2 charged pions crossed both
shells of the tracker with respect to the total number of annihilations.
For example, Tab. 3.5 classifies the annihilation events with the num-
ber of detected tracks, for annihilations in the center of the detector:
in this case a geometrical reconstruction efficiency of 86% was mea-
sured.
To verify the dependence on the annihilation position, two scans have
been performed: one on the detector axis and the other along one
radius at z=0 (symmetry plane of the detector). The results for both
the r and z efficiency scans, for 50000 generated p¯s each, are shown
in Fig. 3.29: the efficiency in the central region is greater than 80%
while it decreases to slightly less than 50% at the detector edge, in
good agreement with geometrical considerations. As far as the r de-
pendence is concerned, little or no degradation in the efficiency ap-
pears when moving far from the detector axis. To compute the spatial
resolution, three main contributions to the position error have to be
taken into account:
• The multiple scattering effect, which causes a deviation of the
particles from a straight trajectory: this effect is automatically
taken into account by the GEANT software
• The intrinsic resolution of the ±20◦–0◦ stereo detector as mea-
sured during the prototype beam test presented in Sec. 3.3.2.
This effect can be reproduced adding to each point used for the
vertex reconstruction a value extracted with a gaussian probabil-
ity distribution
• The parallax error due to the fact that the particles cross three
thick layers with a non zero angle with respect to the normal
direction, while during the reconstruction the three layers are
considered to be on the same cylindrical surface.
The last component can be estimated a priori considering the trian-
gle height distribution, since in case of consistent parallax errors the
heights of the triangles used to find the hit position would increase.
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Figure 3.29: Vertex reconstruction efficiency evaluated in several points along the
detector axis (top) and changing the radius on the z=0 plane (bottom).
The distribution, shown in Fig. 3.30, is larger than the corresponding
one for the prototype (1.13 mm vs. 0.71 mm r.m.s.), measured dur-
ing the beam test with a low divergence beam perpendicular to the
module. Since the parallax errors are not negligible, a procedure that
automatically takes into account this effect has to be used:
• A subset of the events in which only two tracks release energy in
all the 6 layers of the detector has been selected. This has the
great advantage that the reconstruction can be analytical, i.e.
results are independent on the used algorithm; on the other side,
this slightly underestimates the spatial resolution
• For each track the crossing points (x,y,z) of the 6 detector layers
have been computed
• For each point the corresponding fiber channel with signal is ex-
tracted: at this point, for each track, six ni, with i = 1, 6, channel
numbers are available
• For each shell the hit position is computed from the hit channels,
with a procedure similar to the one used for the stereo prototype
(see Fig. 3.21): each channel is described by a function φ(z), so
the three channels of the shell identify a triangle in a φ-z plane,
from which the mean z and φ can be extracted. The (x,y,z)
coordinates are computed projecting the (φ,z) ones on a cylinder
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Figure 3.30: Distribution of the height of the triangles used to select the cross
position, for the inner layer. The x axis is expressed in φ units, with one degree
corresponding to 2.09 mm on the circumference. The core of the function can
be fitted with a gaussian curve with σ = 0.275◦, corresponding to 0.58 mm, but
non gaussian tails are present. These tails increase the r.m.s. value to 1.13 mm
(0.53◦). As a comparison, the same distribution for the stereo prototype test had
σ = 0.71 mm (see Fig. 3.22).
with a radius equal to the average radius of the three layers of
the shell. This introduces the parallax error into the simulation
• Each (x,y,z) point in space has been spread along the φ and z
directions using two gaussian probability functions (no spread
has been inserted for the r coordinate) with the sigma equal to
those measured during the prototype beam test
• Once the four final points have been found, the two lines connect-
ing them have been (analytically) computed: the lines are skew
lines, which almost intersect in the vertex region. So, the mean
point of the distance-segment of the two lines has been considered
as the reconstructed vertex.
The distribution of the residuals computed using the reconstructed
vertices and the real annihilation positions are shown, both for the z
direction and for a radial one, in Fig. 3.31. The effects of the multi-
ple scattering on the resolution can be evaluated if the residuals are
computed with the gaussian spreading of the hit points turned off. In
this case the resolutions, as shown in Fig. 3.32, become σx = 2.0 mm
and σz = 1.5 mm (to be compared with σz=10.4 mm and σx=6.6 mm
of Fig. 3.31). It can be concluded that multiple scattering effects are
a negligible contribution to the detector resolution in the FAST case,
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Constant   91.17
Mean  0.6955
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Figure 3.31: (a) Residuals in the z direction, evaluated in the center of the detector.
(b) Residuals in the x direction, for the same position. A fit with a gaussian curve
allows to compute the vertex resolution values: σz=10.4 mm and σx=6.6 mm.
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Figure 3.32: Residual for the x (a) and z (b) directions computed without consider-
ing the finite resolution of the fiber detector: in this case the difference between the
reconstructed vertex and the real annihilation point is totally due to the multiple
scattering effects.
but they would have been the limiting factor if a smaller channel pitch
had been used.
To investigate the resolution dependence on the vertex position, two
scans have been performed on the z and x axes (see Fig. 3.33): along
the z direction the resolutions are almost constant, and start to de-
grade only outside the detector (|z| > 25 cm); on the contrary moving
away from the tracker axis the resolution becomes much worse because
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x resolution
z resolution
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Figure 3.33: (a) Spatial resolution, i.e. the σ of a gaussian fit as computed in
Fig. 3.31, as a function of the position on the detector axis and (b) as a function
of the distance from the axis itself.
of the increasing effect of the parallax error.
From the resolution values computed above, it is possible to eval-
uate the performance of the detector in the target–wall annihilation
separation, if a scenario for the beam size inside the tracker volume is
assumed.
In the hypothesis that the transverse beam size is gaussian with a
σbeam=1 cm
9, the on target annihilation events will be reconstructed
in a region with a gaussian profile having σbeam + σx ' 1.2 cm. So if
a cylindrical fiducial region with a radius r=3 × σ = 3.6 cm is con-
sidered, the annihilation events can be reconstructed with a 99.8%
efficiency; meanwhile, since the beam pipe diameter is ø=14 cm and
the r vertex resolution, at r=7 cm, is ∼ 0.9 cm, the probability that
a wall annihilation is reconstructed inside the fiducial volume is less
than 10−3.
It is worth to remember, anyway, that a large number of on–wall an-
nihilations can be a problem for a second reason: they can lead to the
saturation of the detector. This topic will be discussed in detail in the
next Chapter.
9Value that should be considered very conservative, since the AD experts report as feasible a




The detector development, which started in January 2005, has been
concluded in time for the September 2006 two week data taking period;
unfortunately the very bad beam conditions prevented the collection
of any useful data in 2006 (the beam issues will be discussed later on).
The detector has then undergone a cosmic ray commissioning phase,
to evaluate its performances in terms of efficiency, hit reconstruction,
cross talk and spatial resolution.
In June 2007 the detector has been positioned on the ASACUSA beam
line, for a two week data taking period, during which annihilation
events have been recorded.
This Chapter describes the configurations in which the FAST detector
has been used as well as the obtained results.
In Sec. 4.1 the setup for the cosmic run is presented and the results of
a two month cosmic ray data collection are reviewed.
Sec. 4.2, dedicated to the Summer 2007 data taking at CERN, will
describe the setup at the ASACUSA beam line at the Antiproton De-
celerator, the beam and the detector operation during the data taking
period, and finally the results of the FAST tracker as a vertex recon-
structor.
4.1 The cosmic ray run
4.1.1 Adapting FAST for cosmic ray detection
The information collected during the cosmic ray run has been of fun-
damental importance to understand the detector behaviour; neverthe-
less, for a better understanding of the cosmic ray setup, it is important
80 FAST commissioning and physics expectations
to list the differences, from the detector point of view, between this
cosmic ray situation and the environment which the detector is de-
signed for:
• The cosmic ray direction is mainly oriented with the zenith, so
that the cosmic ray flux impinges on less than half of the detector;
the coverage can be extended by turning the detector of 90◦
• The cosmic rays pass through the tracker with no or very little
deviation from a straight line, so there is no way to test the
vertex reconstruction capability; on the other side an external
reference tracking detector can be used for the spatial resolution
measurement
• The cosmic particles are isolated in time: a single particle is
detected in each trigger
• A trigger system has to be provided, for example with a plastic
scintillator system
• The trigger will arrive to the frontend boards after the signal
from the tracker itself.
To address the last problem a modified version of the sampling logic
described in Sec. 3.2.2 has been loaded in the Cyclone 2 FPGAs. In
the standard logic the shift registers which perform the sampling are
activated only after the trigger signal is received. In the new one
the registers are always running, apart during the time needed for
the boards readout by the VME system. Once a trigger is received,
a counter, with the clock synchronous with that of the register, is
started: when the counter reaches 128, that is half of the registers
depth, the clock to the registers is stopped and the boards wait for
the readout.
This means that the fiber signal, if present, will be found somewhere
before the half of the shift registers. One drawback of this logic is
that the 320 MHz clock on the FPGAs is running most of the time,
thus increasing by a factor 3÷4 the power consumption of the sam-
pling system. Since the particles hit only half of the tracker, half of
the PMTs have been actually assembled with the readout electronics.
The PCBs of Fig. 4.1a have been used to route the multianode PMT
signals to the four 26 pin ERNI cables for the frontend board connec-
tion. A lemo connector on the PCB supplies the high voltage to the
PMT.
The twelve frontend boards have been stacked in front of the PMT
support plate and connected with the photomultipliers themselves
(Fig. 4.1b). In Fig. 4.2a the complete DAQ system, made of the
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(a) (b)
Figure 4.1: (a) Detail of the printed circuit boards developed for the PMT–frontend
electronics connection, already in place. Each 26 pin ERNI cable delivers 16 signals
(the others are ground connections), while the high voltage is provided through the
lemo connector. (b) The twelve frontend boards connected to the photomultipliers.
frontend boards, the repeaters and the VME system, is shown.
A full digital readout has been used for the cosmic ray detection, while
one VFAS flash ADC allowed the pedestal analog readout for the noise
evaluation. A Silicon strip tracking system, composed of the detectors
described in Sec. 3.1.2, has been used to provide an external reference.
To minimize the errors on the track projection, the FAST tracker has
been inserted between the two X-Y planes of the Silicon system, as
shown in Fig. 4.2b. The trigger system is provided by two plastic
scintillators: a 20 × 30 cm2 pad placed on the detector top, and a
10× 10 cm2 counter placed inside the detector itself. The scintillators
could be moved to cover different regions along the z axis, maintain-
ing the relative position of their centers. Their analog signals were
digitized by a CAEN mod. 96 discriminator and sent to a LeCroy 465
coincidence unit that generated the trigger signal. A trigger rate of
0.1 Hz was obtained in this configuration.
4.1.2 Time resolution
The trigger system had an intrinsic time resolution better than 1 ns.
This allowed to evaluate the time resolution of the FAST detector:
the distribution of the arrival times for the hit channels is presented in
Fig. 4.3a. The distribution shows a gaussian core with an asymmetric
tail that extends towards the higher values of time. At least two effects
contribute to this tail:
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(a) (b)
Figure 4.2: (a) Front view of the whole FAST system during the cosmic ray run. To
acquire data also with the other half of the detector, at a certain point the tracker
has been turned of 90◦ clockwise and the other PMTs have been connected to the
electronics. (b) Side view, with the light screening panel removed. The trigger
system was provided by a scintillator on the top (whose PMT is clearly visible)
in coincidence with a smaller one inserted into the tracker itself (hidden). The
two Aluminum boxes mounted on the vertical rail contained the Silicon tracking
system used as a reference.
• The intrinsic distribution of the collected charge, for a given chan-
nel, is poissonian: this means that hits with a low pulse height
are possible, even if with a low probability. Since the measured
time is the one in which the analog output of the shaper crosses a
level (the threshold), these low amplitude events generate longer
times, as shown in Fig. 4.4
• The gain spread of the different channels strengthens the effect,
amplifying the differences between the highest and the smallest
signals.
A threshold scan has been performed to verify if a dependence of
the time resolution on the global threshold exists. Data sets have
been taken with thresholds ranging from 27 mV to 210 mV. For each
threshold the time distribution has been fitted with a gaussian curve.
Since the width of the gaussian has a strong dependence on the fit
limits, the fit procedure has been repeated 10 times for increasing
size intervals: the mean and the r.m.s. of the sigmas have been used
to compute, respectively, the time resolution and the error bars of
Fig. 4.3b.
The variations of the time resolution with the threshold are within the
experimental errors while the mechanism described in Fig. 4.4 would
suggest that with a lower threshold the time spread could be reduced.
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Figure 4.3: (a) Distribution of the arrival times for the ∼1000 connected channels,
with a gaussian fit superimposed. 88% of the counts are inside the gaussian. Data
taken at a 800 V PMT bias and with a 140 mV threshold. (b) Time resolution
threshold scan: for each threshold the arrival time distribution has been fitted with
a gaussian curve. The resulting sigmas are plotted. The error bars are explained
in the text.
Figure 4.4: The tail in the arrival time distribution is generated by the statistical
fluctuations in the pulse height (i.e. in the collected p.e. number), if a fix threshold
is used. The represented histograms are from a computer simulation of the effect.
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In a real system, however, lowering the threshold increases the time
error due to the baseline shifts (induced by noise): in the FAST case
the two effects cancel out almost completely. To summarize, two values
for the time resolution of the FAST detector can be defined, depending
on the working scenario:
• If the occupancy is high, with different annihilation events a few
nanoseconds apart, and the arrival time information is used to
associate the hit fibers to the correct annihilation event, the time
resolution can be assumed equal to 7 ns, which is the r.m.s. of the
distribution of Fig. 4.3a. In practice two annihilations occurring
in an interval smaller than this value are not distinguishable
• If the occupancy is low and physical events are isolated, the time
of each reconstructed event is known with an uncertainty lower
than σt = 7× 1√
12
ns=2.2 ns, since 12 is the minimum number of
hits associated to the ”vertex”, corresponding to the 6+6 layers
crossed by a cosmic ray.
4.1.3 Efficiency
The shell structure of the detector, with its 3 layers having approxi-
mately the same radius, has allowed an efficiency measurement inde-
pendent from the hit reconstruction. Since the cosmic rays detected
by the trigger system have crossed the center of the detector, they
had to cross 2 times all the 6 fiber layers, one in the top half, the
other in the bottom half. So, each layer has been vertically divided,
obtaining 12 half-layers which have been grouped 3 by 3 following the
shell structure.
Considering these groups, the efficiency of one layer could be com-
puted as the ratio between the number of times all the 3 half-layers
of a group had signals and the number of times at least the other
two half-layers had signals. The results are shown in Fig. 4.5a for a
threshold voltage of 142 mV and a PMT bias of 800 V: if the half-layer
having one bad connected PMT1 is excluded, the efficiency varies from
93% to 97% with an average value of 95.9%.
Since the efficiency is expected to be threshold dependent, a threshold
scan has been performed: in Fig. 4.5b the average efficiency as a func-
tion of the threshold is reported. As expected, the efficiency decreases
increasing the threshold, apart from the very first point where there is
a high probability that noise hits in coincidence appear in two of the
1A poor quality soldering has been found to be the cause of the problem, that has been fixed
for the following AD runs.
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Figure 4.5: (a) Efficiency of the 12 half-layers, for a 142 mV threshold. The layers
are ordered from top to bottom, in the cosmic ray arrival direction. The last half-
layer has a lower efficiency since one of the PMTs was missing. Once excluded, the
average efficiency is 95.9%. (b) Efficiency as a function of the threshold voltage,
for a 800 V PMT bias.
half-layers resulting in an apparent inefficiency of the third half-layer.
It is worth to note that the efficiency is higher than the one measured
during the prototype beam test (< 92%). One possible reason is the
fact that cosmic particles cross the detector layers with a non zero
angle with respect to the perpendicular, thus releasing, in average,
slightly more energy in the fibers. Anyway, the efficiency is correctly
estimated, since the tracks of the pions coming from the antiproton
annihilations inside the detector have similar characteristics.
4.1.4 Cross talk
The following procedure has been used to evaluate the optical cross
talk at the fiber–photomultiplier interface (for the cross talk origin see
Sec. 2.1.2). If a cross talk happens, two or more neighbouring anodes
on the PMT surface are hit, generating what is called a cluster. For
each group of hits the center of the cluster is computed, and a 3 by
3 grid around it is considered. Each point of the grid is filled only if
the corresponding channel is over threshold. The resulting lego plot
is shown in Fig. 4.6: in 63% of the events a pad near the central one
is hit. For most of the PMTs the fiber order is such that the channels
which are close together on the PMT are far on the detector layers, so
the plot represents real cross talk events and not particles which have
crossed two near fiber quartets.











Figure 4.6: Example, for one PMT, of a 2D cross talk histogram. The 8 external
pads are hit, because of the cross talk, in 63% of the events.
It is important to note that this ”non order” between the fibers and
the PMT pads makes the cross talk more problematic: in fact in case
of an ordered fiber–PMT coupling, like the one used for the stereo pro-
totype, the optical cross talk in one direction introduces little or no
error on the position reconstruction, while with a random fiber–PMT
coupling every hit due to cross talk effects appears as a fiber quartet
located somewhere else in space.
During the very first cosmic ray run some of the PMTs showed a cross
talk much worse than the average one: this has been ascribed to a
misalignment of the PMTs themselves. For the following runs, they
have been re-aligned: Fig. 4.7a shows the effects of this operation on
one of the PMTs.
The cross talk is expected to decrease if the threshold is raised:
a threshold scan has been performed, and the results are shown in
Fig. 4.7b.
The detector design, which uses three layers for the point reconstruc-
tion, allows to find the correct hit position also in case that a few
fibers randomly lighted for cross talk are present. In fact the exceed-
ing fibers will produce, in almost all cases, larger triangles that will be
rejected choosing the smallest triangle defined by the ”true” channels.
Anyway, the cross talk is disturbing for the following reasons:
• It prevents the possibility to reconstruct a hit if one of the three
layers is missing when an inefficiency occurs. If no cross talk was
there, two fibers on the two layers would be enough to define a
point in space, although with a lower spatial resolution, but any
cross talk fiber produces one or more ghost hits
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Figure 4.7: (a) Effect of the photomultiplier misalignment on the cross talk proba-
bility. The cross talk of a PMT is proportional to the average number of detected
hits per crossing particle. This value decreased, after the alignment, from 2.36 to
1.98. (b) The average number of hits per particle, over all the PMTs, is plotted as
a function of the threshold. The horizontal line represents the theoretical average
number of hits for the geometry of the fiber doublet ribbons with a readout every
4 fibers.
• It increases the apparent occupancy of the detector, since the
channel which is enlightened because of cross talk is no more
available for a particle detection.
4.1.5 Hit reconstruction and resolution results
From the channels above threshold, the hit position has been recon-
structed using the same procedure developed for the prototype mod-
ule, described in Sec. 3.3.2. The height of the reconstructed triangles
can be used for a first evaluation of the tracker behaviour: for each
cosmic ray, and for each half-shell2, the smallest triangle height is con-
sidered. The resulting distributions are shown in Fig. 4.8.
The distribution widths, computed with the help of a gaussian fit, are
in perfect agreement (0.70 mm vs 0.71 mm for the outer shell) with
the one obtained during the stereo prototype beam test. The larger
gaussian tails surrounding the cores, which are probably due to tracks
far from the detector axis, that cross the detector layers with a larger
angle with respect to the perpendicular, are again in agreement with
the results obtained with the montecarlo simulation of the tracker it-
self (Fig. 3.30).
2A half-shell is obtained dividing the tracker on a horizontal plane so that a cosmic ray, on
its path, crosses 4 half-shells: in other words, three half-layers make a half-shell.
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Figure 4.8: Distribution of the heights of the smallest reconstructed triangles for
the inner and the outer shell. The cores of the distributions have a width (0.62 mm
and 0.70 mm r.m.s. respectively) which is consistent with the value expected from
the prototype results of Sec. 3.3.2, but non negligible tails, extending up to 2 cm,
are also present.
Moreover, the tails are asymmetric, being larger towards the negative
height region: this effect can only be explained with a fiber misplacing
involving a large number of fibers; in other words the function φ(n),
where n is the fiber number, which is supposed to be a simple linear
relation, is not such.
A few hypotheses on the nature of the placement error have been in-
vestigated, with the hope to find some rule in the misplacement and to
provide an oﬄine correction: for example the function φ(n) could have
a step discontinuity (hole in the fiber row), a different slope (bigger
spacing between fibers, in a subregion) or a local inversion. Unfor-
tunately, Fig. 4.9, where the heights of the triangles are plotted as a
function of the φ position of the triangles themselves (namely the po-
sition of the axial fiber used as the triangle base), shows no evidence
of a φ dependence of the misplacements: it seems that the errors are
randomly distributed in the whole region covered by the cosmic ray
flux. This implies that no oﬄine corrections would solve the problem
and the placement errors have to be taken as they are: while the hit
reconstruction is still possible, a worse resolution will be obtained.




































Figure 4.9: Height of the reconstructed triangle as a function of the fiber of the φ
layers (layers 3 and 4) forming the triangle, for the bottom halves of the tracker.
Note the logarithmic scale of the colour map. The inner shell is more affected by
the error with respect to the outer one, but no dependence on the φ coordinate




























































Figure 4.10: 2D distributions, on the inner (a) and outer (b) shell, of the residuals
between the muon track as computed by the Silicon detector and the hit position as
reconstructed by the FAST tracker. In the φ direction a 1 cm distance corresponds
to 9.4◦ and 7.4◦ respectively.
To evaluate the resolution, the tracks of the cosmic particles as given
by the Silicon detectors have been used. The muon3 tracks have been
3Cosmic rays at ground level consist in muons for more than 80%.

























-5 -2.5 0 2.5 5
Constant   38.43
Mean  0.1726E-01
Sigma  0.1739




ts Constant   30.43
Mean  0.8464E-01
Sigma  0.3609





Constant   41.43
Mean  0.5176E-01
Sigma  0.1949




ts Constant   37.99
Mean -0.4009
Sigma  0.3923











-5 -2.5 0 2.5 5
Figure 4.11: φ and z distributions of the residuals for both the inner and the
outer shell. The gaussian fits allow to extract the following r.m.s. values: σrφin =
1.7 mm, σrφout = 1.9 mm, σzin = 3.6 mm and σzout = 3.9 mm.
projected on the two cylindrical surfaces corresponding to the detec-
tor shells, obtaining the (φ,z) coordinates of the four hit points. The
FAST reconstructed hits have been computed, for each half-shell of
the scintillating fiber tracker, as the center of gravity of the small-
est triangle. The residuals, defined as the difference between the two
points, are shown, for both the detector shells, in Fig. 4.10 (2D plot)
and in Fig. 4.11 (φ and z projections).
The combined presence of cross talk effects and of the fiber misposi-
tion problem could, in principle, make the smallest triangle selection
criteria useless. In fact, more than one triangle can be present in the
surrounding of the hit point (because of the cross talk) and the right
triangle is not always smaller than the others which are ”randomly”
created by cross talk (for the errors in the fiber positioning).
To verify how much this problem affects the resolution, the residuals
have been computed also using a different selection method: the tri-
angle which was nearer to the Silicon track has been selected. The
results are shown, for the inner shell, in Fig. 4.12: with this method
the resolution (σrφin = 1.5 mm, σzin = 3.1 mm) is smaller by a factor
20÷30%.
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Figure 4.12: φ and z distributions of the residuals for the inner shell, computed
considering the triangle nearer to the Silicon detector hit, instead of the smallest
available triangle used for Fig. 4.11. A gaussian fit is superimposed.
Of course, the nearest triangle selection method, depending on the
reference Silicon tracker, cannot be used in the normal data taking:
thus the hit reconstruction errors obtained with the previous method
(Fig. 4.11) have to be considered when evaluating the performances
of the detector.
This can be accomplished by running the MC simulation of Sub. 3.4.2
with the real spreads instead of the prototype values, as previously
done.
In Fig. 4.13 the results for annihilation events generated in the cen-
ter of the detector are shown. Despite the resolution of the vertex
reconstruction, which is almost a factor 2 worse than the expected
one, these values can still allow a good target–wall separation and the
needed target identification in the z coordinate.
As a final remark, if the r.m.s. values of the gaussian of the residual
plots (Fig. 4.11) are compared with the ones obtained for the proto-
type beam test (σrφ=0.57 mm, σz=1.59 mm, Fig. 3.23), the values are
worse of a factor 2÷3. Since all the other conditions have been kept
the same, the main cause for this is the unperfect fiber positioning
over the cylindrical surfaces of the tracker. The manual assembly of
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Figure 4.13: Results of the montecarlo simulation described in Sec. 3.4.2, with the
single shell resolution as measured during the cosmic ray run, instead of the stereo
prototype one. (a) Residuals in the z direction, evaluated in the center of the
detector. (b) Residuals in the x direction, for the same position. The resolution
values are σz=17.9 mm and σx=13.5 mm, a factor 1.7÷2 larger than the design
values reported in Fig. 3.31.
the whole tracker, which is a difficult task in itself, has been performed
in a short time, to be ready for the data taking that couldn’t be post-
poned, and in parallel with the electronics development, so that no
tests could be made to verify the alignment; for these reasons a wors-
ening of the resolution due to placement errors was expected.
A dedicated run with a high energy beam (to avoid multiple scat-
tering) and with a reference telescope is foreseen to map the fiber
positions.
4.2 Data taking at the ASACUSA beam line
4.2.1 The ASACUSA beam line
While the general working principles of the Antiproton Decelerator
are listed in Sec. 1.4, a detailed description of the beam line where the
detector has been positioned is presented in the following.
A global view of the experimental lines is shown in Fig. 4.14 [74]:
the extraction line 7000 connects the magnetic septum which extracts
the antiproton bunch from the AD ring with the bending magnet
ATP.BHZ8000. This magnet steers the beam into the DE0 line, the
common transport line for all the AD experiments; it is made of
two horizontal bending magnets (DE0.BHZ12 and DE0.BHZ18), a
quadrupole doublet (DE0.QN20 and DE0.QN30), two quadrupoles at
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Figure 4.14: Overall view of the Antiproton Decelerator experimental lines, with
the ASACUSA beam line indicated as DE1. The position where the experimental
setup has been installed is highlighted.
the beginning and at the end (DE0.QN10 and DE0.QN40) and a cor-
rector. The line ends into the DE0.BHZ10 bending magnet which
selects the final antiproton destination: if it is turned off, the beam
reaches the ATRAP and ALPHA zones, while if it is on, the beam is
steered into the ASACUSA DE1 line.
On this line the following elements are positioned: one quadrupole
(DE1.QN20), a corrector (DE1.DHV25), the beam stopper (which al-
lows the area access with AD running), a second corrector (DE1.DH-
V28) and a quadrupole doublet (DE1.QN30 and DE1.QN40). While
the DE1 line normally continues into the RFQD apparatus, for the
5 MeV data taking the experimental setups are placed after these two
quadrupoles. The axis of the horizontal beam line is located 1.2 m
above the ground level.
To check the beam steering, four Multi Wire Proportional Chambers
(MWPC) are placed on the DE0 and DE1 lines. They are gas detec-
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tors with two planes of anode wires operated in proportional mode
[75][76]; each plane is made of 16 wires with a 5 mm pitch, so that the
covered area is 8 × 8 cm2. An automatic system allows to insert and
remove the detectors from the line, a quite important feature since a
single detector completely stops the beam.
Despite the fact that the MWPCs are the standard CERN beam pro-
file monitors and are successfully used in a lot of experimental areas,
in the AD case their performances are greatly reduced by the physics
of the beam itself. In fact 5 MeV antiprotons annihilate in the first
tens of µm of the first face of the detector: the isotropic burst of sec-
ondary particles which are produced impinges on the whole MWPC,
so that an extreme blurring of the beam profile occurs. As a result
these devices are still useful to center the beam inside the pipe, but
give very little information on the dimension of the beam itself.
A much better profile monitor has been developed by the ASACUSA
collaboration: it is a photocathode microwire monitor made of 32+32
x-y gold-coated tungsten wires (ø=10 µm), with a 2 mm pitch [77];
each wire detects the charge deposited by the stopped antiprotons,
but the wires are small and distant, so that a very sharp profile of the
beam can be obtained. Unfortunately, this kind of detector is fixed
on the beam line and cannot be removed (this is possible since each
detector stops only a tiny fraction of the particles), so it cannot be
placed in front of the FAST detector to have the information on the
beam profile just before entering the tracker itsef.
4.2.2 The experimental setup
To connect the apparatus to the ultra high vacuum AD pipe, a dedi-
cated vacuum system (Fig. 4.15a) has been designed. Moving on the
antiproton path, the following items can be found:
• A X shaped pipe with a turbo pump and a ionic pump respec-
tively in the upper and lower branches. A vacuum flat valve
allows to exclude the turbo pump at low pressures, when only
the ionic pump is running
• A manual flat valve. Closing this valve the pumping system is
isolated from the pipe assembly, which can be accessed for the
target replacement while the ionic pump is still on
• The thin (3 mm) Aluminum pipe, one meter long, which houses
the target support system
• The large diameter iron vessel which ends into a blank flange.
This piece has to be unscrewed from its flange and taken away
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Figure 4.15: (a) The vacuum system assembled for the vacuum test. From left to
right the system is composed of: the turbo and ionic pumps, the manual valve,
the thin pipe which will be surrounded by the detector and the large iron vessel.
(b) The FAST detector before the vacuum system integration. The frontend boards
are fixed on the detector faces, protected by the black plastic covers.
each time the Aluminum pipe is accessed for a target replacement.
A 1” flexible pipe exits at the end of the vessel
• This pipe is connected, through a valve, to a turbo pump, to
perform a fast emptying after the target replacement
• A gas rack, which is used to flush the apparatus with Nitrogen
to prevent moisture contamination.
After a target replacement, the vacuum system can lower the pressure
inside the apparatus to a level compatible with the AD line (a few
10−13 bar) in less than 5 hours. Since the target replacement, from
the mechanical point of view, needs no more than 2 hours, the opera-
tion can be easily performed within the 12 hours between two shifts4.
The longitudinal size of the apparatus is limited, and an easy and
frequent access to the target pipe has to be possible, so the frontend
electronics has been placed on the external faces of the FAST detec-
tor, with the 26 pin ERNI cables which connect the PMTs running on
the front plate of the detector itself (Fig. 4.15b). The repeater boards
have been placed on the top of the tracker, on the opposite side with
respect to the PMTs. In this way the total length of the detector,
4The AD beam time was used by ASACUSA for 12 hours a day while the remaining time was
exploited by ATRAP/ALPHA.
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cabling included, has been kept under 90 cm.
To monitor the beam intensity, two beam counters have been used: a
20 × 10 cm2 scintillator with Hybrid PhotoDetector (HPD) readout
and a 60× 40 cm2 Cherenkov radiator.
The HPDs are high dynamic range photodetectors made of a vacuum
housing with a photocathode, which is kept at a negative high voltage
(a few thousands of Volts), on one side and a Silicon photodiode at
the opposide side acting as an anode plane. When a photon strikes
the photocathode emitting an electron, the electric field accelerates
it towards the diode, where it stops releasing its whole energy inside
the Silicon. Given the 3.6 eV energy needed, in Silicon, to create an
electron-hole pair a single electron accelerated by a 10 kV potential
produces ∼2800 e− inside the Silicon. The drift field of the diode (a
bias of a few tens of Volts is applied to the diode itself) collects the
electrons generating the output signal.
The HPD is connected to a 1 cm thick plastic scintillator (Bicron
BC-408) with a lucite light guide, and is enclosed in a light tight Alu-
minum box. The detector has been successfully used to evaluate beam
intensities as high as 107 antiprotons per bunch during the ATHENA
experiment [78]. This detector has been fixed, in a vertical position,
just behind the end wall of the vacuum pipe.
The Cherenkov counter [79] is made of an acrylic slab (Bicron BC-
800), 2 mm thick, with a refractive index of 1.49, so that a charged
particle with β > 0.7 (corresponding to a ∼130 MeV/c momentum
given the mass of the charged pion) can produce Cherenkov radiation
when crossing the device. The light is readout by a fine mesh gateable
photomultiplier (R5505GX-ASSY by Hamamatsu), that is assembled
inside a module with integrated high voltage supply and adjustable
gain. Due to its big dimension, this detector has been placed verti-
cally 20 cm far from the end wall, with the face pointing towards it.
The analog signals from the two detectors have been splitted: one
output was sent to a passive attenuator (-24 dB and -36 dB respec-
tively for the HPD and the Cherenkov detector) and then to a CAEN
V792 charge to digital converter (QDC), while the other was sent to
the counting room to be displayed on a Tektronik 2020 oscilloscope to
monitor the timing and the beam status.
The experimental setup has been placed on the beam line of the ASA-
CUSA experiment (Fig. 4.16a): the 5 MeV beam is available on the
first part of the line, before the RFQD apparatus, interrupting the
transfer line to the RFQD itself. For this reason a limited longitudinal
space is available. The pump system has been aligned and attached to
the beam pipe, the detector has been put in place, the thin Aluminum
pipe inserted into the detector and screwed to the pump system, then
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Figure 4.16: (a) The first part of the ASACUSA beam line before the FAST
tracker was inserted, with the beam arriving from top right. A part of the RFQD
transfer line, two of the quadrupoles (in yellow) can be seen. (b) The complete
setup during the data taking. From bottom to top the following items are visible:
the turbo and the ionic pumps, the FAST detector with the repeater boards on
top, the large diameter vacuum pipe, the HPD and the Cherenkov counter placed
at the end wall and the gas rack.
the large vessel has been placed afterwards, with its supporting frame.
The resulting setup, after cabling, is shown, in Fig. 4.16b while the
inner part of the apparatus, hosting the target, is shown in Fig. 4.17.
4.2.3 Tuning the antiproton beam
When the beam reached the detector the first time, the situation ap-
peared to be extremely different from the expectation. On one hand,
the FAST tracker was triggered at least 600 ns before the arrival of
the antiproton beam, on the other hand, the detector seemed to be
saturated already at about 250 ns from the sampling gate start. This
was confirmed by a 10× 3 cm2 plastic scintillator, sensitive to a single
charged particle, placed just near the front face of the tracker itself:
Fig. 4.18a shows a scope waveform of the scintillator superimposed
on the track from the high range HPD. While, on one hand, the time
width of the main antiproton bunch, computed as the sigma of a gaus-
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Figure 4.17: The inner part of the Aluminum pipe hosted by the FAST tracker,
during one of the target replacements. The target support structure and the target
itself are clearly visible. The 267 nm Ni layer sputtered on the mylar foils becomes
greenish.
sian fit of the HPD signal (18.2 ns), is as small as expected, on the
other hand a large number of particles hits the scintillator already
350 ns before the main antiproton bunch reaches the end wall, pro-
ducing the peak in the HPD waveforms. These particles are enough
to saturate the detector, so that, when the main burst arrives, it is re-
covering from saturation and only a small (and delayed) peak appears.
As a further confirmation, a dedicated run has been taken lowering the
photomultiplier voltage on a subset (6 PMTs) of the FAST detector;
a 320 V bias has been set instead of 775 V, corresponding to a reduc-
tion factor of ∼ 103 in gain. The resulting arrival time distribution,
accumulated over 30 AD bunches, is shown in Fig. 4.18b. The main
bunch is well detected by the low voltage PMTs while the normal ones
are over the threshold already 400 ns before. It is important to note
that a channel that has fired could in principle recover in 150÷200 ns
and so be hit a second time, but this did not happen in our case since
an uninterrupted flux of particles flooded the detector, preventing the
electronics to restore from saturation.
Two possible sources of these first particles have been investigated.
The first one was the production of secondary particles in the up-
stream regions of the beam line: since the antiprotons are travelling
at a 3 cm/ns speed, if the bunch was hitting the pipe a few meters



































100 200 300 400 500 600 700 800
(b)
Figure 4.18: (a) Scope waveforms from a high sensitivity scintillator (placed near
the enter face of FAST) and from the high range HPD at the vessel end wall. The
scintillator is saturated hundreds of nanoseconds before the main bunch arrival.
(b) Distributions of the arrival times on the FAST fibers, during a dedicated run
with 6 of the 42 photomultipliers biased with 320 V. All the ”normal” channels of
the tracker have been hit much before the main bunch arrival. The huge number
of particles of the real bunch triggers the remaining ”low voltage” channels. In
the 2 plots the time scales are different: the t=0 ns point on plot (b) corresponds
to 0.470 µs on the scope (plot (a)).
before the FAST tracker the produced secondaries would have arrived
earlier than the main beam. The second hypothesis was the presence
of a very long tail in the antiproton cloud, which was reaching the end
wall much before the cloud core.
To make a long story short, it was found that the second hypothesis
was the right one: if the vacuum valve placed just before the tracker
(40 cm before the detector center) was closed, the intensity of these
first particles on the detector increased and their arrival time was
slightly reduced.
Unfortunately the diagnostic system of the Antiproton Decelerator is
not designed to detect such a small fraction of the beam; moreover,
all the experiments that are running (or have run) at AD are either
not sensitive to single charged particles or are gated to start the data
collection after the bunch arrival, so the presence of this ”pre-bunch”
antiprotons has been an unexpected discovery.
The only way to improve the situation was to change the timing of the
extraction magnetic septum: the time of the septum ignition has been
moved farther on, while monitoring the effects of these changes on the
FAST detector. As soon as the septum starting time was moved, the
hits on the detector started to move to later times. The delay has
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Figure 4.19: (a) Scope tracks of the same two detectors used in Fig. 4.18a after
the tuning of the extraction septum timing. No particles are detected by the
high sensitivity scintillator until the main bunch arrives at the end wall. The
delay of its edge with respect to the HPD track is due to the time of flight of the
secondary particles back from the annihilation point and to the transit time inside
the photomultiplier. (b) Arrival times on the FAST channels (collected over 10
bunches) after the septum adjustments, with the red line representing the time
the bunch is expected to reach the end wall. Fibers which are hit before this time
are due to wall annihilations.
been increased step by step until the signal on the scintillator and
on the FAST detector started in correspondence of the main bunch
peak. This condition has been obtained delaying the septum timing
of 380 ns with respect to the starting position, which was considered
optimal by the AD experts. The final results are shown in Fig. 4.19.
The tuning of the septum timing has been performed with the 0.9 µm
mylar foil positioned in the first half of the detector, 10 cm from the
entrance face of the tracker. As soon as the pre-bunch problem has
been fixed, the first on target annihilation event has been detected:
from the arrival time distributions of Fig. 4.20 the fibers which have
been hit in the (highlighted) 10 ns window have been selected to be
processed by the event reconstruction software. Fig. 4.21 shows the
output of the software, with the presence of one vertex in the mylar
target.
The beam has been optimized further on. Slow (fixed) scrapers have
been inserted in the AD ring to obtain the twofold result of reducing
the beam intensity by a factor 2 and of eliminating most of the beam
halo.
Moreover, as far as the beam steering is concerned, an iterative pro-
cedure has been followed: first the beam was centered at best on the
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Figure 4.20: The arrival time distributions for one AD shot, layer by layer. The
fibers hit inside the 10 ns time window identified by the vertical lines have been
used for the event reconstruction of Fig. 4.21.
Figure 4.21: The first on target (namely a mylar foil) annihilation detected by the
FAST tracker. Each track is reconstructed with one triangle on each shell. The
hit fibers which are not involved in the reconstruction are either due to cross talk
or should be associated to annihilations at earlier or (most probably) later times.
In fact, the used fibers are not isolated in time, so that the selection is somehow
arbitrary (Fig. 4.20).
MWPCs along the transfer line. Then using mostly the corrector mag-
nets and the bending magnet (DZBH10), the beam has been moved
in the horizontal and vertical directions trying to maximize the signal
on the end wall counters and at the same time to minimize the hits
at earlier times (due to wall annihilations) on the tracker fibers. With
the same goal in mind, the last quadrupole doublet has been then
tuned. When the best focusing was found, the correctors were used
again, and so on until a satisfactory result was achieved.
Even if this beam tuning has been described here as a straightforward
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process, actually it has been a time consuming trials and errors pro-
cedure, so that the whole setting up has required half of the available
10 days.
Since the whole overnight period is needed to move or change a target
inside the vessel, the remaining 4 days have been divided as follows:
one day for the empty vessel, for a background evaluation, and one
day for each target (Nickel, Tin and Platinum). Since during the
beam tuning the 0.9 µm mylar foil was inside the vessel (but not in
the central position), information has been collected in this configura-
tion too. A summary of the different running conditions is presented
in Tab. 4.1.
Target Thickness (nm) mylar support (µm) AD shots
empty 0 0 660
support only 0 0.9 690
Tin 412 0.9 1926
Nickel 267 0.9 1680
Platinum 169 0.9 1995
Table 4.1: Summary of the different target configurations and of the data collected
for each configuration. The number of shots is mainly given by the AD duty cycle
for the corresponding day.
4.2.4 Towards the cross section measurements
At the time of writing the data analysis of the 2007 data taking is
only at its beginning. This section will report some of the preliminary
results.
The hit time distributions of the tracker fibers for a typical AD shot
with the empty vessel and with a Tin target in position are shown in
Fig 4.22. With the target inserted, a lot of events at earlier times,
when the main antiproton cloud is still far from the end wall, are gen-
erated; unfortunately these events are too many to be clearly isolated
one from the other with a time selection.
Of course most of these detected particles are emitted by on wall
annihilations, and constitute a background among which the interest-
ing on target events have to be discovered. The situation is worse
than foreseen, probably because of the presence of a rather wide beam
halo, which increases the probability of on wall annihilation occur-
rence. Moreover, these annihilations will more likely arise towards the
end of the small diameter vessel: in that region the fibers are placed in
disordered bundles for the routing into the alignment masks, so each
pion crossing will probably hit a large number of fibers corresponding
to random regions on the detector cylinders.



























































Figure 4.22: (a) The arrival time distributions of all the FAST channels, for the
empty vessel and for the Tin target (for a single AD bunch). In the former case all
the antiprotons reach the end wall and there annihilate, while in the latter a few
antiprotons can annihilate in the detector region, ∼80 ns before. (b) The same
distributions, accumulated over ten random AD bunches, confirm the described
behaviour.
To extract the annihilation events from the time distribution, the fol-
lowing procedure has been adopted: the first 30÷50 ns of the time
distributions are sliced in 11 ns wide windows (this value can be, and
eventually will be, tuned), 1.57 ns (LSB of the digital sample) apart
one from the other, so that for each AD shot 20÷40 fibers sets are
extracted. Each fiber set is analized independently by the event re-
construction software.
The algorithm searches for the intersections between fibers: three-
fiber intersections (triangles) and unambiguous two-fiber crosses (i.e.
groups in which none of the two fibers has other intersections beside
the one considered) are used. At this point a track is drawn between
each point on the outer shell and each point in the inner one, with the




(to avoid to connect points on the opposite sides of the detec-
tor). Then the tracks are considered two by two, avoiding the couples
with a point in common. The distance in space between every track
couple is computed: if this distance is less than a given threshold,
the point of minimum distance from the two lines (mean point of the
distance-segment) is selected as a vertex candidate. If two vertices
with a track in common are found, the three tracks are merged in a
three pion vertex.
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Figure 4.23: Distributions of the vertex position along z for different cuts: for
events at a radius greater than 3.5 cm (wall events, top) and for the ones near the
pipe axis (bottom). The position of the target is indicated.
A test has been performed to be sure that no evident bias or artifacts
were introduced by the software itself. In principle, if the number of
enlightened fibers is high (and this is the case), a software could recon-
struct tracks and vertices just for a random combination of the hits.
The situation has been simulated using random generated fiber hits,
with the multiplicity of the real events; a few vertices are eventually
found, especially at large radius, but their number is much smaller
than in the real data case, so the effect can be treated as a back-
ground.
In the future, several improvements will be introduced in the algo-
rithm: first of all, the fibers used for a track should not be used for
another track in another time window, or, in other words, the pro-
gram should compute one (or more) coherent set of tracks (vertices)
for each shot. As a second issue, the time information of each fiber
could be better exploited, using, instead of fix boundary time win-
dows, a (gaussian or similar) function to weigh less and less the fibers
at increasing distance from a (moving) reference time.
In the following some of the results that have been obtained by the
current analysis software, despite the fact that the software itself is in
an early development stage, are presented.
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Fig. 4.23 shows the distribution of the positions of the reconstructed
vertices along the beam axis for the data collected with the Tin tar-
get in place. If the vertices with a distance from the axis greater
than 3.5 cm are selected, the distribution shows the expected asym-
metry, consisting in a higher peak in the downstream region due to the
scattering of the antiprotons on the target foil that steers a few an-
tiprotons towards the pipe walls; for z greater than 25 cm the number
of annihilations would still increase, but the reconstruction efficiency
drops because of the end of the detector. As far as a quantitative
analysis of these events is concerned, a further investigation is needed
to clarify their origin. In fact, the Rutherford scattering alone would
give a larger asymmetry in the distribution, with a ratio between the
annihilations at z>ztarget and the ones at z<ztarget of the order
5 of 10
instead of the measured value of ∼2.5.
If the vertices near the axis are selected (r<3.5 cm) more than half
of the events are located in the region where the target foil was posi-
tioned, namely a few cm before the detector center. Even if a back-
ground is present, which is due to either the combinatorial background
at the fiber level or to the bad reconstructions that can happen in case
of more simultaneous wall annihilations, the target peak can be easily
identified.
As a further evidence of the presence of true on target annihilations,
Fig. 4.24 shows the x-y distribution of the vertices for different regions
along the z axis. While in the regions outside the target almost the
whole number of events appears on the pipe walls (identified by the
black circle), in the region of the target foil a few tens of events coming
from the Tin layer (red circle) appears. These on target annihilations
are about 20% of the wall ones.
5A montecarlo simulation with GEANT has been performed to compute this value, so that
the geometry and the reconstruction efficiency have been taken into account.
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Figure 4.24: X-Y distributions of the reconstructed vertices, for the Tin run, at
different positions along the beam pipe. The plot at the bottom right corner
corresponds to the target region; the beam pipe is indicated by the black circle,
while the red one bounds the target region.
Chapter 5
The FAST system in other
physics fields
The electronics acquisition system developed for the FAST detector
has been designed to be highly flexible so that it can be easily modified
in case of a later detector upgrade. Moreover, given the short time
available for the assembly and testing phases, a design with a strict
hierarchical structure of relatively simple blocks was preferred, and
this greatly improved the versatility of the system.
As a proof of this statement, this Chapter reports three different uses
of the frontend board developed for the FAST tracker in different
physics fields:
• A neutron detector with Time of Flight capabilities, to be used
in radiotherapic environments
• A prototype based on a 2D GEM pad detector for high energy
electron detection in a high radiation environment
• A beam profile monitor for high energy proton beams to study
channeling effects in bent crystals.
For the first application only the digital part of the board is used,
in particular the FPGA, while the other applications exploit all the
board capabilities.
5.1 Sampling logic for a neutron Time of Flight
5.1.1 Neutrons from radiotherapic accelerators
Radiotherapic accelerators, if used in high energy (> 8 MeV) photon
mode, produce a neutron flux due to the Giant Dipole Resonance of
108 The FAST system in other physics fields
high Z materials. A feasibility study in order to use this flux for neu-
tron treatments such as the Boron Neutron Capture Therapy [80] is
under way thanks to the PhoNeS (Photo Neutron Source) project [81].
The basic idea of the BNCT is the possibility to target a tumour with
a carrier with elemental 10B and to irradiate it with a thermal (en-
ergy <10 keV) neutron beam thus producing an α particle and a 7Li
nucleus, which, being high LET particles, deposit their whole energy
in the cell, killing it.
The BNCT is not a widespread technique for several chemical/phys-
ical reasons: the need of high neutron fluxes (> 108 n cm−2s−1) in
the thermal region, such as the ones produced in reactors and the
lack of specificity of the Boron carriers. The development of a hospi-
tal neutron source, whose intensity and spectrum have to be verified,
would be a great step forward on the BNCT way, arising hope on all
the patients whose tumours are difficult to treat with the standard
techniques (radiotheraphy, chemiotherapy, surgery): tumours located
near vital organs (brain), extended tumours (liver, lung, stomach) and
radioresistant tumours (melanoma).
In this framework a novel neutron detector has been developed to be
used together with conventional neutron dosimetric methods [82][83].
The detector exploits the bunch structure of the beam; in medical
Linacs the photons are emitted in short (3÷5 µs) bunches with a 100-
300 Hz repetition rate, depending on the beam type, on the energy
and on the dose rate. So, in the inter-bunch time no electrons or pho-
tons still survive and the neutrons (being slow, since the speed of a
thermal neutron is 2.2 cm/µs) can be detected in a low background
environment.
Spectral information can be obtained if the time elapsed from the neu-
tron generation to the neutron arrival on the detector (Time of Flight)
is recorded.
5.1.2 The detector
The sensitive volume of the detector is made of a cylindrical Bicron
BC-454 boron loaded plastic scintillator with a 1 cm radius and a
5 mm height (Fig. 5.1a). A list of the scintillator most significant
properties is reported in Tab. 5.1. The scintillator is doped with
(5.6 × 1020 1
cm3
) 10B atoms; a fraction of the impinging neutrons is
captured by these atoms (σ=3836 barn at 0.025 eV). In this case the
reaction 10B(n,α)7Li occurs, and an α particle of 1.47 MeV is emitted
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together with a 850 keV Li ion1; in the 94% of the times a 480 keV γ
is emitted too. The α particle stops in a few µm inside the detector,
releasing its whole energy which is eventually transformed into light
by the scintillator fluorine.
The 10B(n,α)7Li is not the only reaction occurring when the scin-












Light output ∼8000 photons/MeV
Decay Time 2.2 ns
Wavelength of maximum emission 424 nm
Attenuation length 120 cm
Table 5.1: Bicron BC-454 boron loaded plastic scintillator properties. The light
output is for a low energy transfer particle, while for a highly ionizing particle like
the α emitted by Boron a lower output should be expected due to Birks’ law [37].
The base is made of Polyvinyltoluene (from datasheet).
tillator is hit by a neutron beam. In fact fast neutrons have a high
probability (e.g. σ '3 barn at 1 MeV) to hit one of the nuclei of the
Hydrogen atoms of the material; if this happens part of the energy
of the neutron is exchanged with the recoiling proton. The proton
releases this energy inside the scintillator, resulting in a detectable
signal. Nevertheless, since the energy of the proton cannot be larger
than the neutron one, the signal is detected only if the energy of the
neutron is larger than a given threshold (e.g. 500 keV): in our case
such high energy neutrons cannot reach the detector in the time gate
that is used for the sampling. In practice these fast neutrons arrive
together with the main photon beam from the Linac and cannot be
isolated.
The last reaction of interest for this work that occurs in the scintillator
is the capture of slow neutrons from the Hydrogen nuclei (H(n,γ)D).
The cross section is a factor 104 lower than the 10B one, and the emit-
ted γ, whose energy is 2.2 MeV, has a very low probability (at the
percent level) to be detected in such a small scintillator by Compton
effect. For these reasons the effect of this reaction can be considered
small, if a great care is taken in placing the detector far from any
material rich in Hydrogen (plastic, wood, water, etc.).
The scintillation light is readout by a 1” P30CW5 photomultiplier by
1The contribution of the latter is small, due to its lower energy and to the reduced light
output for high linear energy transfer particles (Birks’ law).
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Electron Tubes, with integrated power supply.
The analog signal is sent to a CAEN mod. 84 NIM discriminator
(a) (b)
Figure 5.1: (a) Picture of the BC-454 boron loaded scintillator assembled with the
P30CW5 photomultiplier. (b) The prototype VA64TAP2.1 board, in the neutron
ToF configuration. The discriminated signals from the detector reach the FPGA
through the 16 pin flat cable, which also delivers the digital input needed for the
readout.
(threshold -30 mV) which generates an output signal with a width of
200 ns. This signal is converted to the LVDS standard and sent to the
prototype FAST board to be sampled by the Altera Cyclone 2 FPGA.
Fig. 5.1b shows the board in the neutron ToF configuration with only
the digital part connected.
For these measurements a 1 channel 64 kbit deep shift register has
been implemented on the FPGA, corresponding to a 5 ms gate at a
12.5 MHz sampling frequency. The frequency corresponds to a period
of 80 ns, that is small enough to ensure that the digital signal from
the scintillator is detected always for two clock counts; in this way
each neutron will appear as a couple of one (1-1 ) in the sampled bit
stream. On the other side a faster clock would not increase the ToF
performances2, since the uncertainty on the neutron time of flight is
limited by the 3÷5 µs neutron generation time (the photon bunch
length).
The sampled data are transferred to a VME I/O board and then to
the PC through a SBS Bit3 bridge. The start of the integration gate
is given by the Linac trigger, with a tunable delay in order to avoid
the photon flux.
2In any case, a faster clock, together with a shorter discriminated signal, can be useful since
it increases the maximum neutron rate the system can handle.
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Figure 5.2: (a) Relative neutron fluxes recorded by the prototype compared with
the data obtained with Aluminum activation methods, for different distances from
the Linac head. The plots are normalised to the first point. (b) Comparison of the
arrival time distributions between the scintillator prototype and a BF3 counter.
The curves have been normalised in the tail region.
5.1.3 Flux measurements
The prototype detector works in a single neutron counting mode. To
verify its capability to measure neutron fluxes, it has been positioned
in different places inside the treatment room and the results have been
compared with the values obtained with a standard reference method,
that is the activation of Aluminum samples [84].
A Varian Clinac 1800CD/2100CD, delivering 400 M.U./min 3 of 18 MV
photons4, has been used; the Linac rate in this machine mode is
150 Hz.
The neutron flux has been measured increasing the distance from the
accelerator head with no moderator in place and with the accelerator
jaws stopping the main photon beam.
For each position the neutrons counted by the detector have been av-
eraged over 1000 Linac bunches and the Aluminum samples have been
irradiated for 125 s. A 2”×2” NaI(Tl) crystal and a standard spec-
troscopy chain with time recording capabilities have been used for the
activity evaluation.
The results for the positions from 50 cm to 200 cm are shown in
3A Monitor Unit (M.U.) is a Linac output corresponding to a 1 cGy dose at the build-up
region of a tissue equivalent phantom, placed at the isocentre.
4In radiotherapy the enegy of a γ beam is indicated by the accelerator voltage used for the
primary electron beam, so a 18 MV photon beam is obtained by bremsstrahlung from 18 MeV
electrons.
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Fig. 5.2a; the data have been rescaled to the nearest point. The scin-
tillator data are in good agreement with the Aluminum activation
ones, the maximum difference being less than 2%. The moderator de-
veloped for the PhoNeS project, a 5 cm lead converter with a graphite
shielding and a heavy water moderator, has been used to increase the
slow neutron flux and to validate the prototype under high neutron
fluxes. The detector measurements are in agreement with the activa-
tion data for all the experimental points; even if a proper calibration
is still necessary to use the detector for an absolute flux measurement,
it can be used as it is, to map the neutron flux fluctuations inside the
treatment room.
5.1.4 Arrival time measurements
The arrival time distribution of the prototype has been compared to
that of a neutron detector like the BF3 counter
5. The two detec-
tors were placed in the same position and the BF3 shaped signals
were discriminated and acquired with the digital sampler. The results
(Fig. 5.2b) show a good agreement for arrival times greater than 2 ms,
while for shorter times the BF3 counter is affected by a saturation ef-
fect due to its shaping time, greater than 10 µs, and its bigger size.
The shape of the arrival time curve is the result of different contribu-
tions: the energy of the neutrons, the distance from the detector and
the thermalization processes in the materials crossed by the neutron
beam.
Two arrival time profiles recorded varying the distance from the mod-
erator are shown in Fig. 5.3; shapes are clearly different, but to extract
any spectral information from these data a careful parametrization and
a comparison with simulation is still needed.
5.1.5 Montecarlo simulation
A montecarlo simulation has been developed, with the MCNP4B-GN
toolkit [85], for two different purposes:
• Perform a correct evaluation of the flux measured with the acti-




dependence, where v is the neutron velocity
• Verify the agreement with the detected arrival time distribution.
To obtain the last result, an energy spectrum for the neutrons crossing
the detector has been computed for every time slice in which the 5 ms
5By courtesy of Dipartimento di Energia Nucleare, Politecnico di Milano, Italy.











 160 cm from Phones moderator
 25 cm from Phones moderator
Figure 5.3: Comparison of the arrival time distributions for two detector positions,
at 25 cm and 160 cm from the Linac head. Distributions are averaged over 500
bunches.
acquisition window has been divided; given the energy spectrum, the
number of detected neutrons has been calculated taking into account
the 10B capture cross section energy dependence. The values for the
cross section at the various energies are taken from the ENDF/EX-
FOR database 6.
The whole process starting from the primary photon beam is simu-
lated, and most of the environment is included in the geometry. The
obtained spectra, with the photon beam completely stopped by the
jaws and with or without a PMMA7 moderator, are shown in Fig. 5.4a;
a small thickness of moderating material implies a major change on
the fast-slow neutron ratio.
The results of the arrival time simulation are shown in Fig. 5.4b: the
agreement with the experimental data is very good. This can be con-
sidered as a very accurate validation of the energy spectrum which
has originated the time distribution (Fig. 5.4a). The results that have
just been reported show that a system able to retrieve the time infor-
mation of each neutron capture can be useful for both flux and energy
spectrum measurements. The ASACUSA frontend board is not the
only way to obtain this kind of information: for example oscilloscopes
with a record length long enough to digitize a time window of a few
milliseconds with a 100 ns resolution are nowaday available (although
6The Experimental Nuclear Reaction Data (EXFOR/CSISRS) contains an extensive compi-
lation of experimental nuclear reaction data, based on more than 17000 experiments.
7PolyMethylMethAcrylate.





























Figure 5.4: (a) Neutron Spectra from the MCNP4B-GN simulation with a 5 cm
PMMA moderator and with the PhoNeS prototype. (b) Comparison between the
arrival time distribution measured by the prototype and the one extracted from
the montecarlo, both obtained with the detector under a 5 cm PMMA moderator.
expensive). Anyway, the ASACUSA electronics, which is dedicated to
the task, is compact, customizable and can be better integrated in a
real time acquisition system.
Moreover, the ASACUSA electronics is well suited to the readout of
a multichannel upgrade of the detector. The idea is to use boron
loaded scintillating fibers, of small diameter (ø<1 mm) and short
length (<1 cm), with a clear fiber used to transmit the light up to
a 16 or 64 channel multianode PMT. In fact the board can be used as
it is, with only a minor modification in the VHDL code. With respect
to the bulk scintillator used in the present prototype a small fiber has
the advantage to be almost insensitive to the photons which are pro-
duced by the neutron captures in the media surrounding the detector
(mainly on the Hydrogen nuclei).
Each probe could be placed in a different position inside the treatment
room, and could be inserted in moderator materials of various thick-
nesses. In this way a complete mapping of the neutron flux could be
obtained with a single measurement and this would make the device
an extremely useful tool for the study of the neutron production in a
radiotherapic environment.
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(a) (b)
Figure 5.5: (a) Microscope picture of a GEM foil. The hole diameter is 50 µm and
the pitch is 140 µm. (b) Electric field lines inside a GEM hole: with voltages of
the order of 500 V between the foil faces electric fields as high as 10 MV/m can
be obtained.
5.2 VLSI readout of a GEM detector
5.2.1 The GEM detectors: principles and properties
A GEM (Gas Electron Multiplier) detector [86] is made of a very thin
kapton foil (∼50 µm), with a Copper deposit on each side, perforated
with a high number (a typical value for the pitch is 140 µm) of holes,
as shown in Fig. 5.5a: each hole has a biconical shape, with 50 µm and
70 µm of inner and outer diameter respectively. If the foil is placed in
a gas mixture and a voltage difference (usually 350÷500 V) is applied
between the two copper sides, each hole acts as an electron multiplica-
tion channel. In fact the high electric field inside the hole (Fig. 5.5b),
that can reach 10 MV/m, gives rise to a multiplication process in the
gas. Gains of the order of a few thousands can be reached with a
single GEM foil: unfortunately in this case the discharge probability
becomes very high [87].
For these reasons the double or triple GEM detectors have been
developed; in these devices the GEM foils are assembled at a close
distance with the help of insulating spacers, and the voltages between
them are such that the electron exiting a GEM can be efficiently col-
lected by the following one (Fig. 5.6). The foils are enclosed in two
conductive planes, to provide the collecting drift field: the anode is
commonly segmented, either in pads or strips, and connected to the
readout electronics.
With a triple GEM, gains as high as 4·104 can be obtained, with
a discharge probability (for each incoming particle) lower than 10−11
and with a ∼100% efficiency for the detection of minumum ionizing
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(a) (b)
Figure 5.6: (a) Scheme of a triple GEM detector. (b) A picture of the 10×10 cm2
GEM detector tested with the ASACUSA frontend electronics.
particles [88]. Of course, since the GEMs are gas detectors, the param-
eters are influenced by the used gas mixture and by the environmental
conditions as well.
Because of the small dead time and of the high radiation hardness,
the triple GEM detectors can be used for tracking in high rate experi-
ments; in particular these devices can represent a cheaper and effective
solution compared to the silicon detectors if spatial resolutions in the
range 100 µm÷5 mm are needed.
Moreover, the triple GEM can be optimised to obtain time resolutions
better than 5 ns, so that it can be a promising candidate for high-rate
charged particle triggering [89][90].
Since the GEM discovery in 1997, the technique has rapidly spread
and is now being used, among the others, in the following experiments:
LHCb [91], COMPASS [92] and TOTEM [93] at CERN, HERA-B [94]
at DESY8, and PHOENIX [95] at BNL9.
5.2.2 The ASACUSA frontend board for the GEM readout
The readout of the GEM detectors in the running experiments have
been accomplished by ASICs that have been developed for the sili-
con strip or MWPC readout. As an example, the COMPASS and
TOTEM experiments are using the APV25, an analog pipeline ASIC
built in 0.25 µm CMOS technology and developed for the CMS silicon
microstrip tracker [96], which samples at 40 MHz the GEM (shaped)
8Deutsches Elektronen-SYnchrotron, Hamburg, Germany
9Brookhaven National Laboratories
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signals. Its performances are very good as far as the efficiency and
high rate capability are concerned [97][98], but it cannot provide a
good time information or first level triggering.
In the last years a few ASICs have been developed specifically for the
GEMs: a 32 channel readout chip for a GEM time projection chamber
with a time over threshold logic is being developed at DESY [99]; an
ASIC performing shaping, single threshold discrimination, dual-phase
peak detection, timing detection and sparse readout with neighbour
enabling is being studied at the Brookhaven National Laboratories for
the same purpose [100] and a custom integrated circuit for GEM and
RPC readout in a calorimetry context is being tested at the Fermi
National Accelerator Laboratory [101]. Anyway, all these systems are
still in a development phase and none is commercially available.
The VA64TAP2.1 ASIC, having a minimum operational threshold of
∼10 fC and a range of 160 fC for the input charge (Tab. 3.2), can
be successfully used to perform a GEM readout; in fact the gain of a
triple-GEM is of the order of a few 104, so a VA64 based electronics
could be able to detect a signal if more than 4÷5 primary ionizations
occur in the ionization region (in fact a ∼10 fC threshold corresponds
to ∼60000 e−). Moreover the ASIC can exploit the high rate capabil-
ity of the GEM detector: since each channel can sustain rates up to
∼1 MHz10 and the discriminated outputs are completely independent,
rates of tens of MHz on a (64 channels) detector are feasible. As far
as the timing capabilities are concerned, the ASICs, when used for the
scintillating fibers readout, can obtain a resolution of the order of 3 ns
r.m.s. (see Sec. 4.1); in principle this value would be good enough to
cope with the time resolution of the GEM detector. Anyway, since
the timing performance depends on how large the pulse height fluctu-
ations are (see Fig. 4.4), it is not possible to extend the fiber result
without a new set of measurements.
5.2.3 Results at the Frascati BTF
A test run at the Frascati BTF has been held to verify the perfor-
mances of the GEM–VA64TAP2.1 system: for this preliminary mea-
surement the ASACUSA frontend board has been used. A custom
cable to connect the scotchflex connector of the GEM detector PCB
to the four ERNI connectors of the readout board has been built. Un-
fortunately in this procedure 24 channels of the ASIC were connected
to ground, so that only 40 channels were available for the tests.
10The value of 2.5 MHz reported in Tab. 3.2 is measured with a periodic pulsing, while the
rate for physical events distributed in time with a poissonian distribution is lower.
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The GEM together with the readout electronics has been placed on
bias (V) ∆V (V)
cathode layer 3875
GEM 1 top 2825
440GEM 1 bottom 2385
GEM 2 top 2035
420GEM 2 bottom 1605
GEM 3 top 905
410GEM 3 bottom 495
collecting anode 0
Table 5.2: Voltage settings used for the triple GEM detector under test. The foils
are numbered from top to bottom as in Fig. 5.6. The voltage drop across each
GEM is indicated.
the BTF electron beam line, with the detector centered with the beam
pipe axis; an analog readout mode has been used, with a timing for
the hold signal similar to the one used with the fiber stereo prototype
(e.g. ∼50 ns after the particle bunch). The beam line has been set
to obtain 470 MeV electrons with low multiplicity: since the distribu-
tion of the number of the arriving particles is poissonian, some of the
bunches were actually empty, half of them were made of a single parti-
cle, and the two (or more) particles occurrence was much suppressed.
In Tab. 5.2 the operating voltages that have been used during the
measurements are indicated: each foil was biased with a 410÷440 V,
corresponding to a total gain of about 3× 104.
The pulse height and pull distributions obtained with the analog read-
out, for all the detector channels, are shown in Fig. 5.7. For the rea-
sons explained in Sec. 3.3.1, a twofold cut on both the distributions
has been used, so that the events with a pulse height greater than
300 ADC (arbitrary units) and a signal over noise greater than 10
have been selected. The so obtained bidimensional profile is shown in
Fig. 5.8: despite the lack of some central channels, the beam profile is
well reconstructed. Since no reference detector has been used, there
is no way to measure the efficiency with precision. Anyway, the ra-
tio between the single hit and two hit events on the GEM, which is
'10, is compatible with the one measured, under similar beam condi-
tions (same settings), with the (high efficiency) silicon detectors. This
would suggest that the VA64TAP2.1 can provide a good efficiency if
used for the readout of a GEM detector.
To test the time capability of the system a run with digital read-
out has been performed, using the signal from the linac as the start
for the digital samplers on the FPGA. The results are reported in
Fig. 5.9, where the time distribution is fitted with a gaussian curve
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Figure 5.7: Pulse height (top) and pull (bottom) distributions for the GEM detec-
tor with the electron beam; in the pull case the noise distribution is superimposed
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Figure 5.8: 2D profile obtained with the GEM detector. The regions of the detector
which are not connected to the readout are indicated (hatching).
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Figure 5.9: Time distribution of the GEM hits with the digital readout. A gaussian
fit is superimposed and the sigma is 14 ns. The distribution takes into account
also the time jitter of the beam particles with respect to the linac trigger.
whose width is σ =14 ns. This is not a direct measurement of the
time resolution, since a non negligible contribution to the distribution
width is given by the jitter of the arriving particles inside the bunch
time width, which is of the order of 5÷10 ns r.m.s. (values from the
linac specifications).
With no direct measurement of this time width, the resolution of the
GEM system should be between 10 ns and 13 ns, which is compet-
itive with the values obtained by other available integrated readout
electronics (e.g. the APV25 ASIC), and can be suitable for most ap-
plications.
Future tests, with a more complete reference system for time and po-
sition, are scheduled, in particular to measure the efficiency of the
system and its intrinsic timing capability. If the results are positive,
a new electronics board based on the VA64TAP2.1 will be developed
to ensure an optimal integration with the GEM detector.
5.3 The scintillating fiber profilometer
When a charged particle crosses a crystal with a direction parallel to
that of the lattice planes, it can be captured by the lattice potential;
in this case the medium atoms do not act any more as independent
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scattering centers, and the particle is driven by the potential hole
so that the energy loss is reduced. This effect, called channeling,
appears as a higher transparency of a crystalline medium along certain
directions [102], and has been experimentally seen both with ions and
low energy particles during the ’60s [103].
The H8-RD22 collaboration is testing the performances of different
crystals at the CERN SPS H8 beam line, with 400 GeV/c protons,
200 GeV/c electrons and eventually with ions [106]. While the current
investigations are performed with a high resolution Silicon tracking
system, a fast and radiation hard beam profile detector could be useful
to perform the measurements with a high particle flux, thus reducing
the test time in case of a systematic scan of several crystals.
The scintillating fiber technology is a promising candidate for this task:
to verify its feasibility, a prototype of a scintillating fiber profilometer
has been developed and tested.
5.3.1 The profilometer assembly
The detector is composed of four fiber layers, grouped in 2 X-Y planes
separated by 20 cm and each one is readout by two 64 channel R7600
Hamamatsu photomultipliers. A 5 mm thick Polyvinyl chloride (PVC)
plate, with a 55 × 55 cm2 area has been used as a support for each
X-Y plane. The scintillating fibers (with ø=1 mm), identical to the
ones used for the FAST tracker but without the white EMA, have
been glued with a doublet ribbon configuration on the support plane
(Fig. 5.10a): each plane is made of 128 fibers, thus covering a 6.4 cm
width.
To make the fiber placement easier, the two fiber planes have been
displaced on the two faces of the support; in other words an incoming
particle would hit the X plane, cross the 5 mm PVC and then hit the
Y fiber layer (Fig. 5.10b).
Two different fiber–PMT alignment mask configurations have been
used for the two X-Y planes. In the first case, number 1 of Fig. 5.11a,
for each PMT anode a rectangular hole of 1×2 mm2 has been drilled,
so that each channel houses exactly 2 fibers: this is the ”standard”
configuration. For the second case (number 2 in Fig. 5.11a), a more
innovative design has been used: for each anode column a single slit
has been drilled, having a width slightly larger than the fiber one.
When the fibers are inserted they automatically arrange themselves
in a staggered stack. In this way the one to one correspondence of
the PMT channels with the fibers is lost, but the hit position is still
a linear function of the channel with signal. The advantages of this
method are twofold:
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(a) (b)
Figure 5.10: (a) The scintillating fibers (ø=1 mm, no EMA, BCF-10 by Bicron) in
the doublet ribbon configuration, glued onto the PVC support. (b) 3D schematic
drawing of the four fiber planes composing the detector.
• The slit manufacturing is much easier and the fiber insertion is
faster
• A wide and continuous range of fibers per channel can be achieved
just changing the slit size: in a small slit two near fibers are
roughly in column (∼2 fibers per anode), while increasing the
slit size they become more and more off-axis (up to four fibers
per anode). This allows to cover a wider area with a single PMT,
of course at the expense of the spatial resolution.
For the slit width used in the profilometer assembly the 128 fibers
fitted inside less than 7 columns, corresponding to 52 anodes (2.45
fibers per channel).
The photomultipliers have been aligned with the fiber mask with the
help of two LEDs, embedded in the fiber plane, which enlightened the
2 anodes at the opposite corners. Once the PMTs have been fixed
in the correct position, the two detector planes have been assembled
together with 20 cm spacers. Two ASACUSA frontend boards, one
per plane, and a repeater board have been fitted in the space between
the two planes. The setup has been enveloped in a light tight plastic
cover, so that only the repeater and the PMT high voltage connections
were accessible.
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(a) (b)
Figure 5.11: (a) The two fiber mask configurations used for the two X-Y planes of
the detector. The red squares show the anode zone, i.e. the 2×2 mm2 anode area
plus a ring that is half of the 0.3 mm anode spacing. (b) The complete detector
(enclosed in the black box) under test at the Frascati Beam Test Facility. The
beam, which comes from the pipe on the right, crosses the two Silicon detectors
used as a reference (Aluminum boxes), hits first the profilometer and then the
plastic scintillator used as a trigger (partially hidden).
5.3.2 The results at the Frascati BTF
The profilometer has been tested on the electron beam of the Frascati
Beam Test Facility to characterise its resolution and efficiency figures.
The reference silicon tracking system (described in Sec. 3.1.2) has been
positioned just after the beam exit flange and the detector under test
has been placed downstream (Fig. 5.11b). Since the multiple scatter-
ing of 500 MeV electrons crossing the 1 cm thick X-Y plane of the
profilometer is not negligible, the evaluation of the spatial resolution
using the silicon detector information is meaningful only for the first
profilometer plane (in the beam direction). So, to measure the spatial
resolution, two runs have been performed reversing the detector ori-
entation.
The results are shown in Fig. 5.12. The transit point is the center of
the channel if a single fiber is fired, and the mid point if two fibers
are hit. The resolution values are significantly bigger than the ex-
pected digital resolution for both the planes of the detector, meaning
that, at this scale, the error on the hit point determination is no more
dominated by the channel pitch. Three other contributions have a
major role: the multiple scattering effect, the uncertainty in the fiber
positioning, and the absence of the EMA, that, while increasing the
efficiency, allows some ligth to escape from the crossed fiber and to be
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(b)
Figure 5.12: (a) Residuals of the track reconstructed by the silicon detector, for the
X-Y plane with the slit shaped alignment mask, that provides a 1.22 mm readout
pitch. The resolution is (from the gaussian fits) σx=720 µm and σy=640 µm.
(b) Same plot for the other X-Y plane, with 1 mm readout pitch. In average, a
slightly better resolution (σx=610 µm and σy=670 µm) is obtained.
collected by another (but near) fiber.
One of the residual plots of Fig. 5.12, shows a second peak, accounting
for a 5% of the events, at 8 mm distance from the main one: being
this distance equal to the number of anodes of a column (8, in the
64 channel PMT) times the pitch (1 mm) this is certainly due to the
cross talk.
As far as the efficiency is concerned, more than 99% of the tracks
reconstructed by the silicon system have been detected by each plane
of the fiber modules. This value greatly exceeds both the stereo pro-
totype and the FAST tracker ones. Three possible reasons for this
behaviour can be listed:
• The fiber length is smaller, 30 cm vs 70 cm
• No EMA is used, so the primary scintillating light exiting the fiber
is not absorbed but enters in the neighbour fibers. As already
shown, this effect does not worsen the resolution
• Fibers, being on a single plane, can be very closely packed thus
avoiding dead spaces between them.
No efficiency loss has been measured for the X-Y stage with the slit
masks, confirming that the dead area between two adjacent anodes is
small, absorbing a very small light fraction.
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5.3.3 Results on the SPS H8 beam line
The crystal under test was a 5 cm×2 mm silicon strip, with a thick-
ness of 500 µm: the holder kept the silicon strip vertical, with the
main bending radius perpendicular to the beam direction, so that the
beam enters the 500 µm face. The plastic deformations given by the
main bending produce a smaller curvature along the beam direction;
with a main bending radius of the order of 1 m, deflection angles of
∼100 µrad can be obtained.
When a collimated beam (<1 mm in FWHM size, a few µrad in
divergence) enters the crystal, three different situations can occur
(Fig. 5.13a):
• Unperturbed beam: the angle with respect to the lattice planes
is too big and the particles simply cross them. The only crystal
effect is the multiple scattering on the silicon atoms, like in an
amorphous material
• Channeling: the particles are almost aligned with the lattice
planes at the entrance point: the potential barriers placed in cor-
respondence of the planes themselves become channels in which
the particles are confined. In this way, the beam is forced to fol-
low the crystal bending. Since the effect has a small acceptance
on the incoming divergence, with a real beam this process has an
efficiency smaller than 100%
• Reflection: the beam is reflected by one of the crystal planes,
whose potential barrier reflects the particle trajectories on the
side opposite to channeling. The angle between the incoming
and the reflected beam is smaller (by a factor 5÷10) than the
channeling angle, that is the deviation angle induced by channel-
ing.
The resolution of the fiber detector (∼600 µm in the best case) is too
low to detect the reflection of a single silicon strip (60 m×15 µrad=
900 µm). A multi strip device was also tested by the H8-RD22 col-
laboration: in fact, multiple crystals are the most promising option
to obtain the deflection angles needed for a beam collimation system.
The multi strip system was made of 8 crystals aligned in such a way
that a particle which undergoes a reflection in the first strip enters
the second one with the right angle for a second reflection and so on
(Fig. 5.13b).
The detector was placed, on the SPS H8 beam line, 60 m downstream
of the goniometer which controls the bent crystal holder rotation. The
goniometer angle was moved in a 1200 µrad window around the start-
ing point (pre-alignment position, which is found with a laser system),
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(a) (b)
Figure 5.13: (a) A particle crossing a bent crystal, depending on the angle between
its trajectory and the crystal planes, undergoes channeling, reflection, or crosses
with no interaction: the three situations give different results on a downstream
profile detector. The angle scale is extremely enlarged, the real bending being of
the order of 100 µrad. (b) The holder with 8 aligned bent crystals mounted on
the goniometer on the SPS H8 beam line. Despite the 8 reflections, the deflection
is still small (of the order of tens of microradians), so the crystals are placed 60 m
upstream of the fiber detector.
and for each angular position a beam profile has been collected. The
upstream silicon tracking system was used to select the particles that
were really crossing the crystal (the beam size is larger than the strip
cross section), to reduce the profile contribution of the undeflected
beam.
The detector was readout in the analog mode, with the same DAQ
chain described in Sec. 3.2.5: the system is capable of a maximum
rate of a few kHz. While this rate is enough for the prototype charac-
terization, in the future it could be increased at least by a factor 100
switching to the digital readout.
The 2D plot of Fig. 5.14, in which the profiles collected at differ-
ent goniometer angles are summarized, shows clearly the presence
of a ∼50 µrad reflected beam for the goniometer positions between
600÷800 µrad; the broad channeling peak is also visible.
To summarize, the tests on this prototype have demonstrated the
feasibility of a scintillating fiber profilometer to be used for crystal
channeling studies under high particle fluxes, preparing the way for
a second detector that, with much smaller fibers (250 µm), will have
the resolution needed to obtain physics results.
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Figure 5.14: Beam profile as a function of the crystal angle set by the goniome-
ter: at the beginning and at the end of the scan the profile is centered around
40 mm (left box), corresponding to the unperturbed beam, while in the region
between 600÷800 µrad (right box) the whole beam is reflected by the crystals.
The channeling peak is visible, although it is broaded, in the bottom square. One
millimeter in the profile corresponds, at the detector distance, to 16 µrad, so the
beam is bent, during the reflection, of ∼50 µrad.

Conclusions and outlooks
Antiproton-nucleus annihilation cross sections have been measured at
very low antiproton momenta, down to 40 MeV/c, by the OBELIX
experiment at the LEAR facility in the years 1992-1996: for the first
time the behaviour of the annihilation rates has been investigated with
high precision in a region where Coulomb attraction becomes of pri-
mary importance.
Surprisingly, it has been found that, at such low momentum, the p¯-D
and p¯-He annihilation rates drop down to the p¯-p level or even below
it, contradicting the geometrical picture of the process which would
suggest the increase of the annihilation cross section with the increase
of the number of possible annihilating partners (i.e. the nucleons).
To understand the dynamics of the annihilation processes in this en-
ergy region, a new experiment, to be performed at the CERN Antipro-
ton Decelerator, has been proposed in the framework of the ASACUSA
collaboration.
To successfully exploit the high intensity p¯ bunches of AD, which are
∼20 ns long, a novel vertex detector (FAST) with a time resolution
of a few nanoseconds based on the scintillating fiber technology has
been developed.
Several prototypes have been built and tested during the early phase
of the detector development: modules with fiber diameters of 2 mm
and 1 mm, with different PMT-fibers alignment masks, with or with-
out extra mural absorber have been tested both with cosmic rays and
with the electron beam of the Frascati Beam Test Facility.
The FAST detector has been designed taking into account both the
experience collected with these prototypes and the results of a detailed
montecarlo simulation, which has been useful to evaluate the track-
ing efficiency and the vertex resolution for the given geometry. Using
the spatial resolution measured with the prototypes as an input for
the montecarlo, values of 80%, 1.2 mm and 0.7 mm respectively for
efficiency, the z and r resolution in the central region of the detector
have been computed.
A custom electronics has been developed for the photomultiplier read-
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out: it is based on the idea of using an ASIC for the analog signal
(the VA64TAP2.1 by IDEAS) amplification and for the discrimina-
tion together with a fast FPGA for the digital time sampling of the
discriminated data. The idea has been validated with the help of a
prototype board which was tested with a fiber module prototype: a
time resolution of 3.5 ns was measured with this system.
As a result, a frontend board able to readout 2 photomultipliers has
been designed: 25 of these boards have been produced, assembled and
successfully tested. To handle the 21 boards needed for the readout
of the whole FAST tracker with a VME system a repeater board had
to be developed. Multiplexing most of the digital signals and generat-
ing all the needed biases this board greatly simplifies the electronics
system: each repeater handles 6 frontend boards and is driven by a
VME I/O so that 4 I/Os, together with the power supplies and trigger
system, are enough to accomplish the digital readout of the detector.
An analog readout mode is also possible, using a pair of VME flash
ADCs.
The FAST detector has been tested with cosmic rays during the com-
missioning phase. As far as the time resolution is concerned, positive
results have been obtained, with a r.m.s. resolution of the order of
3 ns. On the other side, the spatial resolution figure of merit is more
problematic: the non perfect fiber positioning on the cylindrical sur-
face, together with the presence of cross talk, increases the width of the
residual distribution by a factor 2÷3 with respect to the planar proto-
type tested at the Frascati Beam Test Facility. When these numbers
are translated, with the help of the montecarlo simulation, in terms
of vertex spatial resolution, values of 18 mm (z ) and 13.5 mm (r)
are obtained. These values, despite being as large as twice the design
specifications, still allow an efficient separation between target and
wall annihilations.
The electronics has proved to work very efficiently during all the com-
missioning and physics runs, with a negligible noise count rate, com-
pletely fulfilling the design specifications.
Given the high flexibility of the frontend electronics, it has been suc-
cessfully applied to physics fields completely different from the one
it was developed for: in Medical Physics, allowing a Time of Flight
Neutron detection in a radiotherapic environment, for the readout of a
GEM pad detector and of a beam profile monitor with a large energy
range and high rate capabilities.
As an example, in the case of the neutron ToF detector the advantage
of this kind of integrated electronics will allow to build a real time
neutron spectrometer/dosimeter which will able to retrieve, in a short
time, the most complete information on the neutrons emitted by a
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radiotherapy Linac, greatly overcoming all the traditional detectors.
Two data takings have been held: the firs one (September 2006) hasn’t
allowed to collect any physics events because of several beam problems.
A consistent part of the June 2007 data taking too has been devoted
to the tuning of the beam and in particular to find a solution for
the early antiproton arrival that saturated the tracker long before the
main bunch arrival. When a reasonably good working condition was
found, data have been collected for the various target nuclei.
The very high number of background events, due to the Rutherford
scattering on the target, makes the time selection for the annihilation
events difficult and somehow arbitrary, since a continuum of new hit
fibers appears, as time goes on, on the detector. Anyway, with a fiber
selection based on fixed width time windows it is possible to recon-
struct tracks whose origin is either on the walls or (less frequently) on
the target fiducial volume. A preliminary analysis of the vertex dis-
tribution, based on a simple automatic time selection, shows that an
excess of annihilations is present in the target region, with a statistical
significance over the background.
In the next future most of the efforts will be dedicated to a deeper
data analysis which would allow to extract an estimation for the an-
nihilation cross section on the target nuclei used during the 2007 data
taking (Ni, Sn, Pt). Moreover, the analysis will provide useful infor-
mation to tune the experimental setup for the 2008 run.
In the future, from the experimental point of view, the work has to be
focused on three main aspects:
• The fiber misplacement problem has to be investigated and solved;
a better knowledge of the fiber position, besides improving the
spatial resolution, will allow a better rejection of the ghost hits
induced by the cross talk effect. This can be done, with no in-
terventions on the detector itself, through a beam test performed
with high energy particles (to avoid multiple scattering) and a
reference tracking system (to reconstruct the tracks with a very
high precision)
• The dynamics of the antiproton beam in the apparatus has to be
intensively studied, with the help of montecarlo simulations, in
order to find the best experimental setup in terms of background
reduction
• A (removable) monitor for the antiproton beam has to be devel-
oped to be able to center and focus the beam in an ideal way for
the cross section measurement.
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These improvements will definitively allow to measure the annihila-
tion rates for different nuclei with the needed statistics.
With the 5 MeV antiproton line no more available after 2008, the
detector will be moved, with little modification in the electronics, on
the beam line after the MUSASHI decelerator, which can provide a
∼1 keV antiproton beam so it will be possible, for the first time, to
study the nuclear processes in an energy scale comparable with that
of atomic capture processes.
Appendix A
An apparatus for p¯ studies:
the OBELIX detector
Most of the annihilation cross sections discussed in Sec. 1.3 have been
measured by the OBELIX collaboration. In this Appendix the exper-
imental apparatus will be described and an example of cross section
measurement, from both the experimental and analysis points of view,
will be reported.
The OBELIX apparatus consisted in a magnetic spectrometer that
operated at the Low Energy Antiproton Ring facility at CERN, in the
1991-1997 period. The goal of the experiment was the study of low-
energy p¯ and n¯ annihilations on nucleons and nuclei, with the main
purpose of investigating, with high statistics, the meson spectroscopy
and the dynamics of the annihilation processes.
The layout of the OBELIX spectrometer is shown in Fig. A.1; the ap-
paratus had a cylindrical symmetry and its central detectors operated
in a 0.5 T magnetic field that was provided by the Open Axial Field
Magnet which had previously been used for other experiments at the
CERN ISR. A detailed description of the detector can be found in
[107][108].
The apparatus was composed of the following subdetectors:
• The Spiral Projection Chamber (SPC), an imaging vertex detec-
tor with three-dimensional readout for charged tracks and X-ray
detection
• The Time-of-Flight (ToF) system which was composed of two
cylindrical barrels (18 cm and 136 cm of radius respectively) of
plastic scintillator tiles (30 for the inner, 84 for the outer). A
time resolution of ∼800 ps could be achieved by the system
• The Jet Drift Chamber (JDC) for tracking and for particle iden-
tification through dE/dx measurements. The 3280 wires of the
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Figure A.1: Scheme of the OBELIX apparatus. The following subsystems are
shown in the picture: (1) Open Axial Field Magnet; (2) Spiral Projection Chamber;
(3) Time-of-Flight System; (4) Jet Drift Chamber; (5) Electromagnetic Calorime-
ter (SM1 to SM4). From [107]
chamber were readout by flash analog to digital converters. The
spatial resolution of the chamber was σz=12 mm and σr=200 µm,
while the momentum resolution (at 0.5 T) was measured to be
3.5% at 928 MeV/c
• The High-Angular-Resolution Gamma Detector (HARGD). It is
a calorimeter system made of 4 modules (SM1-SM4). Each mod-
ule is composed of 3× 4 m2 3 mm thick lead converter foils and
limited streamer tubes acting as active medium. Twenty con-
verter layers, for a total of ∼10 radiation lengths, were present.
The apparatus allowed the use of different targets: a liquid Hydrogen
target, a gaseous Hydrogen target at room temperature and pressure
and also a low pressure target (down to 30 mbar). The molecular
Hydrogen could also be replaced by Deuterium.
The detector also offered the possibility to study antineutron inter-
actions: the n¯ beam was produced by charge exchange in a liquid
Hydrogen target (positioned 2 m upstream with respect to the centre
of the OBELIX detector). The efficiency of the p¯ to n¯ conversion pro-
cess was of the order of 10−4.
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Figure A.2: The subset of the OBELIX detectors used for the measurement of
the p¯-p and p¯-A annihilation cross sections. The Spiral Projection Chamber was
replaced by a 70 cm long Aluminum vessel with a 30 cm diameter, containing the
gaseous targets at variable pressures.
For the measurement of the p¯-p and p¯-A annihilation cross sections,
only a subset of the OBELIX apparatus was used. In Fig. A.2 a
sketch of this subset of detectors is shown. In particular, the Spiral
Projection Chamber was substituted by a large cylindrical Aluminum
tank containing the gaseous targets at variable pressure, while the Jet
Drift Chamber was used as a tracking device for the reconstruction
of the annihilations vertices and the ToF system was used to record
the time at which each annihilation occurred with respect to the start
time given by the thin scintillator detector (C0 in Fig. A.2). The ex-
perimental procedure for the measurement of the annihilation cross
section is described in detail in [109].
The antiproton beam coming from the LEAR machine, with a mo-
mentum of 201 MeV/c or 105 MeV/c depending on the interesting
momentum range, crossed the 100 µm Beryllium window of the beam
pipe, the scintillator counter C0 (500 µm for 201 MeV/c, 80 µm for
105 MeV/c) and its enclosure (6 µm of mylar and 13 µm of Alu-
minum), a few centimeters of air and the Aluminum foil of the target
vessel entrance window. These materials were acting as degraders,
lowering the energy: the energy of interest was reached adding or re-
moving calibrated mylar foils.
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The target vessel was filled with gaseous targets at different pres-
sures: higher than the atmospheric one for the data at 201 MeV/c
beam momentum, to increase the number of in flight annihilations,
and lower than the atmospheric pressure for the data at 105 MeV/c
beam momentum. This last condition was needed to allow the low en-
ergy incident antiprotons to reach the end wall in absence of in flight
interactions.
Essentially, the annihilation cross sections were measured by counting
the number of in flight annihilations into charged products and com-
paring this value with the number of p¯s crossing the target without
any interaction and annihilating at rest, near or upon the end wall of
the vessel.
The ToF of the annihilation events was used, as far as the trigger
is concerned, to select a time window in which ”interesting” events
would occur: in case of a ToF between the start of the C0 scintillator
and a time corresponding to the whole travel up to the end wall, the
data from the Jet Drift Chambers were recorded.
These data allowed the reconstruction of the different tracks and of
the vertex coordinates of the annihilation events with an uncertainty
on the determination of the coordinates of about 1.0 cm in the z di-
rection and about 2÷3 mm in x and y.
The antiprotons crossing the target without interacting were counted,
detecting the charged products of the annihilations, with a system
composed of the same scintillator barrel used for the ToF and of the
additional scintillator disc C1, placed near the end of the target.
If the z coordinate of the reconstructed vertices (after a r<10 cm
cut) is plotted as a function of the annihilation time (Fig. A.3), the
in flight annihilations can be easily separated from the annihilations
at rest due to the antiprotons which have lost most of their energy in
the degraders and so stop inside the target. Moreover, the slope of
the plot z (vertex coordinate) vs. t (annihilation time) can be used to
compute the average momentum of the p¯ beam. Since the p¯s lose en-
ergy inside the target, for the lowest initial energies the particle speed
changes with z and the momentum has to be computed inside small
slices in the z direction.
A description of the technique that has been used to extract the num-
ber of in flight annihilations inside the fiducial volume taking into
account all the possible contributions from the background is beyond
the goals of this Appendix; a detailed explanation can be found in
[109].
Once the number of events Nevent is correctly computed, the total
annihilation cross section σann can be obtained with the following for-
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Figure A.3: 2D plot of the annihilation time vs. the vertex z coordinate, for
data at 105 MeV/c with no mylar degrader. Vertices with r>10 cm have been
rejected. The vessel entrance window is at z'-40 cm. Two categories of events
can be identified: the in flight annihilations (high peak), and the annihilations
at rest given by the antiprotons that, being in the lower tails of the momentum









where Np¯ is the number of antiprotons crossing the region of interest,




of molecules for one gram of gas, Nc the term which accounts for the
number of scattering centers per molecule (e.g. Nc = 2 for H2), l is
the length of the fiducial volume and ²rec the reconstruction efficiency,
which has to take into account also the annihilation in the neutral
pions channel, impossible to detect with the apparatus.

Appendix B
The FAST DAQ software
For a modern detector, which, like the FAST tracker, has a large
number of channels, the data acquisition software is a fundamental
part of the experimental apparatus.
An experiment DAQ has to perform a very high number of operations
(for example read/write accesses to the VME bus) in the correct order;
it has to be highly flexible to cope with all the possible hardware
modifications, it should give to the user some sort of feedback on
the collected data (online monitoring) and, more important, it has to
perform these tasks as fast as possible. For example, in the FAST
case, the program has to transfer almost 1.5 Mbit of data from the
frontend FPGAs to the computer, to store the data and to set the
hardware for the next shot in much less than 1 s, which is the time
between two consecutive shots (for the 6 bunches of each AD cycle).
For these reasons, the FAST data acquisition software, working under
Scientific Linux 3.51, is written in C and makes use of a low level
driver, written as a kernel module, for the SBS PCI 2 board that
provides the link with the VME bus. Moreover care has been put in
avoiding that the tasks of secondary importance, like those needed for
the monitor system steal computing power and memory resources to
the main readout cycle.
While some global run-time parameter, like the addresses of the VME
boards and other hardware specific settings, can be modified editing
a configuration file, most of the user operations can be performed
through a graphical user interface (GUI). This interface, that is shown
in Fig. B.1, is written in Tcl-Tk3, and is divided in four parts:
• The control window, that allows to perform the standard oper-
1http://linux.web.cern.ch/linux/scientific3/
2The Peripheral Component Interconnect standard specifies a computer bus for attaching
peripheral devices to a computer motherboard
3Tcl (Tool Command Language) is a dynamic programming language and Tk is its graphical
user interface toolkit http://www.tcl.tk/
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Figure B.1: Snapshot of the data acquisition software, where the main control
panel (right), the monitor panel (left), the monitor graphical windows (bottom-
center) for the fiber tracker and the graphical windows used for the online evalu-
ation of the beam intensity (top-center) are shown.
ations like starting and stopping the run, selecting the analog
or the digital readout mode, choosing whether to save or not an
output file and finally turning on and off the monitor and expert
windows
• The monitor window, which shows a list of useful running pa-
rameters (like bunch number and time information) and allows
to select the histogram to be plotted on the (separate) HIGZ4 win-
dow. The following data can be plotted: cumulative and event by
event time profiles, cumulative spatial hit distribution, pedestal
and rms values
• The expert window, opened upon request from the control win-
dow, which allows to perform dedicated tasks like pedestal ac-
quisition, threshold scan and continuous mode (for debugging).
These operations should be rarely performed, and most of them
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Figure B.2: Header of the ntuple used by the DAQ software to store the collected
data. It contains the general information on the run such as the absolute time
and the trigger number; the IRAW DATA array stores the information from the
scintillating fibers while the IRAW ADC variable contains the beam intensity data
acquired by the CAEN V792 QDC reading the HPD and the Cherenkov detector.
need some hardware intervention, so they have been grouped in
a separate ”expert” window to avoid accidental use. It is also
possible to modify the global thresholds, acting on the repeater
DACs
• The intensity monitor, a separate HIGZ window showing a list of
information on the intensity recorded, during the last AD cycles,
by the two beam counters placed near the end wall (the HPD
and the Cherenkov detectors). It shows the average value of the
6 bunches of the AD cycle, the last 50 shots, a scatter plot to
check the level of correlation between the two detectors and the
average intensity for the last ten AD cycles.
The monitor capabilities have been extremely useful, in particular dur-
ing the beam tuning phase, because they gave an immediate feedback
about the machine setting effects in a much faster way with respect
to the oﬄine analysis.
The data are saved as a PAW ntuple, whose header is shown in
Fig. B.2: the information from the fiber tracker are stored, for each
trigger event, in the IRAW DATA(X1,X2,X3,X4,X5) 5-dimensional array.
The last three indices of the array define the FPGA (and thus the
photomultiplier) of interest, specifying the repeater (X5), the frontend
board position on the repeater (X4) and finally the FPGA on the fron-
tend board (X3). X2 selects the channel of the PMT, in the Hamamatsu
numbering convention (as shown in Fig. 2.8). The 512 sampled bits
of each channel (each one corresponding to a 1.57 ns time slice) are
divided in 16 groups of 32 bit each, so that X1 specifies the group
number, and the value of IRAW DATA() is the (signed) integer result-
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ing from the translation of the 32 sampled bits.
This solution allows the storage of a big number of sampled bits in
a structure relatively easy to address; nevertheless, since no compres-
sion is applied, the size of the output file, corresponding to the total
sampled bits (1.5 Mbit per trigger), is rather large. This is not a prob-
lem with the low repetition rate of the AD machine; anyway, for an
application with a higher rate, simple data reduction methods could
be applied easily, for example specifying, in the bit flow, the beginning
of each train of 1s and its length (see Fig. 3.10). Each run is saved as
a different file, and if the ntuple reaches 100 events the corresponding
file is closed and a new ntuple is opened as a following file with an





ADC Analog to Digital Converter, also stands for Analog to Digital
Converter unit
ALPHA Antihydrogen Laser PHysics Apparatus
APD Avalanche PhotoDiode
ASACUSA Atomic Spectroscopy And Collisions Using Slow Antiprotons
ASIC Application Specific Integrated Circuit
ASTERIX Antiproton STop Experiment with tRIgger on X-rays
ATHENA AnTiHydrogEN Apparatus
ATRAP Antiproton TRAP
BNCT Boron Neutron Capture Therapy
BNL Brookhaven National Laboratories
BTF Frascati INFN National Laboratories Beam Test Facility
CBAR Crystal BARrel detector
CCD Charge-Coupled Device
CERN European Center for Nuclear Research
CFT Central Fiber Tracking detector of the D0 experiment
CMOS Complementary Metal Oxide Semiconductor
DAC Digital to Analog Converter
DAQ Digital AcQuisition system
DC Direct Current
DESY Deutsches Elektronen-SYnchrotron
ECL Emitter Coupled Logic
EMA Extra Mural Absorber
ENC Equivalent Noise Charge, expressed in number of electrons
ENDF Evaluated Nuclear Data File
ERNI ERNI Electronics, Inc., USA
EXFOR Experimental Nuclear Reaction Database
FAST Fiber Antiproton Scintillating Tracker, the subject of this work
FLAIR Facility for Low-energy Antiproton and Ion Research
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FNAL Fermi National Accelerator Laboratory
FPGA Field Programmable Gate Array
FR4 Flame Resistant ver. 4
FWHM Full Width Half Maximum
GEM Gas Electron Multiplier
GEANT Detector Description and Simulation Tool
GSI Gesellschaft fr Schwerionenforschung
GUI Graphical User Interface
HARGD High Angular Resolution Gamma Detector (OBELIX)
HPD Hybrid PhotoDetector
IEEE Institute of Electrical and Electronics Engineers
I/O Input/Output
ISR Intersecting Storage Rings
JDF Jet Drift Chamber (OBELIX)
JTAG Joint Test Action Group, common name for the IEEE 1149.1
standard
K2K KEK to Kamioka neutrino experiment
KEK Koo Energy Ken
LEAR Low Energy Antiproton Ring
LED Light Emitting Diode
LET Linear Energy Transfert
LSB Least Significant Bit
LVDS Low Voltage Differential Signal
LV-TTL Low Voltage TTL Signal
MA-PMT Multi Anode PMT
MC MonteCarlo
MCNP4b General MonteCarlo code for Neutron and Photon transport,
version 4 rev. b
MCP Micro Channel Plate
m.i.p. minimum ionizing particle
MUSASHI Monoenergetic Ultra-Slow Antiproton Source for High-precision
Investigations
MWPC Multi Wire Proportional Chamber
MRS-APD Metal Resistive layer Semiconductor APD
NIM Nuclear Instrument Module
PBD Phenyl-Biphenyl-Diazole
PCB Printed Circuit Board
PC Personal Computer
PCI Peripheral Component Interconnect
PDE Photon Detection Efficiency
PhoNeS Photo Neutron Source
PLL Phase Lock Loop
PMMA PolyMethyl MethAcrylate




PSB Proton Synchrotron Booster
PVC PolyVinylChloride
PVT PolyVinylToluene
QDC Charge to Digital Converter
Q.E. Quantum Efficiency
RAM Random Access Memory
RF RadioFrequency
RFQD RadioFrequency Quadrupole Decelerator
r.m.s. root mean square
SCI-FI SCIntillating FIbers
SiPM Silicon PhotoMultiplier
SFD Scintillating Fiber Detector (UA2)
SPC Spiral Projection Chamber (OBELIX)
SPS Super Proton Synchrotron
S/N Signal over Noise ratio
TDC Time to Digital Converter, also stands for Time to Digital
Converter unit
ToF Time of Flight
TTL Transistor Transistor Logic
TSSOP Thin-Shrink Small Outline Package
VHDL Very high speed integrated circuit Hardware Description
Language
VLPC Visible Light Photon Counter
VLSI Very Large Scale of Integration
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